
 

 Town of Hilton Head Island 

Regular Design Review Board Meeting 
 

April 26, 2016 

1:15 p.m. – Benjamin M. Racusin Council Chambers 
 

AGENDA 

 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting. 

1. Call to Order  

2. Roll Call 

3. Freedom of Information Act Compliance 

Public notification of this meeting has been published, posted, and mailed in compliance with the 

Freedom of Information Act and the Town of Hilton Head Island requirements. 

4. Approval of Agenda 

5. Approval of Minutes – Meeting of March 22, 2016  

6. Staff Report  

7. Board Business 

8. Old Business 

9. Unfinished Business 

A. New Development – Final 

 Park Lane Office Building, DRB-000442-2016 

10. New Business 

A. Alteration/Addition 

 Storage Building (Southern Services), DRB-000675-2016 

 Verizon Walmart Store #728, DRB-000664-2016 

 Improvements at Simmons Fish Camp, DRB-002184-2015 

B. Sign 

 Adventure Cove, DRB-000544-2016 

C. New Development – Final 

 Springhill Suites by Marriott, DRB-000723-2016 

11. Appearance by Citizens 

12. Adjournment 
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Town of Hilton Head Island 

Minutes of the Design Review Board 

Benjamin M. Racusin Council Chambers 

March 22, 2016  

1:15p.m. 

 

Board Members Present:  Chairman Jake Gartner, Vice Chairman Dale Strecker, Ron 

Hoffman, Debbie Remke, Michael Gentemann, Brian Witmer, Kyle Theodore 
 

Board Members Absent:  None 
 

Town Council Present:  None 
 

Town Staff Present:  Jennifer Ray, Urban Designer 

   Jill Foster, Deputy Director of Community Development 

   Teri Lewis, LMO Official 

Richard Spruce, Plans Examiner 

   Teresa Haley, Secretary 

 

As a Courtesy to Others Please Turn Off All Cell Phones and Pagers during the Meeting 
 

1. Call to Order 

Chairman Gartner called to order the regular meeting of the Design Review Board at 

1:15pm. 

2. Roll Call - See as noted above. 

3. Freedom of Information Act Compliance 

The Town has met all Freedom of Information Act requirements for this meeting. 

4. Approval of the Agenda 

Immediately preceding the meeting, the applicant of NYCP Inc., DRB-000439-2016 requested 

that the project be withdrawn.  The Board approved the agenda as amended by general 

consent. 

5. Approval of Minutes  

The Board reviewed the minutes of the March 8, 2016 meeting and approved the minutes by 

general consent.   

6. Staff Report – None 

7. Board Business – None 
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8. Old Business  

A. Alteration/Addition 

 Hickory Tavern (Shelter Cove Plaza), DRB-001493-2015 

Ms. Ray introduced the project and stated its location:  32 Shelter Cove Lane.  Ms. Ray stated that 

the DRB approved DRB-001493-2015 Alteration/Addition in August 2015 with conditions.  The 

original submittal included a black awning and a condition of approval was that all items black in 

color including the awnings be changed to a dark to medium brown color.  The revised drawings 

were submitted to Staff with the call out “New Sunbrella Unity Char (Dark Brown) 85002-0000 

Fire Resistant Awning”.  A sample was not provided, but the indication of dark brown would meet 

the DRB’s conditions.  However, Staff identified the installed awning as black versus dark brown.  

The applicant requests that the DRB allow them to keep the awning as installed since it is not black 

as originally proposed. 

 

Chairman Gartner requested that the applicant make a presentation.  The applicant expressed that 

the awning color was intended to be in keeping with the Board’s prior decision. 

 

Chairman Gartner requested comments from the Board.  The Board complimented aspects of the 

project that have been completed as approved by the Board.  The Board stated that the color of the 

awning was a significant component in previous discussion and approval.  The Board expressed 

concern for reversing a prior decision and setting an adversarial precedent for future decisions.  

The Board expressed sympathy toward the applicant’s circumstances.  However, the Board was in 

agreement that the awning looks black in color and therefore, needs to be changed as previously 

approved in accordance with the Design Guide.  No motion was made. 

 

 Shelter Cove Apts. East 1, DRB-000437-2016 

(Ms. Theodore recused herself from review of application DRB-000437-2016 due to a professional 

conflict of interest.  A Conflict of Interest form was completed and signed, and attached to the record.) 

 

Ms. Ray introduced the project and stated its location:  47 Shelter Cove Lane.  Ms. Ray stated that 

minor changes are proposed to the approved building elevations due to unit type changes.  A fourth 

tier was added to the parking deck requiring modifications to the Shelter Cove Lane façade.  

Additionally, the base flood elevation had to be increased by 1’ requiring steps and ramps at the 

leasing office entry.  The Shelter Cove Company ARB has approved this project.  Furthermore, 

the proposed changes are in keeping with previously approved plans and with the Design Guide.  

Staff recommends approval as submitted. 

 

Chairman Gartner requested that the applicant make a presentation.  The applicant provided an in-

depth description of the proposed changes to the project. 

 

Chairman Gartner requested comments from the Board.  The Board complimented the overall 

project, including the proposed changes. 

 

Mr. Gentemann made a motion to approve DRB-000437-2016 as submitted.  Mr. Hoffman 

seconded the motion.  The motion passed with a vote of 6-0-0. 
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9. Unfinished Business - None 

10. New Business 

A. Alteration/Addition 

 

 Tile Removal 278 Signs (Shelter Cove), DRB-000347-2016 

Ms. Ray introduced the project and stated its location:  King Neptune Drive at William Hilton 

Parkway and Shelter Cove Lane at William Hilton Parkway.  Ms. Ray stated that the applicant 

proposes to remove existing Spanish tiles from two monument signs and expand stucco planters.  

The stucco will match existing and the planters will include seasonal color.  The Shelter Cove 

Company ARB has approved this project.  Staff recommends approval as submitted. 

 

Chairman Gartner requested that the applicant make a presentation.  The contractor of the project 

was present on the applicant’s behalf.  The contractor briefly explained the background and the 

intention of the project. 

 

Chairman Gartner requested comments from the Board.  The Board complimented the project and 

welcomed the proposed improvements. 

 

Ms. Theodore made a motion to approve DRB-000347-2016 as submitted.  Ms. Remke seconded 

the motion.  The motion passed with a vote of 7-0-0. 

 

 First Baptist Church Youth Building Repair & Improvements, DRB-000401-2016 

Ms. Ray introduced the project and stated its location:  100 South Forest Beach Drive.  Ms. Ray 

stated that the applicant proposes to replace the existing flat & 6/12 roof with a 3/12 roof with 

asphalt shingles in ‘Weathered Wood’.  Existing sliding glass doors are proposed to be replaced 

with windows and shiplap siding to match existing below the windows.  The existing double entry 

door as well as a new single door are proposed to be etched glass similar to existing doors on other 

church buildings.  The Forest Beach Owners Association ARB has approved this project.  Staff 

recommends approval as submitted. 

Chairman Gartner requested that the applicant make a presentation.  The applicant stated that the 

main objective of the project is to fix the roof leaks. 

 

Chairman Gartner requested comments from the Board.  The Board expressed appreciation for 

replacing the flat roof.  The Board discussed the color of the window frame and the paneling under 

and between the windows matching existing.  The Board expressed concern for potential future 

leaks with the proposed roof. 

 

Mr. Gentemann made a motion to approve DRB-000401-2016 with the following conditions: 1) 

all new doors and windows are to match existing, with the exception of the presented etched glass 

door; and 2) the entire exterior to be painted so that there are no variations in color.  Ms. Theodore 

seconded the motion.  The motion passed with a vote of 7-0-0. 
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 Shelter Cove Towne Centre Suite 111, DRB-000430-2016 

(Ms. Theodore recused herself from review of application DRB-000430-2016 due to a professional 

conflict of interest.  A Conflict of Interest form was completed and signed, and attached to the record.) 

 

Ms. Ray introduced the project and stated its location:  28 Shelter Cove Lane, Suite 111.  Ms. Ray 

stated that the applicant proposes to repaint existing building based on tenant request.  The Shelter 

Cove Company ARB approved the tenant’s request.  Existing building is light green and proposed 

building is light gray.  Staff recommends selecting a body and trim color that are more 

complimentary to existing colors to remain such as SW7071 “Gray Screen” (body) and SW7073 

“Network Gray” (trim).  Staff worked with the tenant since the packet was provided to the Board 

and came up with the following proposed options: SW6469 “Dewy” (body), SW6470 

“Waterscape” (trim) and “Sunbrella Oyster 4642-0000 Awning/Marine Fabric”.  The storefront 

would remain as is.  Staff recommends approval of the revised color scheme as presented. 

 

Chairman Gartner requested that the applicant make a presentation.  The applicant and tenant were 

present.  The tenant thanked Ms. Ray for her efforts, then presented background on the theme and 

color palette of the store. 

 

Chairman Gartner requested comments from the Board.  The Board complimented the 

collaborative efforts of Staff and tenant to identify alternate color options in keeping with Shelter 

Cove Towne Centre.  The Board discussed the proposed colors, including “Oyster” (awning) as 

keeping with the color palette of Shelter Cove Towne Centre. 

 

Mr. Hoffman made a motion to approve DRB-000430-2016 as recently revised*.  Mr. Gentemann 

seconded the motion.  The motion passed with a vote of 5-1-0. 

 

* SW6469 “Dewy” (body), SW6470 “Waterscape” (trim) and “Sunbrella Oyster 4642-0000 

Awning/Marine Fabric” 

 

B. New Development – Final 

 

 HHI-IRC Additions & Renovations, DRB-000438-2016 

(Mr. Strecker recused himself from review of application DRB-000438-2016 due to a professional 

conflict of interest.  A Conflict of Interest form was completed and signed, and attached to the record.) 

 

Ms. Ray introduced the project and stated its location:  20 Wilborn Road.  Ms. Ray stated that the 

applicant proposes to upgrade the current outdated facilities at the Island Rec Center.  The New 

Development – Conceptual approval occurred in January 2016 with conditions.  Ms. Ray further 

presented an in-depth review of the project as provided in the Board’s packet.  Staff recommends 

approval with the following conditions: 1) provide plan indicating locations for all exterior lighting 

besides parking lot lighting; 2) provide detail or manufacturer’s cut sheet for shade structures; 3) 

consider addition of evergreen shrubs to screen dumpster enclosure; 4) consider alternate color for 

porcelain wall tile; and 5) provide details for playground shade structure. 

 

Chairman Gartner requested that the applicant make a presentation.  The applicant expressed 

appreciation for Ms. Ray’s presentation.  The applicant addressed the Board’s questions and 
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provided further clarification on certain aspects of the project. 

 

Chairman Gartner requested comments from the Board.  The Board commended the overall project 

and expressed enthusiasm to see the completed facility.  The Board asked for clarification on the 

exterior lighting locations; the color and undertone of the stucco sample provided; and suitable 

wood finish for the dumpster enclosure – paint or stain.  The Board discussed the concerns for the 

color “red” proposed for the wall tile; improving the variety of plantings in the landscape plan; 

and the addition of evergreens at the dumpster enclosure as recommended by Staff.  The Board 

recommended shade at the playground area and the type of tree to achieve adequate shade (6” 

caliper); and the preferred height of the trees in the parking lot area (4” caliper). 

 

Mr. Witmer made a motion to approve DRB-000438-2016 with the following conditions: 1) select 

a muted “red” color tile for Staff approval; 2) add more variety in the understory landscape 

plantings; 3) remove juniper from the inside of the playground area; 4) add one 6” caliper shade 

tree for the playground area; 5) add evergreens to screen the dumpster enclosure; 6) stain the 

dumpster enclosure to match the “honey knotty pine”; 7) replace the ligustrum hedge with a native 

or naturalized evergreen hedge; 8) add bollards at the main entry drop-off area; 9) add score 

jointing pattern or more detail at the drop-off area for Staff approval; and 10) recommend replacing 

the shade structure cloth “royal blue” with a more muted shade.  Ms. Theodore seconded the 

motion.  The motion passed with a vote of 6-0-0. 

 

  Park Lane Office Building, DRB-000442-2016 

(Mr. Witmer recused himself from review of application DRB-000442-2016 due to a professional conflict 

of interest.  A Conflict of Interest form was completed and signed, and attached to the record.) 

 

Ms. Ray introduced the project and stated its location:  10 Park Lane.  Ms. Ray stated that the DRB 

approved New Development – Conceptual in February 2016 with conditions.  Staff recommends 

no action be taken on submittal until additional materials are submitted.  Staff recommends the 

following conditions: 1) submit details for fountain and pool; 2) submit color (including 

manufacturer’s name and number) and material samples; 3) submit lighting plan and cut sheets for 

each fixture type; 4) provide plant schedule that corresponds with proposed landscape plan; 5) 

clarify courtyard plan (identify all materials/elements); and 6) provide cut sheets for architectural 

panels and metal louvers. 

 

Chairman Gartner asked the applicant to come forward.  The applicant requested preliminary input 

on architecture and landscaping with the understanding that colors & material samples, fountain 

& pool details, and lighting are still required to be submitted for complete review. 

 

Chairman Gartner requested comments from the Board.  The Board complimented the project and 

the applicant for addressing the Board’s past concerns.  The Board asked for clarification on certain 

aspects of the project, such as the architecture plan, the finish of the metal panels and the color of 

the hand rails.  The Board expressed the need to view samples of specific colors and materials so 

that they may determine whether all is in keeping with the Design Guide.  The Board discussed 

the starkness of the white color would not be in keeping with the Design Guide and suggested 

keeping in the gray or beige color palette.  The Board discussed the removal of the 48” laurel oak 

tree and that they would like to see a separate site plan of the plantings being removed.   
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The Board recommended the applicant review the considerations provided by the Board and Staff 

and resubmit at a future date.  The applicant agreed to do so and therefore, no motion was made. 

 

11. Appearances by Citizens – None 

12.  Adjournment 

Chairman Gartner adjourned the meeting at 3:05p.m. 

 

Submitted by:     Approved by: 

__________________________   __________________________ 

Teresa Haley, Secretary    Jake Gartner, Chairman 
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DESIGN REVIEW BOARD (DRB) SUBMITTAL REQUIREMENTS 

Digital Submissions mar be accee.ted via e-mail br calling 843-341-4757. 

Proje~t Categ01y: 

~oncept Approval Proposed Development A lterat ion/ Addition- 
ina! Approval Proposed Ol'vc lnpment __ Sign 

Submi ttal Requireme nts for All projects: 

__ Private A rchi tectural Revi ew B oa rd (ARB) Not ice or Action (ifapplicable): When a proj ect is w ithin the 
jurisdiction of an ARB, the applicant shall submit such ARO·s written notice ofaction per LMO Section 16
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applicant. 
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deve lopment, mate ri als. co lors, shadow lines and landscap ing. 
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Fina l Approval - Proposed Development 
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/ review gu idelin~s ofSec. 16-3- 106.F.J. 
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Site pl an (I" -30· minimum scalt.:) showi ng locat ion ofsign i n relation to bu iIdi ngs. parking, C\isting sign s. •

1 

and property lines. 
_ _ 	 Proposed landscaping plan. 

Fo r wa	 ll signs: 
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the proposed request'? lfycs, a copy of the priv~1tc covenants and/or restrictions must be submitted with 
this application. D YES ~NO 

To t he best of my knO\\ ledge. the information on this application and all additio nal documentation b true. 

factua l, and com p lete. I her eby agr~::e to abide by all condit io ns of any approvals granted b) the r own of I I i Iton 

H ead Island. I understand that such cond itions shall appl) to the subject propcrt> onl) and are a right or 

obligation transferable b) sale. 

I further unde rstand that in the event of' a State of Em ergency due £0 a D isaster . the rev ie"' and approva l t imes 
set forth in the Land Management Ordinance may be suspended. 
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Element
Read more

 MENU
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Element

Architectural Metal Wall Panel System

The Element™ architectural wall panel system is a horizontally or vertically applied metal panel. Its interlocking
legs create a 3/4” or 1″ reveal line and concealed clips improve strength and flatness. This durable system
combines aesthetic appeal with the quality assurance of IMETCO products in an easy-to-install panel system that
is ideal for architectural wall and rainscreen applications.

Element panels are factory-fabricated to IMETCO’s legendary standard of quality, and backed by unparalleled
service and support.
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Element Design Characteristics

Interlocking seams with concealed clips
Install over solid substrate with underlayment or over hat sections
Features a 1-1/4″ panel depth
Includes a 3/4” or 1″ reveal

Available Materials

Aluminum: .040”, .050”, .063”, .080”
Galvanized: 22 and 20-gauge
Stainless Steel: 22 and 20-gauge
United Zinc: 0.8mm and 1.0mm
Copper: 16, 20 and 24-ounce

Testing

AAMA 501.1 (when used in an IntelliScreen assembly)
AAMA 508 (when used in an IntelliScreen assembly)
AAMA 509 (when used in an IntelliScreen assembly)
ASTM E 330
ASTM E 283
ASTM E 331

Warranties

Finish Warranty
Watertightness Warranty available for IntelliScreen Systems

Click here for the Element Sales Sheet!
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Please contact your IMETCO Representative for more information!

Home About Terms of Use for www.imetco.com Resources Contact
© 2000-2015 Innovative Metals Company, Inc.® All Rights Reserved.

Web Development by World & Web Marketing.
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SS Panel
Read more

 MENU
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SS Panel

   

The SS panel’s 1-inch snap-on seam cap contains a factory installed sealant that provides exceptional resistance
to water infiltration. Its symmetrical design makes the SS panel a highly efficient roofing system by simplifying
miter cuts for projects with valleys, hips and dormers.

SS Panel Metal Roofing System Characteristics:

Available in 14½-inch and 18½-inch panel widths
Panels can be curved or tapered
Symmetrical design reduces labor and material waste
Custom trim and flashing details available
Ideal for change-of-plane detailing
Double bead of factory-injected sealant in the seam cap
Concealed sealant helps improve weather-tightness
Accommodates a roof change in plane with a continuous panel
Requires 3:12 minimum slope
Install over solid substrate with underlayment

Material Availability:

Steel: 24 and 22-gauge
Aluminum: .032″
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Click here to download the SS Panel sales sheet!

Home About Terms of Use for www.imetco.com Resources Contact
© 2000-2015 Innovative Metals Company, Inc.® All Rights Reserved.

Web Development by World & Web Marketing.

  



®

Manufacturer of COLORBOND® steel and aluminium 

sun-control, privacy and fencing solutions for residential 

and commercial properties Australia-wide.



Brochure 21

Why Superior Steel Lattice?

100% Australian made! 

COLORBOND® steel’s exclusive paint finish is designed  

to withstand Australia’s harshest weather conditions

COLORBOND® steel delivers long life and superior  

anti-corrosion performance 

Range of 21 COLORBOND® colours 

Options of powdercoat, ZINCALUME® or marine  

grade stainless steel

Versatile designs including variable apertures, arches  

and curves, square or diamond patterns

Custom made for a perfect fit

Low maintenance, no painting required

Non-combustible and termite proof

Resists chipping, cracking and peeling

Will not rot or burn

Professional installation available

Reduces radiant heat making it an energy efficient choice

Provides a secure barrier against burglars

COLORBOND® and ZINCALUME® are registered trademarks of Bluescope Steel Ltd.

Screening for fencing, gates (including automated), patios, 

carports, decks, windows, gables, arches, amenities 

screening and garden trellis.

Available in:

XRW COLORBOND® G300-AZ150-0.55MM-AS3197

ZINCALUME® G300-AZ150-0.55MM-AS1397

STAINLESS STEEL 316-2B-0.55MM

For further technical specifications refer to Tech Sheet 38

Combines a great look with high tech COLORBOND® 

steel to provide a strong, versatile and durable 

privacy, shade and security solution.

Call 1300 766 799 or  
Visit superiorscreens.com.au
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SC-740 ISOLATOR ROW DETAIL

ACCEPTABLE FILL MATERIALS: STORMTECH SC-740 CHAMBER SYSTEMS

NOTES:

¹

FOUNDATION STONE:
¹

ACHIEVE A FLAT SURFACE. ² ³

INITIAL FILL: 

UNDERDRAIN DETAIL

SECTION A-A

SECTION B-B

SC-740 6" INSPECTION PORT DETAIL
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME:  Park Lane Office Building – NEW DEVELOPMENT FINAL  DRB#:  DRB-000442-2016 

   

DATE:  April 26, 2016   

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

 

RECOMMENDED CONDITIONS: 

1. Submit details for fountain. 

2. Submit color and material samples.   

3. Verify that exterior light fixtures meet requirements of LMO Section 16-5-108-C.1-2 regarding fixture & light source.   

 

ARCHITECTURAL DESIGN 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

Structure is designed to be appropriate to the 

neighborhood 
    

Promotes pedestrian scale and circulation     

Design is unobtrusive and set into the natural 

environment 
    

Utilizes natural materials and colors    
Materials include metal (panels, roofing, louvers) and 

stucco. Colors are shades of grey. 

Avoids distinctive vernacular styles     

Design is appropriate for its use     

All facades are have equal design characteristics     

Avoids monotonous planes or unrelieved repetition     

Has a strong roof form with enough variety to provide 

visual interest 
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Minimum roof pitch of 6/12    Roof pitch varies. 

Overhangs are sufficient for the façade height.     

Forms an details are sufficient to reduce the mass of the 

structure 
    

Human scale is achieved by the use of proper proportions 

and architectural elements 
    

Utilizes a variety of materials, textures and colors     

Incorporates wood or wood simulating materials    

Wood railing (with stainless steel cable guards), 

stained wood columns and decorative trusses (at 

entrance) 

Windows are in proportion to the facade     

Details are clean, simple and appropriate while avoiding 

excessive ornamentation 
    

Utilities and equipment are concealed from view    None shown. 

Decorative lighting is limited and low wattage and adds 

to the visual character 
   

Parking lot lighting = shoebox light fixture on wood 

pole; courtyard lighting = uplights (vintage finish); 

building lighting = lantern  & sconces (x finish) 

Accessory elements are design to coordinate with the 

primary structure 
   

Signage requires approval under a sign permit 

application. 

 

LANDSCAPE DESIGN 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

Treats the Landscape as a major element of the project     

Provides Landscaping of a scope and size that is in 

proportion to the scale of the development 
   

 

Landscape is designed so that it may be maintained in 

its natural shape and size 
   

 

Preserves a variety of existing native trees and shrubs     

Provides for a harmonious setting for the site’s 

structures, parking areas or other construction 
   

 

Location of existing trees and new trees provides 

street buffers, mitigation for parking lots, and an 

architectural complement that visually mitigates 

between parking lots and building(s) 

   

 

Shrubs are selected to complement the natural setting, 

provide visual interest and screen less desirable 

elements of the project 

   

 

A variety of species is selected for texture and color     

Provides overall order and continuity of the     
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Landscape plan 

Native plants or plants that have historically been 

prevalent on the Island are utilized 
   

Native plants include live oak, yaupon holly, wax 

myrtle, anise, and saw palmetto.  

A variety of sizes is selected to create a “layered” 

appearance for visual interest and a sense of depth 
   

Plan includes overstory trees, understory trees, shrubs, 

and groundcover. 

The location of existing mature trees is taken into 

account in placement of shrubs so as not to damage 

tree roots 

   

Specimen trees at Park Lane include note to 

coordinate planting with Natural Resources. 

Proper spacing and location for plants to reach their 

mature size and natural shape while avoiding 

excessive or unnatural pruning 

   

 

Proposed groundcovers are evergreen species with 

low maintenance needs 
   

 

Large grassed lawn areas encompassing a major 

portion of the site are avoided 
   

Sod limited to front of building. 

The adjacent development is taken into account in 

determining the most appropriate buffer so as not to 

depart too dramatically from the neighborhood 

   

 

Ornamentals and Annuals are limited to entrances and 

other focal points 
   

 

 

NATURAL RESOURCE PROTECTION 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

An effort has been made to preserve existing trees and 

under story plants 
    

Supplemental and replacement trees meet LMO 

requirements for size, species and number 
   T.B.D. 

Wetlands if present are avoided and the required 

buffers are maintained 
    

Sand dunes if present are not disturbed     

 

MISC COMMENTS/QUESTIONS 
IBC Section 1007.1 requires buildings that are required to have more than one exit to have a minimum of two accessible exits.  The elevator can be the accessible 

entrance.  It can also be one of the accessible exits only if it meets the criteria of IBC Section 1007.4 which will require standby power sources to be provided. 

      

 



Town ofHilton Head Island 
FOR OFFICIAL US E ONLY 

Community Development Department DateReceived: t--/:-5-/ 
Accepted by: /[/() 
DR B #: {p -~-5-,_,..........___,.

One Town C e nter Court _ /--,{;J,__
Hilton Head Island, SC 29928 


Phone: 843-341-4757 Fax: 843-842-8908 
 Meet ing Date: 

www.hilto nheadis landsc.gov 

Zoning Distri ct: _____________ O verlay Di stri ct(s): -------------- 

CORRIDOR REVIEW, MAJOR 


DESIGN REVIEW BOARD (DRB) SUBMITTAL REQUIREMENTS 


Digital Submissions ma}! be acceeted via e-mail b}! calling 843-341-4757. 

Project Catego ry: 

/__ Concept Approval - Pro posed Develo pment 
__ Fina l Approval - Proposed Develo pment __ 

Alteration/Addition 
Sign 

Submittal Requirements fo r All proj ects: 

_ _ 	 Pri vate Architectura l Review Board (A RB) Notice of Action (if applicable): Wh en a project is withi n the 
jurisdiction of an ARB, the applicant sha ll submit such ARB' s wri tten notice of action per LMO Section 16
2-1 03.1.4.b.iii.O I. Submi tting a n application to the ARB to meet thi s req uirement is the responsibility of the 
appli cant. 

__	Fi ling Fee: Concept Approval-Pro posed Development $ 175, Final Approval - Proposed Develo pment $ 175, 
Alteratio ns/Additions $ 100, S igns $25; cash or check made payable to the Town of Hil ton Head Is la nd. 

Additiona l Submittal Requirements: 
Concept Approval- Proposed Development 
__	A s urvey ( 1"=30' minimum scale) of property lines, existing topography and the locati on of trees meeting the 

tree protection regulations of Sec. 16-6- 1 04.C.2, and if applicable, locati on of bordering streets, marshes and 
beaches. 

__	A site analysis study to include specimen trees, access, significant topography, wetlands, buffe rs, setbacks, 
views, orientation a nd other s ite featu res that may influence desig n. 

__	A draft written narrati ve descri bing the design intent of the project, its goa ls a nd obj ecti ves and how it 
refl ects the site ana lys is results. 

__ Context photographs of nei g hbo ring uses and architectura l styles. 
__ Conceptua l site pl an (to scale) showing proposed locatio n of new structures, parking areas and landscaping. 
__	Conceptual sketches of pr imary exterio r elevations s howing architectu ral character of the proposed 

development, material s, colo rs, shadow lines and landscaping. 

http:landsc.gov
www.hilto


Additional Subm ittal Requirements: 

F inal Approval- Proposed Development 

~A fi nal wr itten narrative describing how the project confor ms with the conceptua l approval and design 

review g uidelines of Sec. 16-3- 1 06.F.3. 
_v_ Final site development pl an meeting the requi rements of Appendi x D: D-6.F. 
_:!.._ Fina l site lighting and landscaping plans meeting the req ui rements of Appendix D: D-6.H and D-6. 1. 
~Fina l floor plans and elevation d rawi ngs ( 1/8" = 1'-0" minimum scale) showing exterior bui lding materials and 

colors with arch itectural sections an d details to adequate ly descri be the proj ect. 
_ _v _ A color board (I I"x 17" maxi mu m) containing actual colo r samp les ofa ll ex terior finishes, keyed to the 

elevations, and indi cating the manufacturer's name and colo r designation. 
__::::_ A ny addi tional information requested by the Des ign Review Board at the tim e of concept approval, such as 

scale mode l or colo r renderings, that the Board finds necessary in o rder to act on a fi na l app licatio n. 

Additional Sub mi ttal Require ments: 
Altera t ions/ Additions 
~Al l of the materia ls required for final approval of proposed development as listed above, plus the following 

additional mate ria ls. 
~ A survey ( I "=3 0' minimum scale) of property lines, existing topography and the location of trees meeting the 

tree protection regulatio ns of Sec. 16-6- 1 04.C.2, and if applicabl e, location of bordering st reets, marshes and 
V' beaches. 

__ Photographs of existi ng structure. 

Additional Submittal Requireme nts: 


Signs 

__ Accurate color rendering of s ign showing dimensions, type of lettering, materia ls and actual colo r samples. 


Fo r freestand ing s igns: 
_ _ Site plan ( I "= 30' m inimum sca le) showing locati on of s ig n in relati on to buildings, parking, existing s igns, 

and property lines. 
_ _ Proposed landscaping plan. 

Fo r wall s igns : 
__ Pho tograph or drawing of the build ing depicting the proposed location of the s ign. 
__ Location, fi xtu re ty pe, a nd wattage of any proposed lighting. 

Note: All application ite ms must be received by the deadl ine date in order to be reviewed by the ORB per LMO Append ix D: D-23. 

A representative f or each agenda item is strong ly encouraged to attend the m eeting. 

Are there recorded private covenants and/or restrictions t hat are contrary to, conflict with, or prohibit 

the proposed request? Ifyes, a copy of the private covenants and/or restrictions must be submitted with 

this application. DYES j0No 


To th e best of my kno wledge , the info rmation on this application and all additi ona l doc um entation is true, 
factual , and complete. I hereby ag ree to abide by a ll conditio ns of any approvals granted by the Town of Hilton 
Head Is land. I understand that s uch conditi ons shall apply to the subj ect property o nl y and are a right o r 
o bligation transferable by sale. 

I furthe r unde rstand that in the e vent of a State of Eme rgency due to a Di saster, the review and approval times 
set forth in the Land Management Ordinance may be suspended . 

,d -zk- x-Y~ 
-siGNATU RE DATE 
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Southern Maintenance Services, LLC 
10 Capital Drive 


Hilton Head Island, SC 29926 


Phone: 843-689-9604 	 Fax: 843-689-9168 

Storage Unit for 10 Capital Drive 

Written narrative: 
1. 	 Remove (3) three gum trees 
2. 	 Add approximately 2.5 ' -3.0' compacted fill with 4" reinforced 

concrete slab; finish will be fau x stucco and painted same as body 
of the main building 

3. 	 Construct 56' length by 24' wide by 10 ' tall board and batten 
wood siding building with 6' wide 12' 6 ~, long concrete loading 
dock 

4. 	 Install concrete stairs and steel rails; paint rails same as building 
5. 	 Doors: (1) Raynor/Buildmark residential garage door (style: flush; 

color: white - to be painted color of body of the main building) 
and (1) 36X84 fiberglass door (to be painted the same color as 
doors of main building and will have black hardware) 

6. 	 Install (3) faux wood shutters on back of building (facing 
Marshland) and (1) on end that faces Capital Drive 

7. 	 Install gable vent on either end of building; 12" overhang with four 
in twelve roof pitch 

8. 	 Install two oil rubbed bronze exterior light fixtures (same as on 
main building) -one on either side of the fiberglass door 

9. 	 Exterior colors of storage building will be the same as exterior 
colors on main building and roof shingles will be same as those 
used on main building (Landmark Certainteed Saint-Gobain, 
Mojave Tan) 

10. Plant (4) wax myrtle trees and (32) wax-leaflugustrum evergreen 
bushes (white flowers in spring) 

11 . No wet lands or marsh lands are involved in this project 
12. No ocean front or near ocean property is involved in this project 



Features I Product Details I DesignsJColors I Options I Warranty 

Heights 

Widths 

Material 

Section Thickness 

Surface Texture 

Insulation 

R-Va1L1e 

Section Joint Seal 

Thermal Break 

Door Designs 

Colors 

Snap-In \Vindows 

Track 

Rollers 

Wind load 

Sect1on Limited 
\IVarrantv 

Hardware/ Springs 
Limit ed VVarrant v 

5'-3" to 10 in varying increments 

Available 4'0" through 20'0" in one inch increments. 

25-Gauge Galvanized Steel 

2" 

Embossed Woodgrain 

Polystyrene 

6.6 

No 

No 
Flush . Colonial . Ranch . Carriage House 


White, Claytone Almond . Dark Brown. Desert Tan, 

Rayno r s OptiFinish n ,, with more than 1800 Sherwin 

Williams colors 


Colonial Styles Plain Colonial, Sunburst, Stoc kto n, 

Cascade , She111vood. Cathedral 


Ranch Styles Plain Ranch . Sunburst , Stockton_Cascade . 

Sunra y (2-car only ) 


Galvanized Steel Track 


Steel 


Wind Load Systems available 


Limited Lifetime 

Rust -Through 


Hardware: 6-year Spring s: 3-year 


~ Download BuildMark Brochure PDF file 

Garage Door For 10 Capital DriveEuropean Brochure(s): 



Exterio r lantern for 10 Capital Drive 

W e didn"t find any product s for L':ear,·i g1w tss 6400200_ SI10'Ning result s fo r __ 

westinghouse 6400200 
VVe have 1 Product 

Sort By: Best Selling 

Westing h o us e 64 00200 
1~ .E3 -a ll2 Light L:::C Outdcor L an t ern 1/v·an 

Sconce 









 1 

  

DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME:  Storage Building – ALTERATION/ADDITION   DRB#:  DRB-000675-2016 

   

DATE:  April 26, 2016 

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

RECOMMENDED CONDITIONS: 

 

At the previous review of this project the DRB discussed the following:  1) the lack of detail to the building façade; 2) creating a 

landscape plan, including adding tall plantings (+/- 4’-6’ hedgerow) to screen the proposed building; 3) the placement of the building 

in relation to parking; 4) the measurement of the roof pitch as being too low; 5) the addition of roof overhangs; and 6) the elevation of 

the building.  The Board further discussed the potential code issues with the stairs and hand rails. 

 

The plans have been revised to address the Board’s concerns.  The metal building has been replaced by a building with board-and-

batten wood siding and a shingle roof.  A landscape plan including a hedgerow of ligustrum and wax myrtle has been submitted.  The 

building has been shifted +/- 6’away from the parking lot to allow for landscaping between the building and the parking lot.  The roof 

pitch has been revised and roof overhangs have been added.  Shutters have been added to the rear and side elevations.  A decorative 

light fixture has been added at the pedestrian entrance.  Colors are intended to match those on the existing building.   

 



Last Revised 01/21/15 1 

Applicant/Agent Name: ______________________________    Company: _____________________________________ 
Mailing Address: ___________________________________    City: _________________ State: ______ Zip: ________ 
Telephone: ___________________ Fax: _________________    E-mail: _______________________________________ 

Project Name: _________________________________   Project Address: _____________________________________ 
Parcel Number [PIN]:    R__ __ __   __ __ __   __ __ __   __ __ __ __   __ __ __ __ 
Zoning District: _______________________________    Overlay District(s): ___________________________________ 

Town of Hilton Head Island 
Community Development Department 

One Town Center Court 
Hilton Head Island, SC  29928 

Phone: 843-341-4757 Fax: 843-842-8908 
www.hiltonheadislandsc.gov 

CORRIDOR REVIEW, MAJOR 
DESIGN REVIEW BOARD (DRB) SUBMITTAL REQUIREMENTS 

Digital Submissions may be accepted via e-mail by calling 843-341-4757. 

Project Category: 
_____ Concept Approval – Proposed Development _____ Alteration/Addition 
_____ Final Approval – Proposed Development  _____ Sign 

FOR OFFICIAL USE ONLY 

 Date Received: _____________ 
 Accepted by: ______________ 
 DRB #:___________________ 
 Meeting Date: _____________ 

Submittal Requirements for All projects: 

_____ Private Architectural Review Board (ARB) Notice of Action (if applicable):  When a project is within the 
jurisdiction of an ARB, the applicant shall submit such ARB’s written notice of action per LMO Section 16-
2-103.I.4.b.iii.01.  Submitting an application to the ARB to meet this requirement is the responsibility of the 
applicant. 

_____ Filing Fee: Concept Approval-Proposed Development $175, Final Approval – Proposed Development $175, 
Alterations/Additions $100, Signs $25; cash or check made payable to the Town of Hilton Head Island. 
 

Additional Submittal Requirements: 
Concept Approval – Proposed Development 
_____ A survey (1"=30' minimum scale) of property lines, existing topography and the location of trees meeting the 

tree protection regulations of Sec. 16-6-104.C.2, and if applicable, location of bordering streets, marshes and 
beaches.  

_____ A site analysis study to include specimen trees, access, significant topography, wetlands, buffers, setbacks, 
views, orientation and other site features that may influence design. 

_____ A draft written narrative describing the design intent of the project, its goals and objectives and how it 
reflects the site analysis results.  

_____ Context photographs of neighboring uses and architectural styles.  
_____ Conceptual site plan (to scale) showing proposed location of new structures, parking areas and landscaping.  
_____ Conceptual sketches of primary exterior elevations showing architectural character of the proposed 

development, materials, colors, shadow lines and landscaping. 

Tara Allden Kimley-Horn
924 Gervais St. Columbia SC 29205

803-403-8559 N/A Tara.Allden@kimley-horn.com
Verizon Walmart Store #728 25 Pembroke Drive

510 008 000 0373 0000
Community Commercial

X

n/a

n/a

x

n/a
x
x

http://www.hiltonheadislandsc.gov/
http://service2/lmo/codetext.asp?Index=819%22
http://service2/lmo/codetext.asp?Index=99
http://service2/lmo/codetext.asp?Index=99
http://service2/lmo/codetext.asp?Index=805%22


Last Revised 01/21/15 2 

Note:  All application items must be received by the deadline date in order to be reviewed by the DRB per LMO Appendix D: D-23. 

A representative for each agenda item is strongly encouraged to attend the meeting. 

Are there recorded private covenants and/or restrictions that are contrary to, conflict with, or prohibit 
the proposed request? If yes, a copy of the private covenants and/or restrictions must be submitted with 
this application.  YES     NO 

To the best of my knowledge, the information on this application and all additional documentation is true, 
factual, and complete. I hereby agree to abide by all conditions of any approvals granted by the Town of Hilton 
Head Island. I understand that such conditions shall apply to the subject property only and are a right or 
obligation transferable by sale. 

I further understand that in the event of a State of Emergency due to a Disaster, the review and approval times 
set forth in the Land Management Ordinance may be suspended. 

SIGNATURE  DATE 

Additional Submittal Requirements: 
Final Approval – Proposed Development 
_____ A final written narrative describing how the project conforms with the conceptual approval and design 

review guidelines of Sec. 16-3-106.F.3.  
_____ Final site development plan meeting the requirements of Appendix D: D-6.F.  
_____ Final site lighting and landscaping plans meeting the requirements of Appendix D: D-6.H and D-6.I.  
_____ Final floor plans and elevation drawings (1/8"=1'-0" minimum scale) showing exterior building materials and 

colors with architectural sections and details to adequately describe the project.  
_____ A color board (11"x17" maximum) containing actual color samples of all exterior finishes, keyed to the 

elevations, and indicating the manufacturer's name and color designation.  
_____ Any additional information requested by the Design Review Board at the time of concept approval, such as 

scale model or color renderings, that the Board finds necessary in order to act on a final application. 

Additional Submittal Requirements: 
Alterations/Additions  
_____ All of the materials required for final approval of proposed development as listed above, plus the following 

additional materials. 
_____ A survey (1"=30' minimum scale) of property lines, existing topography and the location of trees meeting the 

tree protection regulations of Sec. 16-6-104.C.2, and if applicable, location of bordering streets, marshes and 
beaches. 

_____ Photographs of existing structure. 

Additional Submittal Requirements: 
Signs  
_____ Accurate color rendering of sign showing dimensions, type of lettering, materials and actual color samples. 

For freestanding signs: 
_____ Site plan (1”=30’ minimum scale) showing location of sign in relation to buildings, parking, existing signs, 

and property lines. 
_____ Proposed landscaping plan. 

For wall signs: 
_____ Photograph or drawing of the building depicting the proposed location of the sign. 
_____ Location, fixture type, and wattage of any proposed lighting. 
 

x

x

n/a

x

March 15, 2016

http://service2/lmo/codetext.asp?Index=260
http://service2/lmo/codetext.asp?Index=260
http://service2/lmo/codetext.asp?Index=85
http://service2/lmo/codetext.asp?Index=85
http://service2/lmo/codetext.asp?Index=86
http://service2/lmo/codetext.asp?Index=86
http://service2/lmo/codetext.asp?Index=87
http://service2/lmo/codetext.asp?Index=87


 

kimley-horn.com 924 Gervais Street, Columbia, SC  29205 803 403 8552 

 

April 12, 2016 

 

Submittal to the Hilton Head Island Design Review Board 

For Consideration at the April 26, 2016 Meeting 

 

Verizon – Proposed Small Cell Antenna Project Narrative 
 

Verizon Wireless is proposing the addition of a small cell at this existing Walmart 

location. The reason for this installation is to increase capacity to the area within and 

around the existing building, while also offloading demand on the nearby macro 

tower. The proposed installation includes a cabinet and other miscellaneous 

equipment mounted to the rear of the existing building with coax cables routing 

vertically to the roof. Coax will then route along the roof to the antenna location 

where the antenna will be mounted to the face of the building and painted to match 

the surface on which it is mounted. Power will be provided to the rear mounted 

equipment from the existing electrical room interior to the store, requiring a wall 

penetration for electrical conduit to route. Reference included Zoning Drawings for 

antenna location, coax routing, electrical requirements, and other details. 

 

The following exhibits accompany this narrative: 

 Product specifications for the small cell antenna 

 Charles Industries equipment cabinet specification 

 Photo simulation of antenna mountings 

 Photo of rear of building showing proposed equipment location 
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NH65SNH65S--DGDG--F0MF0M  
Andrew® Dualband 65° Flat Panel Metro Cell Antenna, 698896 and 1710–2170 MHz 
with fixed tilt in the low band and manual tilt in the high band. Contains internal 
diplexer and active GPS L1 band antenna.  

* CommScope® supports NGMN recommendations on Base Station Antenna Standards (BASTA). To learn more about the benefits of BASTA, 
download the whitepaper Time to Raise the Bar on BSAs. 

 Electrical Specifications
Frequency Band, MHz 698–806 806–896 1710–1880 1850–1990 1920–2170
Gain, dBi 9.4 10.1 14.1 14.2 14.1
Beamwidth, Horizontal, degrees 69 65 60 60 61
Beamwidth, Vertical, degrees 39.9 35.7 14.1 13.5 13.1
Beam Tilt, degrees 0 0 0–16 0–16 0–16
USLS, dB 12 15 12 12 12
FronttoBack Ratio at 180°, dB 25 30 23 23 24
CPR at Boresight, dB 16 17 17 16 15
CPR at Sector, dB 8 5 9 10 9
Isolation, dB 25 25 25 25 25
VSWR | Return Loss, dB 1.5 | 14.0 1.5 | 14.0 1.5 | 14.0 1.5 | 14.0 1.5 | 14.0

PIM, 3rd Order, 2 x 20 W, dBc 153 153 153 153 153
Input Power per Port, maximum, watts 125 125 125 125 125
Polarization  ±45° ±45° ±45° ±45° ±45°
Impedance  50 ohm 50 ohm 50 ohm 50 ohm 50 ohm

Electrical Specifications, BASTA*
Frequency Band, MHz 698–806 806–896 1710–1880 1850–1990 1920–2170
Gain by all Beam Tilts, average, dBi 9.5 10.1 13.5 13.8 13.6
Gain by all Beam Tilts Tolerance, dB ±1.3 ±0.8 ±0.7 ±0.5 ±0.6

Gain by Beam Tilt, average, dBi

0 ° | 14.0 

 8 ° | 13.5 

 16 ° | 12.9 

0 ° | 14.2 

 8 ° | 13.8 

 16 ° | 13.3 

0 ° | 14.0 

 8 ° | 13.6 

 16 ° | 13.3 

Beamwidth, Horizontal Tolerance, degrees ±7.5 ±4.6 ±5.1 ±5.4 ±7.7
Beamwidth, Vertical Tolerance, degrees ±6 ±3.2 ±1.1 ±0.7 ±0.8
USLS, dB  15 15 12 13 13
FronttoBack Total Power at 180° ± 30°, dB  19 20 21 20 20
CPR at Boresight, dB  16 16 18 16 16
CPR at Sector, dB  9 6 9 9 10

General Specifications 
Antenna Brand  Andrew® 
Antenna Type  Metro Cell 
Band  Multiband 
Brand  DualPol® 
Operating Frequency Band  1710 – 2170 MHz | 698 – 896 MHz 
Internal GPS frequency band 1575.42 MHz 
Internal GPS VSWR  2.0 
 

Product SpecificationsProduct Specifications

©©2015 CommScope, Inc. All rights reserved. All trademarks identified by 2015 CommScope, Inc. All rights reserved. All trademarks identified by ® ® or ™ are registered trademarks, respectively, of CommScope.or ™ are registered trademarks, respectively, of CommScope.  
All specifications are subject to change without notice. See www.commscope.com for the most current information. Revised: February 5, 2015All specifications are subject to change without notice. See www.commscope.com for the most current information. Revised: February 5, 2015
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Mechanical Specifications 
Color  Light gray 
GPS Connector Interface  4.19.5 DIN Female 
GPS Connector Quantity  1 
Lightning Protection  dc Ground 
Radiator Material  Aluminum | Low loss circuit board 
Radome Material  Fiberglass, UV resistant 
RF Connector Interface  716 DIN Female 
RF Connector Location  Bottom 
RF Connector Quantity, total  2 
Wind Loading, maximum  224.0 N @ 150 km/h 

50.4 lbf @ 150 km/h 
Wind Speed, maximum  241.0 km/h | 149.8 mph 
 

Dimensions 
Depth  181.0 mm | 7.1 in 
Length  728.0 mm | 28.7 in 
Width  301.0 mm | 11.9 in 
Net Weight  7.6 kg | 16.8 lb 

Regulatory Compliance/Certifications
Agency Classification
RoHS 2011/65/EU Compliant by Exemption
China RoHS SJ/T 113642006 Above Maximum Concentration Value (MCV)
ISO 9001:2008 Designed, manufactured and/or distributed under this quality management system

   

Included Products

DB380 — Pipe Mounting Kit for 2.4"4.5" (60115mm) OD round members on wide panel antennas. Includes 2 clamp sets 
and double nuts. 

DB5083 — Downtilt Mounting Kit for 2.4"4.5" (60  115 mm) OD round members. Includes a heavyduty, galvanized steel 
downtilt mounting bracket assembly and associated hardware. This kit is compatible with the DB380 pipe mount kit for 
panel antennas that are equipped with two mounting brackets. 

Product SpecificationsProduct Specifications
NH65SNH65S--DGDG--F0MF0M
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Verizon Wireless antenna flush
mounted to wall and painted to match

Proposed coax routed over
parapet and painted to match
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME: Verizon Walmart Store #728 – ALTERATION/ADDITION  DRB#:  DRB-000664-2016 

   

DATE:  April 26, 2016 

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

RECOMMENDED CONDITIONS: 

 

Applicant proposes to add a small cell antennae at the existing Walmart on Pembroke Drive.  The antennae will be located on the 

front/parking lot side of the building and the cabinet/equipment will be located on the rear/service side of the building adjacent to the 

electrical room.  The small cell antennae and conduit will be painted to match the building.   



 

 

   Don Baker, AIA     SQUARE FEET ISLAND ARCHITECTS 

   10 E Garrison Place     HHI   SC          29928 

   290 6666      don1@squarefeethhi.com 

   Improvements to Simmons Fishing Camp  11 Simmons Road 

       510 011 000 0007 0000  

  WMU            YES 

 

 

 

 

 

 

 

            

    

 

 

N/A 

 

 

 

  

 

 

  

mailto:don1@squarefeethhi.com


 

 

 

 

 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

                                              

 

 

 

 

 

 

      12 APRIL 2015 

 



 
 

Narrative; Page 1 

 

Proposed improvements 

to 

SIMMONS FISHING CAMP 
11 SIMMMONS ROAD 

HILTON HEAD ISLAND, SC 

22 FEBRUARY 2016 rev 

05 APRIL 2016 rev 

 

  

 



 

Narrative; Page  2 

H. UPDATE 12 APRIL 2016 
 

Simmons Fishing Camp received initial approval from HHIDRB on 08 December. There were 

several conditions for which we were asked to resubmit and we have also made several 

improvements. Please follow along: 

 

Sheet ASP.N Site Plan 

1. Kayak concession relocated (to top right of sheet) 

2. Other improvements/enhancements are shown on the floor plan. 

 

Sheet A1 Floor Plan 

1. [Code required] Fire sprinkler riser room added on right side. 

2. Outside areas of wood decking and concrete patio shown graphically. 

3. Fireplace deleted from far left end of Dining Pavilion (budgetary concern). 

4. Wait Station 3 added in outdoor area near kitchen. 

5. Drink and handwash station added to far left end of Dining Pavilion. 

 

Sheet A1C Ceiling Plan 

3. Pavilion roof framing purlins are shown more accurately. 

 

Sheet A1R Roof Plan, Bar Section 

1. A large scale section shows detailing at outdoor bar kneewall 

   

Sheet A2LRF Exterior Elevations: Front, Left, & Right; Activities Bldg, Service Yard 

1. Front elevation 

a. Windows and louvers improved to more resemble the rear. 

b. Existing Entry possible enclosed with finishes to match. (For budgetary 

reasons, Owner asks/states that it be approved, but needs to be optional 

enhancement. 

2. Left elevation 

a. Wait station, same siding as main building, added. 

b. Bar and soffit cabinets above shown. 

c. Drink station, same siding as main building, added. 

d. Front entry portico (See item 1b). 

3. Right elevation 

a. Fire sprinkler riser room added. 

b. Bar and soffit cabinets above shown. 

c. Front entry portico (See item 1b). 

4. Service Yard 

a. Exterior elevation added. 

 

Sheet A2B Rear Elevation 

1. Fireplace deleted. 

2. Bar and upper cabinets added. 



 

Narrative; Page  3 

3. Drink station added at right. 

4. Column details improved (Haunch raised to 6’-6”). 

   

   

 

Submitted by 

 

 

 

Don Baker, AIA 

Square Feet Island Architects 

 

12 APRIL 2016 
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      Copyright 2016, by Square Feet   

Don Baker, AIA
10 East Garrison Place
Hilton Head, SC 29928

don1@squarefeethhi.com
HHI Bus Lic. # BLN0400739
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ARCHITECTS, Inc.
Hilton Head Island

No. 100104

HHI XDPR
HHI DRB

PRACTICE OF LAND SURVEYING IN SOUTH CAROLINA, AND MEETS OR 

AND BELIEF, THE SURVEY SHOWN HEREON WAS MADE IN ACCORDANCE
WITH THE REQUIREMENTS OF THE MINIMUM STANDARDS MANUAL FOR THE

I HEREBY STATE THAT TO THE BEST OF MY KNOWLEDGE, INFORMATION,
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EXCEEDS THE REQUIREMENTS FOR A                      SURVEY AS SPECIFIED THEREIN; 
PRACTICE OF LAND SURVEYING IN SOUTH CAROLINA, AND MEETS OR 

AND BELIEF, THE SURVEY SHOWN HEREON WAS MADE IN ACCORDANCE
WITH THE REQUIREMENTS OF THE MINIMUM STANDARDS MANUAL FOR THE

I HEREBY STATE THAT TO THE BEST OF MY KNOWLEDGE, INFORMATION,

CLASS  "A"
ALSO THERE ARE NO VISIBLE ENCROACHMENTS OR PROJECTIONS OTHER
THAN SHOWN.

NOT VALID UNLESS EMBOSSED.

SCALE :DATE :

4D Mathews Court, 
Sea Island Land Survey, LLC.

DWG No. :FILE No :

Fax (843) 689-3871
E-mail: sils@sprynet.com

Hilton Head Island, 
SC 29926

Tel (843) 681-3248
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S7 S5

BASE FLOOD ELEVATION = 14.0'
THIS PROPERTY LIES IN F.E.M.A. ZONE  A7

,

COMMUNITY NO. 450250, PANEL 0007D, DATED: 

ADDRESS:
DISTRICT: 510 ,MAP: 11 PARCEL: 

EXCEEDS THE REQUIREMENTS FOR A                      SURVEY AS SPECIFIED THEREIN; 
PRACTICE OF LAND SURVEYING IN SOUTH CAROLINA, AND MEETS OR 

AND BELIEF, THE SURVEY SHOWN HEREON WAS MADE IN ACCORDANCE
WITH THE REQUIREMENTS OF THE MINIMUM STANDARDS MANUAL FOR THE

I HEREBY STATE THAT TO THE BEST OF MY KNOWLEDGE, INFORMATION,

CLASS  "A"
ALSO THERE ARE NO VISIBLE ENCROACHMENTS OR PROJECTIONS OTHER
THAN SHOWN.

NOT VALID UNLESS EMBOSSED.

SCALE :DATE :

4D Mathews Court, 
Sea Island Land Survey, LLC.

DWG No. :FILE No :

Fax (843) 689-3871
E-mail: sils@sprynet.com

Hilton Head Island, 
SC 29926

Tel (843) 681-3248

  DISCLAIMER  
THIS SITE PLAN IS BASED UPON A PHYSICAL SURVEY OF THE SITE,
AND OBSERVATIONS OF THE EXISTING BUILDING. DRAWINGS OF
THE ORIGINAL BUILDING DO NOT EXIST. REASONABLE AND
TYPICAL EFFORTS HAVE BEEN TAKEN TO INSURE THE
ACCURACY OF THESE DRAWINGS. HOWEVER THIS ARCHITECT
CANNOT BE HELD RESPONSIBLE WHERE CONDITIONS DO NOT
MATCH THOSE PRESCRIBED IN THE ORIGINAL CONTRACT
DOCUMENTS.

THE GENERAL CONTRACTOR IS PRUDENT TO REVIEW EXISTING
CONDITIONS BEFORE SUBMITTING A FINAL BID FOR THIS
DESCRIBED WORK.

IF DISCREPANCIES WITH EXISTING CONDITIONS ARE
DISCOVERED, PLEASE CONTACT THE ARCHITECT WITHOUT
DELAY. NEITHER THE ARCHITECT NOR THE OWNER CAN NOT BE
HELD LIABLE FOR ERRORS IN THE ORIGINAL CONTRACT
DOCUMENTS.
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME: Improvements to Simmons Fishing Camp – ALTERATION/ADDITION DRB#:  DRB-002184-2015 

   

DATE: April 26, 2016   

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

RECOMMENDED CONDITIONS: 

 

The applicant has proposed changes to the existing Simmons Fishing Camp and has received approval with conditions from the DRB 

on two separate occasions.  The latest submittal includes additional changes and clarifications to submitted plans. 

 

The latest changes are consistent with previously approved changes and are consistent with the Design Guide. 



Town of Hilton Head Island 

Community Development Department 


One Town Center Court 

Hilton Head Island, SC 29928 


Phone: 843-341-4757 Fax: 843-842-8908 

www.hiltonheadisl<mdsc.gov 


FOR OFFICIAL USE ONLY 

Date Received: 3 ~~ .' g 
Accepted by: -"~~ _ _ _:..<...>..;::._ 
DRB #: S _.,..,:;_.de , 'y 

Meeting Date: 

Applicant/Agent Name: A\..EX. ~~~i='A.'TI1 ';:)f:.?l&~.t;:ATH 1 IN(, 
Mailing Address: \1- ~r.Af:.E!PW H.MV l' c-r \ State: "?C. 'Zip: 'Zt:t'lU, 
Telephone: 9't-!2";J~ f U?Q Fax: .....L~!JLI/,'-+b Y""e' ~c:{ 'ftl 1\~·_.:._____ 	 ~ 
Project Name: fo.Q.v e¥liy f(. C1 VoL Project Address: Ll...'t P\.e.D P.P · 
ParceiNumber[PIN]: R_________________ (t;-u; Wlvl-\M'l +':\Lt11VV~YJ 
Zoning District: 	 Overlay District(s): -------------- 

CORRIDOR REVIEW, MAJOR 


DESIGN REVIEW BOARD (DRB) SUBMITTAL REQIDREMENTS 


Digital Submissions mav he accepted via e-mail hv calling 843-341-4757. 

Project Category: 

__Concept Approval - Proposed Development Alteration/ Addition 
__Final Approval - Proposed Development --fd-Sign 

Submittal Requirements for All projects: 

__	Private Architectural Review Board (ARB) Notice of Action (if applicable): When a project is within the 
jurisdiction of an ARB, the applicant shall submit such ARB's written notice ofaction per LMO Section 16
2-103.1.4.b.iii.Ol. Submitting an application to the ARB to meet this requirement is the responsibility of the 
applicant. 

/ 	 Filing Fee: Concept Approval-Proposed Development $175, Final Approval - Proposed Development $175, 
Alterations/Additions $100, Sif!s $25 ; cash or check made payable to the Town ofHilton Head Island. 

Additional Submittal Requirements: 
Concept Approval- Proposed Development 
__A survey (1" =30' minimum scale) ofproperty lines, existing topography and the location of trees meeting the 

tree protection regulations of Sec. 16-6-1 04. C. 2, and ifapplicable, location of bordering streets, marshes and 
beaches. 

__A site analysis study to include specimen trees, access, significant topography, wetlands, buffers, setbacks, 
views, orientation and other site feature s that may influence design. 

__A draft written narrative describing the design intent of the project, its goals and objectives and how it 
reflects the site analysis results. 

_ _ 	 Context photographs of neighboring uses and architectural styles. 
__ Conceptual site plan (to scale) showing proposed location ofnew structures, parking areas and landscaping. 
__	Conceptual sketches ofprimary exterior elevations showing architectural character of the proposed 

development, materials, colors, shadow lines and landscaping. 

I ' 1 

http:2-103.1.4.b.iii.Ol


Additional Submittal Requirements: 
Final Approval- Proposed Development 
_ _ 	 A final written narrative describing how the project conforms with the conceptual approval and design 

review guidelines of Sec. 16-3-106.F .3. 
__Final site development plan meeting the requirements of Appendix D : D-6.F. 
__ Final site lighting and landscaping plans meeting the requirements ofAppendix D: D-6.H and D-6.I. 
__ Final floor plans and elevation drawings (I /8"= 1'-0" minimum scale) showing exterior building materials and 

colors with architectural sections and details to adequately describe the project. 
__ A color board (ll"xl 7" maxirmun) containing actual color samples of all exterior finishes, keyed to the 

elevations, and indicating the manufacturer's name and color designation. 
__Any additional information requested by the Design Review Board at the time of concept approval, such as 

scale model or color renderings, that the Board finds necessmy in order to act on a final application. 

Additional Submittal Requirements: 
Alterations/Additions 
__ 	All of the materials required for final approval of proposed development as listed above, plus the following 

additional materials. 
__ 	A survey (1"=30' minimum scale) ofproperty lines, existing topography and the location of trees meeting the 

tree protection regulations of Sec. 16-6-1 04. C.2, and if applicable, location of bordering streets, marshes and 
beaches. 

_ _ 	 Photographs of existing structure. 

Additional Submittal Requirements: 
Signs

7 Accurate color rendering of sign showing dimensions, type of lettering, materials and actual color samples. 

For freestanding signs: 
___L Site plan (1"=30' minimum scale) showing location of sign in relation to buildings, parking, existing signs, 

and property lines. 
/Proposed landscaping plan. 

For wall signs: 

__ Photograph or drawing of the building depicting the proposed location of the sign. 

__ Location, fixture type, and wattage of any proposed lighting. 


Note: All application items must be received by the deadline date in order to be reviewed by the DRB per LMO Appendix D: D-23. 

A representative for each agenda item is strongly encouraged to attend the meeting. 

Are there recorded private covenants and/or restrictions that are contrary to, conflict with, or prohibit 
the proposed request? Ifyes, a copy of the private covenants and/or restrictions must be submitted with 
this application. DYES ~0 

To the best of my knowledge, the information on this application and all additional documentation is true, 
factual, and complete. I hereby agree to abide by all conditions of any approvals granted by the Town of Hilton 
Head Island. I tmderstand that such conditions shall apply to the subject property only and are a right or 
obligation transferable by sale. 

I further understand that in the event of a State of Emergency due to a Disaster, the review and approval times 
set forth in the Land Management Ordinance may be suspended. 

Al.J~}/_ ~ 	 l.....z:;...._V::?___ 

~ 	
--E-9·~Z2;;..........,l· 

DATE 

I ·•' I L~ It ' l I' l ..~ 1 ! ' 2 



.:::~=--===-==-=-------- ---=---==-.:::=-=-::=-=,E#4uH ________AJexSneatfl.Design Cmsultant 
14 SparrCM'Ha\1\A< Coort 843 .384 .820 0 
Hilton Head Island, SC ?3926 designeath@ roadrunner. can 

March 22, 20 16 

Town of Hilton Head Island 
Design Review Board 

RE: Adventure Cove ID sign 278 

Adventure Cove has acquired adjacent parcels from the Town with frontage on 
William Hilton Parkway. 

A new sign has been designed to provide identification for Adventure Cove on 278. 
The sign is developed as a v-formation structure to allow better visibility from traffic 
Merging onto 278 from Mathews Drive. See plan. 

The clustered piling structure blends with the components of the mini golf and 
other features of the site. Ornamental grass is to be planted within the structure 
creating a backdrop for seasonal plantings of annuals. 

The primary copy on the sign is planned to be halo lit. The overall structure to be 
illuminated by wash lights- one per side. See cut sheet. 



Fakahatchee Grass 
Tripsacum dactyloides 

Introduction 
Florida Tripsacum is an herbaceous perennial originating 
in South Florida that forms a dense, upright clump of 3
footlong leaves . These flat blades of grass grow from a 
short, thick, underground rhizome. Blades are noticeably 
more narrow than Tripsacum dactyloides. This grass attains a height of about 2 to 3 feet 
and spreads to form a clump up to 6-feetwide. The flowers appear in somewhat showy 
spikes, with rustcolored anthers . These spikes appear in the spring and summer. 

General Information 
Scientific name: Tripsacum floridana 
Pronunciation: trip-SAY -kum flor-rid-DAY-nuh 
Common name(s) : Florida Gamma Grass, DwarfFakahatchee Grass, Florida Tripsacum 
Family: Gramineae 
Plant type: herbaceous; ornamental grass 
USDA hardiness zones: 8 through 11 
Planting month for zone 9: year round 
Origin : native to Florida 
Uses: accent; border; mass planting; container or above-ground planter 
Availability: somewhat available, may have to go out of the region to find the plant 

Description 
Height: 3 to 4 feet 
Spread: 4 to 6 feet 
Plant habit: round 
Plant density: moderate 
Growth rate: moderate 
Texture: fine 

Foliage 
Fruit characteristic: inconspicuous and not showy 
Leaf arrangement: most emerge from the soil, usually without a stem 
Leaf type: simple Trunk/bark/branches: typically multi-trunked or clumping 
Leafmargin: entire 
Leaf shape: linear 
Leaf venation: parallel 
Leaf type and persistence: semi-evergreen; evergreen 
Leaf blade length: 18 to 36 inches 
Leafcolor: green 
Fall color: no fall color change 
Fall characteristic: not showy 



Flower 

Flower color: yellow 

Flower characteristic: spring flowering; summer flowering 


Fruit 

Fruit shape: elongated 

Fruit length : 1 to 3 inches 

Fruit cover: dry or hard 

Fruit color: unknown 


Trunk and Branches 

Current year stem/twig color: not applicable 

Current year stem/twig thickness: not applicable 


Culture 

Light requirement: plant grows in part shade/part sun 

Soil tolerances: extended flooding; acidic; slightly alkaline; sand; loam; clay; 

Drought tolerance: moderate 

Soil salt tolerances: moderate 

Plant spacing: 36 to 60 inches 


Other 

Roots: not applicable 

Winter interest: no special winter interest 

Outstanding plant: plant has outstanding ornamental features and could be planted more 

Invasive potential : not known to be invasive 

Pest resistance: no serious pests are normally seen on the plant 


Use and Management 

Florida Tripsacum has proven to be an outstanding landscape plant and may be used as 

an accent in ground cover beds. It is also useful to stabilize banks and steep slopes . This 

grass may also create a nice edging along streams and ponds. The adaptability of Florida 

Tripsacum makes it well suited for planting in water retention and detention areas. These 

areas are often wet or inundated for a period of time, then become very dry. Florida 

Tripsacum needs a full sun or light shade position in the landscape and adapts to dense 

and light soils. It is tolerant of wet soil conditions but is also quite drought tolerant. It is 

one of the most shade tolerant grasses, and naturalizes readily in a moist site. It is listed 

as an endangered plant in Florida. 


Pests and Diseases 

No pests or diseases are ofmajor concern . 


by Edward F . Gilman 
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME: Adventure Cove - SIGN       DRB#:  DRB-000544-2016 

   

DATE:  April 26, 2016 

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

RECOMMENDED CONDITIONS: 

1. Specify that sign will be finished on “back side” per the Design Guide. 

 

Applicant proposes to construct a new freestanding “v” formation sign on property recently acquired from the TOHH.  The “v” 

formation sign is proposed in order to improve visibility from traffic merging onto William Hilton Parkway from Mathews Drive as 

well as north and south bound traffic on William Hilton Parkway.  The style of sign as well as accompanying landscaping is consistent 

with the LMO and Design Guide. 







DESIGN NARRATIVE DRB CONCEPT APPROVAL

SPRINGHILL SUITES BY MARRIOTT HOTELS

ONE MARINA SIDE DRIVE

We realize that the words Corporate Prototype are not well received on Hilton Head Island. We
had an opportunity recently to renew this understanding, submitting for the Sister Hotel on the
same property, Home 2. MRP Design Group has considerable experience in Hotel and
Restaurant Design, but we also know that cookie cutter copies of what went in the last town
will not suffice when the Goal is Hilton Head Island Character.

Marriott has assured us that a design that satisfies the Hilton Head DRB will be acceptable to
them as well. Marriott prides themself on being Adaptable and Innovative when it comes to
Site Context. The Prototype for Marriott Springhill Suites Building is much like the one for Home
2, Sleek and Modern. We intend to transform this look by using the same Materials and Similar
Architectural Vocabulary on the Marriott as we did on Home 2, so that visually, the two
products are in unison.

Our Material Choices are Keyed on the Color Board and include the following:

A. BASE – PREDOMINANT BRICK – CHEROKEE BRICK – MOSSTOWN

ACCENT BRICK – BORAL – CATAWBA RIDGE

B. FIELD – HARDI PLANK SIDING, COLOR: TONY TAUPE SW 7038

C. FIELD TRIM – HARDI PLANK TRIM, COLOR: SHERWIN WILLIAMS SW 7036 ACCESSIBLE
BEIGE

D. FLOOR ACCENT BANDS – HARDI PLANK, COLOR: SHERWIN WILLIAMS SW7040 –
SMOKEHOUSE

E. UPPER ACCENT BANDS AND CANOPIES – SAND TEXTURED E.I.F.S., COLOR: SHERWIN
WILLIAMS SW 7036 – ACCESSIBLDE BEIGE

F. SIGNATURE TOWER – HARDI SHAKES, COLOR: SHERWIN WILLIAMS SW7040 –
SMOKEHOUSE



G. TRELLISES – STAINED HEAVY TIMBER CEDAR , COLOR: VARATHANE KONA

H. MANSARD AND TOWER ROOFS – BERRIDGE STANDING SEAMMETAL, COLOR: DARK
BRONZE

I. AWNINGS – PAINTED ALUMINUM, COLOR: SHERWIN WILLIAMS SW 6214 –
UNDERSEAS

With these changes to the Marriott Springhill Suites Prototype, we feel like we have
accomplished the Goals of Marriott Hotels and Hilton Head simultaneously. We also feel that
the Marriott and the Hilton Home 2 will be Complimentary Sister Properties in the same
complex.

As for height, we are going to be asking DPR for Administrative 20% Height Variance for our
towers and have reduced the Building height to the top of the mansarts to the 45 foot limit.

As for the Site Analysis, Our Civil has this to say:

Marriott Springhill Development 

Marriot Springhill is a proposed 95 room 4-story hotel development project at One 
Marina Side Drive located on Hilton Head Island, SC. The property is 5.64 acres located 
on the north side of William Hilton Parkway. This will be a redevelopment of an existing 
commercial property formerly known as the Motel 6 site. Marriot Springhill will consist of 
construction of a new 4-story hotel and outdoor swimming pool area. The access will be 
re-built with sufficient access to serve the entire development proposed. Pervious brick 
pavers will be constructed adjacent to all existing specimen trees and each of the 
crosswalks for the proposed buildings. In addition to the Marriott Springhill, a Hilton 
Home 2 is proposed with 99 rooms 4-story hotel located on the same property toward 
the front of the property. 

The property is currently zoned (LC) light commercial district. The property lies with the 
FEMA zone “A-7” with a minimum base elevation of 14 feet above sea level. The 
proposed finished floor elevation will be at 17.5 feet. Average relief of topography from 
12.0’ to 18.0’ vertical elevation of the site. The project consists of 2.78 acres of 
pavement and 1.83 acres of open space within the development. The property does not 
include any wetlands or critical areas within the development. Existing 50’ primary road 
and 20’ secondary road buffers will be maintained on the site from William Hilton 
Parkway.



The development will consist of two phases of construction with the first phase 
constructing the Hilton Home 2 and pad elevations for the remaining construction. 
Marriot Springhill will be constructed several months following the construction of the 
new Home 2.

The proposed development will be consistent and in character with the adjacent and 
adjoining properties. This development will enhance the overall type of development 
serving the surrounding properties. 

An overall storm water management plan will address the drainage from the proposed 
parking and proposed hotels utilizing a proposed underground detention structure for 
storm water runoff. 

The buildings have been situated to easily direct storm water away from the structures 
while protecting the existing specimen trees. 

Public water service is available from Broad Creek Public Service District and will be 
served by an existing 8-inch waterline. Public sanitary sewer service is also available 
within the development. There is an existing 100’ powerline easement that will be 
maintained through the back portion of the development. 

Maintenance responsibilities will consist of a commercial property owner’s association 
responsible for the upkeep of the open space areas and the retention pond. The 
dedicated improvements consist of the water, sewer and utility services throughout the 
development.

Unique elements such as the existing specimen trees within the development will be 
maintained and protected during construction of the project. There are several large 
specimen trees both 34” and 36” live oaks that will be isolated in interior and exterior 
island spaces with protection to the drip lines. Tree protection will be utilized providing 
safe construction practices near the specimen trees. Extra Islands have been added to 
the plan to give back and save more of the existing trees. 

OPEN SPACE AND PUBLIC DEDICATION 

A property owner’s association will be formed to own and maintain the open space and 
common areas within the development. The owner will create a commercial owner’s 
association which will maintain the detention areas on site. 



Total Property   5.64 ac
Hotel Areas          4.67 ac
Open Space    1.16 ac 
Roads    2.78 ac 

Impervious Area   3.38 ac 
Percent Impervious   60.0% 

Open Space    1.16 ac 
Percent Open Space  16 % 
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Strong, Durable and Maintenance-Free Beauty!

Aluminum 
Railing

SERIES

9000
900Meets OSHA, ADA and ICC Safety Criteria
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Railing Style Systems

Style  A
Standard 
Top Rail

950 Railing, 905 Top Rail

Style  B
Open Double 
Top Rail

950 Railing, 905 Top Rail

Style  D
Hand Rail 
(with mtg. brackets) 

 905, 901 and 902 top rail and 
 Superior Series 500 Pipe Rail 
can be used for hand rail applications. 

905 Top Rail

Superior offers a variety of styles to fit any application.

Continuous Top Rail
Unlike some other railing 

companies, Superior 
manufactures crossover 
posts for your rail system. 
The advantage of using 
these posts is a continuous 
top rail surface. Not only 

is this feature attractive, 
but it also allows for an 

uninterrupted gripping surface.

CoCo
U

b
un

 Customize your look!
 Top rail, bottom rail, pickets and posts are 
 interchangeable for a completely custom look.

Interchangeable Post
All 2” or 21/2” square posts can be 
substituted with a 4” square post.

Interchangeable Top & Bottom Rail
All 905, 901 and 902 top rail are interchangeable. 
Standard 903 bottom rail can be substituted with 902 
top rail. See examples of 9000 Rail below.

Option 1
905 Top Rail

903 Bottom Rail

Option 2
901 Top Rail

903 Bottom Rail

Option 3
902 Top Rail

903 Bottom Rail

Option 4
902 Top Rail

902 Bottom Rail

Option 5
905 Top Rail

903 Bottom Rail

Option 6
901 Top Rail

903 Bottom Rail

Option 7
902 Top Rail

903 Bottom Rail

Style  C
Double Top 
Rail with 
Through Pickets
Through pickets can be spaced 
according to your preference. For 
example; every picket, every 2nd, 
3rd, 4th picket, etc.

900 Railing, 901 Top Rail

Strong, Durable, and Maintenance-Free Beauty!

Heavy-Duty
Aluminum Railing

Superior Series 9000 and 900 Heavy-Duty 
Aluminum Railing offers the finest design 
features available on the market today. The 
highest quality aluminum alloy extrusions are 
used to provide maximum strength and support 
where it is needed most – in your installation.

Superior Heavy-Duty Railing utilizes all the 
advantages of aluminum – strong, durable, 
and rust- and corrosion-free. These charac-
teristics make it a practical, sound invest-
ment for the budget-minded buyer. 

The smart, contemporary design is an added 
plus. Our unique, no-weld design utilizes 
simple, cast aluminum fittings or machined 
openings for a no-hassle, easy installation.

Superior Heavy-Duty Railing can be found 
wherever clean design and safety are a must. 
It is an excellent choice for condominiums, 
apartments, motels, churches, schools, 
commercial buildings and homes.

To make our railing even more versatile, 
decorative columns, inserts and scrolls 
are available.

Superior Railing is available in any height. 
Standard heights include 42” for commer-
cial railing, 36” for residential railing and 
72” for pool railing. Superior railing 
comes in standard 6’ lengths, as well as 
custom lengths, in 2-line or 3-line styles. 
Ordering standard 6’ lengths reduces 
lead times and cost.

NEW! Concealed Picket Screws
A new product 
design for Series 
9000 and 900 
Heavy-Duty 
Railing features 
a screw cover to 
conceal picket 

screws on top and bottom rail assemblies 
for a cleaner, more streamlined look.

Finishes
Smart, decorative finishes add a distinctive 
touch. Whether baked-on enamel, anodized 
or duranodic, these finishes are guaranteed 
to endure for years of continued service and 
maintenance-free beauty.

Screw 
Cover

Superior 9000, 9900, 950 and 990 Railing meets OSHA, ICC and ADA criteria. 
Superior 900 Railing meets OSHA and ICC safety criteria. 

Top Rail Selections
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Series 9000 Heavy-Duty 
Railing features machined 
post openings on level and 
ramp railing, eliminating 
the need for brackets. The 
result is a clean, rigid 
design with added strength. 

If railing is angled horizontally, the angle 
must be specified so the proper openings 
can be machined into the post. Swivel 
brackets are required for step rail applica-
tions. The top rail has a 2” wide gripping 
surface which meets all safety criteria. The 
machined post openings and assembled 
sections (standard 6’ length or custom 
length) facilitate quick turn-around and 
overall savings for the customer.

Series 9000
9000 and 9900 Railing

Rails are inserted 
into machined 
post openings.

Series 900 Heavy-Duty 
Railing features well-crafted 
lines and a functional 
design. It is recognized 
by the use of brackets to 
connect the post and rail 
for level, ramp and step 
railing applications.

Series 900
900, 950 and 990 Railing

Post and rail are 
assembled with 

brackets.

Features 21/2” 
square posts, 
3/4” square 
pickets and 
901 top rail.

900 
RAILING

Features 2” 
square posts, 
3/4” square 
pickets and 
905 top rail.

950 
RAILING

990 
RAILING
Features 21/2” 
sq. posts, 
11/2” x 3/4” 
pickets and 
905 top rail.

9000 
RAILING
Features 21/2” 
square posts, 
3/4” square 
pickets and 
905 top rail.

Features 21/2” 
square posts, 
11/2” x 3/4” 
pickets and 
905 top rail.

9900 
RAILING

990 Railing (Style A) with 902 Top Rail and Superior Panel Columns

Machined post openings 
are available for  21/2” 
and 4” square posts. 
A 4” machined post 

opening is shown above.

In the 9000 rail application above, 
4” square posts are used for the end posts and a 
21/2” square post is used for the crossover post.

e

ets
ced 
ce. For 
y 2nd,

902 Top Rail 
2” w x 4” h

901 Top Rail 
21/2” w x 15/8” h

905 Top Rail 
2” w x 15/8” h

Assembled with 
Machined Openings

Assembled 
with Brackets

M hi d t i
Assembled with Hidden Bracket 
and Machined Opening

Assembled with 
Machined Openings

9000 
RAILING
Features 21/2” 
square posts, 
3/4” square 
pickets and 
901 top rail.

All top rail (905, 901, 902), posts (2”, 21/2”, 4”) and pickets (3/4” square, 3/4” x 11/2”) are interchangeable.

Note:
3/4” sq. pickets 
and 3/4” x 11/2” 
pickets are also 
interchangeable.

Assembled 
with Brackets

Assembled 
with Brackets



 1. 990 21/2” Tube .075” Wall

 2. 957 Base Assembly 

 3. 950 Cap

 4. 956 Bottom Rail Swivel Assem.

 5. 955 Top Rail Swivel Assem.

 6. 940 Top & Bottom Rigid Attachment

 7. 905 Top Rail 2” w x 15/8” h

 8. 901 Top Rail 21/2” w x 15/8” h

 9. 902 Top Rail 2” w x 4” h

900 Railing with Open Double 
Top Rail (Style B), 901 Top Rail

950 Railing (Style A), 905 Top Rail

900 Railing (Style A), 901 Top Rail

RAILS
901 Top Rail 21/2” w x 15/8” h 

  18’ & 24’ Lgths.

902 Top Rail 2” w x 4” h

  18’ & 24’ Lgths.

903 Bottom Rail (Sq. Hole) 

  15/8” w x 3/4” h, 

  18’ Lgths.

904 Bottom Rail (Rect. Hole) 

  15/8” w x 3/4” h, 

  18’ Lgths.

905 Top Rail - 2” w x 15/8” h

  18’ & 24’ Lgths.

907 Screw Cover (For Top & Bott. Rail)

  18’ Lgths.

909 Bottom Rail (11/2” w Hole)

  18’ Lgths.

FASTENERS
911 Picket Screws

912 Rail Bracket Binder Bolt

915 Post Bracket Rivet 5/32”

POSTS & PICKETS
9B  __ Picket 3/4” Sq.- 41/2” Centers

9C  __ Picket 3/4” Sq.- 6” Centers

9D  __ Picket 3/4” x 11/2”

90  __ Wall Plate

91  __ End Post (Brackets)

91M __ End Post (Machined Openings)

92  __ Swivel Post

93  __ Crossover Post (Brackets)

93M __ Crossover Post (Machined Openings)

94  __ Bottom Step Post

95  __ Section Post (Brackets)

95M __ Section Post (Machined Openings)

96  __ Top Step Straight Post (Brackets)

96M __ Top Step Straight Post (Machined 

      Openings)

97  __ Intermediate Step Post

98  __ Corner Post (Brackets)

98M __ Corner Post (Machined Openings)

99  __ Top Step Corner Post (Brackets)

99M __ Top Step Corner Post (Machined 

      Openings)

    Specify Railing Height:
    32”, 36”, 42”, or 48”

CAST FITTINGS
730 Cap for 4” Post

906 17” Heart Scroll

908 Picket Collar

913 Internal splice for #905 Top Rail

914 Post Ball Cap for 4” Post with 

     4” Diameter Ball

916 21/2” Wedge Base with Stud

917 Wedge Base for 4” Post

918 Wedge Base for 2” Post 

  43/4˚ Angle 

919 2” Slip Over Base

920 21/2” Slip Over Base

921 3/4” Square Base

922 3/4” x 11/2” Base

929 Cast “X” Insert (4” Opening)

930 Cast Picket Spear - 4” High

933T 2-Way Swivel Bracket - 2”

935 33/4” OD Double Ring

936 Hanging Rail “L” Brackets

937 33/4” Cast Diamond

938 Angle Crossover Cap for 2” 

  Step Post

939T Adj. End Fitting (for 905)

940 End Brkt. for Top & Bottom Rail

940B End Brkt. for #903 Bottom Rail

941 17” Cast “Fleur De-Lis” lnsert

942 Cap for 2” Post

943 Post Ball Cap for 4” Post with 

  21/2” Diameter Ball

946 Adj. End Brkt. Top (for 902)

947T Adj. End Fitting Top (for 901)

947B Adj. End Fitting Bottom

949 End Bracket for #902 

950 Cap for 21/2” Post

951 Post Ball Cap for 21/2” Post

952 Top Rail Hinge 21/2” w

953T 2-Way Swivel Bracket - 21/2”

953B 2-Way Swivel Bottom

954T Horiz.  Swivel  Brkt. Top - 21/2”

954B Horiz. Swivel Brkt. Bottom

955 Vertical Swivel Top 21/2” w

956 Vertical Swivel Bottom

957 Base for 21/2” Post (wedge type)

958 Angle Ramp Plate

959 Vertical Swivel Top 2” w

960 Crossover Cap for 2” Post

962 Top Rail Hinge 2” w

963 Top Rail Corner 2” w 

964 Top Rail Corner 21/2” w

965 Crossover Cap for 21/2” Post

966 Crossover Cap for 21/2” Post (Flat)

968 Base for 2” Post (Wedge Type)

969T Horiz. Swivel Brkt. Top - 2” w

970 Angle Crossover Cap for 21/2” 

  Step Post

971 Crossover Cap for 4” Post

972 Heavy-Duty Base for 4” Post 

973 Heavy Duty Base for 21/2” Post

975 Side Mount Brkt. for 21/2” Post    

976 Corner Side Mount Brkt. for 21/2” Post

977 Side Mount Bracket for 2” Post

978L Wall Return - LH for #905 Top Rail

978R Wall Return - RH for #905 Top Rail 

979 End Cap for #905 Top Rail

980 End Cap for #901 Top Rail

981 End Cap for Bottom Rail

982 End Cap for #902 Top Rail

983 Lambs Tongue for #901 Top Rail

984T Horizontal Swivel for #902

985 Wall Brkt. for Handrail

986 Lambs Tongue for #905 Top Rail

988 90˚ Double Swivel for #905 Top Rail

989 Post Ball Cap for 2” Post

992 Post Finial for 21/2” Post

993 Cast Rose Snap-on Picket Insert

994 Cast Grape Snap-on Picket Insert

995 Cast Oak Snap-on Picket Insert

997 Cast “X” Insert (6” Opening)

998 Corner Side Mount Brkt. for 2” Post

TUBING
990 21/2” Sq. - 16‘ white only & 18’ Lgths.

377 2” Sq. - 16’ white only & 18’ Lgths.

380 4” Sq. - 16’ Length

10. 903 Bottom Rail

11. 904 Bottom Rail (A)

12. 3/4” Square Picket

13. Crossover Post

14. 912 8-32 Binder Bolt

15. 910 Picket Screws

16. Screw Cover

17. 915 5/32” Dia. Rivets

18. Rail Tab

19. Rail Wedge
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SERIES

9000

SERIES

900

900 Railing (Style A), 901 Top Rail, and 
Superior Aluminum Round Columns

905 901 902

93 949B/9C 9D 90 91 9291M 93M 95 96 97 98 9995M 96M 98M 99M

941
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Clean, rigid design
Superior 9000 Railing features an 

attractive and innovative railing 

design. It’s trademark machined 

post openings eliminate the need 

for brackets, which results in a clean, 

rigid design with added strength. 

This streamlined appearance lends 

itself to high-rises, but looks great 

in virtually any situation.

9000 Railing

A well-defined look
Superior 9900 Railing offers all the 

features of 9000 Railing in addition 

to 11/2” x 3/4 pickets. The wider 

pickets resemble the apearance 

of painted wood, but have the no-

maintenance qualities of aluminum.  

9900 Railing also lends itself well to 

high-rise applications. 

A ll d fi d l k
9900 Railing

SERIES

9000

Well-crafted lines
The well-crafted lines of Superior 

900 Railing fits almost any 

commercial or residential building 

application. It’s beauty, strength 

and durability will complement 

your construction ideas.

900 Railing

Meets ADA regulations
Superior 950 Railing can be found 

whever clean design and safety are 

a must. It’s 2” maximum top rails 

meets federal ADA guidelines 

allowing for an easy, comfortable 

grip while maintaining a pleasing 

and aesthetic look. It is great for 

commercial and industrial 

applications as well as residential.

950 Railing

The look of wood
Superior 990 Railing rivals the look 

of painted wood, but has the no-

maintenance qualities of aluminum. 

Best of all it won’t split, warp, or 

rot due to outdoor elements. It’s 

smooth, rugged and functional 

design has depth and detail that 

presents instant curb appeal.

990 Railing

SERIES

900
Meets ADA 
Regulations

9000 Railing, Double Top Rail with 
Through Pickets (Style C), 905 Top Rail

9000 Railing, Double Top Rail with 
Through Pickets (Style C), 905 Top Rail

9000 Railing (Style A), 905 Top Rail

9000 Railing, Double Top Rail with 
Through Pickets (Style C), 905 Top Rail

9000 Railing (Style A), 905 Top Rail

Easy Assembly and Installation!
Series 9000 Railing is not only 
easy to assemble and install, 
but the machined post openings 
and factory assembled sections 
facilitate quick turn-around and 
cost savings. 

All posts are machined with openings 

to receive the top and bottom rails. 

As assembled railing is inserted into 

the openings, a rail wedge located 

in the bottom rail will ensure proper 

insertion of 11/4” inside the post. 

Pre drilled Rail Tab 
with Stainless Steel 
Screws

Rail 
Wedge

View of the underside of bottom 
rail to show rail wedge location.

Predrilled rail tabs are provided with 

the post to connect the top rails. If 

a railing section or sections need to 

be shortened, simply saw an equal 

amount from each railing end with 

the use of a miter or circular saw. 

Reinstall and tighten the rail wedge 

using an 1/8” Allen Wrench on 

the bottom rail so 11/4” protrudes 

through the post openings. Next, 

connect the two top rails together 

with a rail tab, and drive the post 

cap in place with a rubber mallet. 

View of the top rail without 
post cap to show rail tabs.

No brackets on level 
and ramp railing!

b k l

Swivel brackets are 
required for all step 

rail applications.

Swivel bel bbbbb kkrackrackrackracketets are

Custom Gate

990 Railing (Style A), 902 Top Rail 
and Superior Panel Columns

990 Railing (Style A), 902 Top Rail 
and Superior Panel Columns 950 Railing (Style A), 905 Top Rail 

950 Railing with Open Double Top Rail (Style B), 905 Top Rail, 
Cast Fleur De-Lis Inserts and Post Ball Cap  

990 Railing (Style A), 902 Top Rail 990 Railing (Style A), 902 Top Rail with Custom Gate



Superior Aluminum 
manufactures attractive 
gates with custom 
locks upon request. 

Ask about our extruded 
X-Pattern System (shown 
above and to the left) and 
cast aluminum X-Inserts 
(shown below).

 Ask about our complete line of 

 Superior Aluminum Products:
   Aluminum Columns – Round (Fluted) & Square (Fluted, Smooth, Panel)

   Fiberglass Columns – Round & Square

   Series 2000 Aluminum Cable Railing

   Series 500 Non-Welded Aluminum Pipe Railing

   Series 550 Non-Welded Aluminum Pipe Picket Railing

   Series 600 Custom Residential Railing & Columns

   Series 7000 Aluminum Picket Fence & Custom Gates

   Series 700 Aluminum Picket Fence & Custom Gates

Form No. 910F
January 2011

MATERIALS - 
(For 9000, 9900, 900, 950 and 990 Railing) 
All rails, posts and pickets shall be formed 
from 6063-T5 & 6063-T6 extruded aluminum 
alloys. All railing accessories shall be cast 
from ANSI 713 alloy. All exposed fasteners 
used in the system shall be aluminum or 
stainless steel.

INSTALLATION - 
The railing system can be either base mounted, 
side mounted or embedded into concrete. 

Pickets shall run between the top and 
bottom rail. 

(For 9000  900 and 950 Railing) 
Pickets shall be 3/4” square on 41/2” centers. 

(For 9900 and 990 Railing) 
Pickets shall be 11/2” x 3/4” on 51/4” centers.

The railing system will adapt to step railing 
requirements by providing the riser and 
tread dimensions of the steps and specifying 
a rectangular hole in the bottom rail.

SCOPE OF WORK - 
Aluminum railings as shown on drawings 
shall be Superior Series 9000 or 900 Heavy-
Duty Aluminum Railings, as manufactured 
and supplied by Superior Aluminum 
Products, Inc., Russia, Ohio 45363.

Series 9000 and 900 Railing meets federal 
safety requirements as determined by an 
independent testing laboratory. Test results 
available upon request. Superior Series 
9000 and 900 Railing is protected by US 
Patent #3707276. 

Superior Aluminum offers a variety of custom 
applications. These include, but are not limited to,
attractive gates with custom locks, cast aluminum 
X-Inserts, an extruded X-Pattern System, snap-in 
privacy liner and custom rail lengths and heights. 
Call Superior Aluminum to discuss your needs. 

Ask about snap-in privacy liner to hide equipment/items out of view.

9000 Railing with 
Custom Gate and Lock

9000 Railing with Double Top Rail (Style C), 
905 Top Rail, Snap-in Privacy Liner

Extruded X-Pattern System with Superior 
Panel Columns on balcony and Superior 
Fiberglass Columns below.

Aluminum 
Products, Inc.

555 East Main  P.O. Box 430  Russia, OH 45363
937-526-4065  Fax: 937-526-3904

info@superioraluminum.com  www.superioraluminum.com

900 Railing 
with Custom 
Gate and Lock 

9000 Railing with Custom Gate and Lock

Custom Applications

Shown in both photos above: Superior Series 500 Non-Welded Aluminum Pipe Railing and Superior 
Series 550 Non-Welded Aluminum Pipe Picket Railing.

900 Railing with 
Cast Aluminum X-Inserts Cast Aluminum X-Inserts



GLEON 
GALLEON LED

1-10 Light Squares

Solid State LED

 
AREA/SITE LUMINAIRE

McGraw-Edison

SPECIFICATION FEATURES

Construction
Extruded aluminum driver 
enclosure thermally isolated from 
Light Squares for optimal thermal 
performance. Heavy-wall, die-
cast aluminum end caps enclose 
housing and die-cast aluminum 
heat sinks. A unique, patent 
pending interlocking housing and 
heat sink provides scalability with 
superior structural rigidity. 3G 
vibration tested. Optional tool-
less hardware available for ease 
of entry into electrical chamber. 
Housing is IP66 rated.

Optics
Choice of 16 patented, high-
efficiency AccuLED Optics. The 
optics are precisely designed to 
shape the distribution maximizing 
efficiency and application spacing. 
AccuLED Optics create consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered standard in 
4000K (+/- 275K) CCT and minimum 
70 CRI. Optional 6000K CCT and 
3000K CCT. For the ultimate level 
of spill light control, an optional 
house side shield accessory can 
be field or factory installed. The 

house side shield is designed to 
seamlessly integrate with the SL2, 
SL3, SL4 or AFL optics.

Electrical
LED drivers are mounted to 
removable tray assembly for ease 
of maintenance. 120-277V 50/60Hz, 
347V 60Hz or 480V 60Hz operation. 
480V is compatible for use with 
480V Wye systems only. Standard 
with 0-10V dimming. Shipped 
standard with Eaton proprietary 
circuit module designed to 
withstand 10kV of transient line 
surge. The Galleon LED luminaire 
is suitable for operation in -40°C 
to 40°C ambient environments. 
For applications with ambient 
temperatures exceeding 40°C, 
specify the HA (High Ambient) 
option. Light Squares are IP66 
rated. Greater than 90% lumen 
maintenance expected at 60,000 
hours. Available in standard 1A 
drive current and optional 530mA 
and 700mA drive currents.
 
Mounting
Extruded aluminum arm includes 
internal bolt guides allowing for 
easy positioning of fixture during 

assembly. Designed for pole or 
wall mounting. When mounting 
two or more luminaires at 90° or 
120° apart, the EA extended arm 
may be required. Refer to the arm 
mounting requirement table on 
page 3. Round pole top adapter 
included. For wall mounting, 
specify wall mount bracket option. 
3G vibration rated.

Finish
Housing finished in super durable 
TGIC polyester powder coat paint, 
2.5 mil nominal thickness for 
superior protection against fade 
and wear. Heat sink is powder 
coated black. Standard colors 
include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available. Consult the 
McGraw-Edison Architectural 
Colors brochure for the complete 
selection.

Warranty
Five-year warranty.
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The Galleon™ LED luminaire delivers exceptional performance in a 
highly scalable, low-profile design. Patented, high-efficiency AccuLED 
Optics™ system provides uniform and energy conscious illumination to 
walkways, parking lots, roadways, building areas and security lighting 
applications. IP66 rated.

DESCRIPTION

*www.designlights.org

S

YSTEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Wet Location Listed
ISO 9001
LM79 / LM80 Compliant
3G Vibration Rated
IP66 Rated
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120V-277V 50/60Hz
347V & 480V 60Hz
-40°C Min. Temperature
40°C Max. Temperature
50°C Max. Temperature (HA Option)

POLE MOUNT

WALL MOUNT
“A”

3-15/16" 
[100mm]

10-5/32" 
[256mm]

6-3/16" 
[157mm]

21-3/4" [553mm] "B"

21-3/4" [553mm] 7" [178mm]

2-7/16"
[61mm]

DIMENSION DATA

Number of 
Light Squares

“A” Width
“B” Standard 
Arm Length

“B” Optional 
Arm Length 1

Weight with Arm
(lbs.)

EPA with Arm 2

(Sq. Ft.)

1-4 15-1/2" (394mm) 7" (178mm) 10" (254mm) 33 (15.0 kgs.) 0.96

5-6 21-5/8" (549mm) 7" (178mm) 10" (254mm) 44 (20.0 kgs.) 1.00

7-8 27-5/8" (702mm) 7" (178mm) 13" (330mm) 54 (24.5 kgs.) 1.07

9-10 33-3/4" (857mm) 7" (178mm) 16" (406mm) 63 (28.6 kgs.) 1.12

NOTES: 1 Extended arm option may be required when mounting two or more fixtures per pole at 90° or 120°. Refer to arm mounting 
requirement table. 2 EPA calculated with optional arm length.

DIMENSIONS

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

GLEON-AE-01-LED-E1

SPRINGHILL SUITES
AA

12 FOOT POLE

EJG
03/17/2016
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GLEON GALLEON LED

TD500020EN
2015-10-02 11:48:13

Standard

Street Side

House Side

Street Side

House Side

Street Side

House Side

Optics Rotated Left @ 90° [L90] Optics Rotated Right @ 90° [R90]

OPTIC ORIENTATION

TY P E  " N "
3/4" [19mm]

Diameter
Hole

(2) 9/16" [14mm]
Diameter

Holes

1-3/4"
[44mm]

7/8" [22mm]

2"
[51mm]

DRILLING PATTERN

Asymmetric Area Distributions

Symmertric Distributions

T3
(Type III)

SL2
(Type II with Spill Control)

SL3
(Type III with Spill Control)

T4FT
(Type IV Forward Throw)

T4W
(Type IV Wide)

SL4
(Type IV with Spill Control)

Specialized Distributions

Asymmetric Roadway Distributions

AFL
(Automotive Frontline)

SLL
(90° Spill Light Eliminator Left)

SLR
(90° Spill Light Eliminator Right)

T2R
(Type II Roadway)

RW
(Rectangular Wide Type I)

T3R
(Type III Roadway)

5NQ
(Type V Square Narrow)

5MQ
(Type V Square Medium)

5WQ
(Type V Square Wide)

T2
(Type II)

OPTICAL DISTRIBUTIONS

2 @ 180° Triple1

4 @ 90°

2 @ 90° Triple2 2 @ 120°

NOTES: 1 Round poles are 3 @ 120°. Square poles are 3 @ 90°. 2 Round poles are 3 @ 90°.

Confi guration 90° Apart 120° Apart

GLEON-AE-01
7" Arm

(Standard)
7" Arm

(Standard)

GLEON-AE-02 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-03 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-04 7" Arm
(Standard)

7" Arm
(Standard)

GLEON-AE-05 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-06 10" Extended Arm
(Required)

7" Arm
(Standard)

GLEON-AE-07 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-08 13" Extended Arm
(Required)

13" Extended Arm
(Required)

GLEON-AE-09
16" Extended Arm

(Required)
16" Extended Arm

(Required)

GLEON-AE-10 16" Extended Arm
(Required)

16" Extended Arm
(Required)

ARM MOUNTING REQUIREMENTS
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GLEON GALLEON LED
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Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 1A 1A 1A 1A 1A 1A 1A 1A 1A 1A

Nominal Power (Watts) 56 107 157 213 264 315 370 421 475 528

Input Current @ 120V (A) 0.47 0.90 1.31 1.79 2.21 2.64 3.09 3.51 3.96 4.41

Input Current @ 208V (A) 0.28 0.51 0.74 1.02 1.25 1.48 1.76 1.99 2.22 2.50

Input Current @ 240V (A) 0.25 0.45 0.65 0.90 1.10 1.30 1.55 1.75 1.95 2.20

Input Current @ 277V (A) 0.23 0.41 0.59 0.82 1.00 1.18 1.41 1.59 1.77 2.00

Optics

T2
Lumens  5,272  10,303  15,373  20,313  25,168  30,118  35,618  40,357  45,018  49,842 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B4-U0-G5 B4-U0-G5

T2R
Lumens  5,597  10,938  16,321  21,565  26,719  31,974  37,813  42,844  47,792  52,914 

BUG Rating B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B4-U0-G4 B4-U0-G5

T3
Lumens  5,374  10,501  15,669  20,704  25,652  30,697  36,303  41,134  45,884  50,802 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

T3R
Lumens  5,493  10,735  16,017  21,164  26,222  31,379  37,110  42,048  46,904  51,930 

BUG Rating B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4FT
Lumens  5,405  10,562  15,760  20,824  25,801  30,875  36,514  41,372  46,150  51,096 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  5,335  10,426  15,556  20,555  25,468  30,476  36,042  40,838  45,554  50,436 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5 B4-U0-G5

SL2
Lumens  5,263  10,285  15,347  20,278  25,124  30,066  35,556  40,288  44,940  49,756 

BUG Rating B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B4-U0-G5 B4-U0-G5

SL3
Lumens  5,373  10,500  15,667  20,701  25,649  30,693  36,298  41,128  45,878  50,794 

BUG Rating B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL4
Lumens  5,105  9,976  14,886  19,669  24,370  29,163  34,488  39,078  43,591  48,262 

BUG Rating B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

5NQ
Lumens  5,542  10,830  16,160  21,352  26,455  31,658  37,439  42,421  47,320  52,392 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4

5MQ
Lumens  5,644  11,029  16,457  21,745  26,942  32,241  38,128  43,202  48,191  53,356 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5

5WQ
Lumens  5,659  11,059  16,501  21,803  27,014  32,327  38,230  43,317  48,320  53,498 

BUG Rating B3-U0-G1 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G5 B5-U0-G5 B5-U0-G5

SLL/SLR
Lumens  4,722  9,227  13,767  18,191  22,539  26,971  31,897  36,141  40,315  44,635 

BUG Rating B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5 B3-U0-G5

RW
Lumens  5,492  10,732  16,014  21,159  26,216  31,372  37,101  42,038  46,893  51,918 

BUG Rating B2-U0-G1 B3-U0-G1 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

AFL
Lumens  5,512  10,771  16,072  21,236  26,311  31,486  37,236  42,191  47,063  52,107 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (1A)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA 700mA

Nominal Power (Watts) 38 72 105 138 176 210 243 276 314 348

Input Current @ 120V (A) 0.32 0.59 0.86 1.14 1.45 1.72 2 2.28 2.58 2.86

Input Current @ 208V (A) 0.21 0.36 0.51 0.67 0.87 1.02 1.18 1.34 1.53 1.69

Input Current @ 240V (A) 0.19 0.32 0.45 0.59 0.77 0.90 1.04 1.18 1.35 1.49

Input Current @ 277V (A) 0.20 0.29 0.40 0.51 0.69 0.80 0.91 1.02 1.20 1.31

Optics

T2
Lumens  3,854  7,531  11,237  14,847  18,395  22,013  26,033  29,497  32,904  36,430 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

T2R
Lumens  4,091  7,995  11,929  15,762  19,529  23,370  27,638  31,316  34,932  38,676 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3
Lumens  3,928  7,676  11,453  15,133  18,750  22,437  26,534  30,065  33,537  37,132 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

T3R
Lumens  4,015  7,846  11,707  15,469  19,166  22,936  27,124  30,733  34,283  37,957 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

T4FT
Lumens  3,951  7,720  11,519  15,221  18,858  22,567  26,688  30,240  33,732  37,347 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

T4W
Lumens  3,900  7,620  11,370  15,024  18,615  22,276  26,343  29,849  33,296  36,864 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5 B3-U0-G5

SL2
Lumens  3,847  7,518  11,217  14,821  18,364  21,975  25,988  29,447  32,847  36,368 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL3
Lumens  3,927  7,675  11,451  15,131  18,747  22,434  26,531  30,061  33,533  37,126 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

SL4
Lumens  3,731  7,292  10,880  14,376  17,812  21,315  25,208  28,562  31,861  35,275 

BUG Rating B1-U0-G2 B1-U0-G2 B1-U0-G3 B1-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5 B2-U0-G5 B3-U0-G5

5NQ
Lumens  4,051  7,916  11,811  15,606  19,336  23,139  27,365  31,006  34,587  38,294 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2 B5-U0-G3 B5-U0-G3

5MQ
Lumens  4,125  8,062  12,029  15,894  19,692  23,565  27,869  31,577  35,224  38,999 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

5WQ
Lumens  4,136  8,083  12,061  15,936  19,745  23,628  27,943  31,661  35,318  39,103 

BUG Rating B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  3,451  6,744  10,063  13,296  16,474  19,714  23,314  26,416  29,467  32,625 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5 B3-U0-G5

RW
Lumens  4,014  7,844  11,704  15,465  19,162  22,930  27,118  30,726  34,274  37,948 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3

AFL
Lumens  4,029  7,873  11,747  15,522  19,231  23,014  27,216  30,838  34,399  38,086 

BUG Rating B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (700MA)

GLEON GALLEON LED

TD500020EN
2015-10-02 11:48:13

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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GLEON GALLEON LED

Number of Light Squares 1 2 3 4 5 6 7 8 9 10

Drive Current 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA 530mA

Nominal Power (Watts) 30 54 80 105 130 159 184 209 234 259

Input Current @ 120V (A) 0.25 0.45 0.66 0.86 1.07 1.32 1.52 1.72 1.93 2.14

Input Current @ 208V (A) 0.17 0.28 0.39 0.51 0.63 0.78 0.9 1.02 1.14 1.26

Input Current @ 240V (A) 0.17 0.25 0.35 0.45 0.55 0.70 0.80 0.90 1.00 1.10

Input Current @ 277V (A) 0.19 0.24 0.32 0.40 0.49 0.64 0.72 0.80 0.89 0.98

Optics

T2
Lumens  3,079  6,017  8,978  11,862  14,697  17,588  20,800  23,567  26,289  29,106 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4

T2R
Lumens  3,269  6,388  9,531  12,593  15,603  18,672  22,082  25,020  27,909  30,900 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4

T3
Lumens  3,138  6,133  9,150  12,091  14,980  17,926  21,200  24,021  26,795  29,667 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

T3R
Lumens  3,208  6,269  9,354  12,359  15,313  18,325  21,671  24,555  27,390  30,326 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B2-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G4 

T4FT
Lumens  3,156  6,168  9,203  12,161  15,067  18,030  21,323  24,160  26,950  29,839 

BUG Rating  B1-U0-G1  B1-U0-G2  B1-U0-G2  B2-U0-G2  B2-U0-G3  B2-U0-G3  B3-U0-G4  B3-U0-G4  B3-U0-G4  B3-U0-G5 

T4W
Lumens  3,116  6,088  9,084  12,004  14,872  17,797  21,047  23,848  26,602  29,453 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G5

SL2
Lumens  3,074  6,006  8,962  11,842  14,672  17,558  20,764  23,527  26,244  29,056 

BUG Rating B1-U0-G1 B1-U0-G2 B2-U0-G2 B2-U0-G3 B2-U0-G3 B3-U0-G3 B3-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL3
Lumens  3,138  6,132  9,149  12,089  14,978  17,924  21,197  24,018  26,791  29,662 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B2-U0-G3 B2-U0-G3 B2-U0-G3 B3-U0-G4 B3-U0-G4 B3-U0-G4 B3-U0-G4

SL4
Lumens  2,981  5,826  8,693  11,486  14,231  17,030  20,140  22,820  25,456  28,184 

BUG Rating B0-U0-G1 B1-U0-G2 B1-U0-G3 B1-U0-G3 B1-U0-G3 B2-U0-G3 B2-U0-G4 B2-U0-G4 B2-U0-G4 B2-U0-G5

5NQ
Lumens  3,236  6,324  9,437  12,469  15,449  18,487  21,863  24,773  27,634  30,595 

BUG Rating B1-U0-G0 B2-U0-G1 B3-U0-G1 B3-U0-G2 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G2

5MQ
Lumens  3,296  6,441  9,610  12,698  15,733  18,828  22,266  25,229  28,142  31,158 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G3

5WQ
Lumens  3,305  6,458  9,636  12,732  15,775  18,878  22,325  25,296  28,217  31,241 

BUG Rating B2-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3 B5-U0-G3 B5-U0-G3 B5-U0-G4 B5-U0-G4

SLL/SLR
Lumens  2,757  5,388  8,040  10,623  13,162  15,751  18,627  21,105  23,543  26,066 

BUG Rating B1-U0-G1 B1-U0-G2 B1-U0-G2 B1-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G3 B2-U0-G4 B3-U0-G4 B3-U0-G4

RW
Lumens  3,207  6,267  9,351  12,356  15,309  18,320  21,666  24,549  27,384  30,319 

BUG Rating B2-U0-G1 B3-U0-G1 B3-U0-G1 B3-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B4-U0-G2 B5-U0-G3

AFL
Lumens  3,219  6,290  9,385  12,401  15,365  18,387  21,745  24,638  27,484  30,429 

BUG Rating B1-U0-G1 B1-U0-G1 B1-U0-G1 B2-U0-G2 B2-U0-G2 B2-U0-G2 B2-U0-G2 B3-U0-G2 B3-U0-G3 B3-U0-G3

* Nominal data for 4000K CCT.

NOMINAL POWER AND LUMENS (530MA)

Ambient 
Temperature

Lumen Multiplier

0°C 1.02

10°C 1.01

25°C 1.00

40°C 0.99

50°C 0.97

LUMEN MULTIPLIER

Ambient 
Temperature

TM-21 Lumen
Maintenance

(60,000 Hours)

Theoretical L70
(Hours)

25°C > 94% > 350,000

40°C > 93% > 250,000

50°C* > 90% > 170,000

*  50°C lumen maintenance data applies to 530mA and 
700mA drive currents.

LUMEN MAINTENANCE
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Sample Number: GLEON-AE-04-LED-E1-T3-GM-700

Product Family 1 Light Engine
Number of 
Light Squares 2 Lamp Type Voltage Distribution Color Mounting

GLEON=Galleon AE= 1A Drive 
Current

01= 1
02= 2
03= 3
04= 4
05= 5
06= 6
07= 7
08= 8
09= 9
10= 10

LED= Solid State 
Light Emitting 
Diodes

E1=120-277V
347=347V 3

480=480V 3, 4

T2=Type II
T2R=Type II Roadway
T3=Type III
T3R=Type III Roadway
T4FT=Type IV Forward Throw
T4W=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type II w/Spill Control
SL3=Type III w/Spill  Control
SL4=Type IV w/Spill Control
SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right 
RW=Rectangular Wide Type I
AFL=Automotive Frontline 

AP=Grey
BZ=Bronze
BK=Black
DP=Dark Platinum
GM=Graphite Metallic
WH=White

[Blank]= Arm for Round or 
Square Pole

EA=Extended  Arm 5

MA= Mast Arm Adapter  6

WM=Wall Mount

Options (Add as Suffi x) Accessories (Order Separately)

2L=Two Circuits 7, 8

7030=70 CRI 3000K 9

8030=80 CRI 3000K 10 
7050=70 CRI 5000K 10 
7060=70 CRI 6000K 9

530= Drive Current Factory Set to 530mA 11

700= Drive Current Factory Set to 700mA 11

P=Button Type Photocontrol (120, 208, 240 or 277V)
PER7=NEMA 7-PIN Twistlock Photocontrol Receptacle
R= NEMA Twistlock Photocontrol Receptacle
HA=50°C High Ambient 8, 12

MS/DIM-L08= Motion Sensor for Dimming Operation, Maximum 8' Mounting Height 13, 14, 15, 16, 17

MS/DIM-L20= Motion Sensor for Dimming Operation, 9' - 20' Mounting Height 13, 14, 15, 16, 17

MS/DIM-L40= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height 13, 14, 15, 16, 19

MS/DIM-L40W= Motion Sensor for Dimming Operation, 21' - 40' Mounting Height (Wide Range) 13, 14, 15, 16, 20

MS/X-L08= Bi-Level Motion Sensor, Maximum 8' Mounting Height 13, 14, 15, 16, 17, 21

MS/X-L20= Bi-Level Motion Sensor, 9' - 20' Mounting Height 13, 14, 15, 16, 18, 21

MS/X-L40= Bi-Level Motion Sensor, 21' - 40' Mounting Height 13, 14, 15, 16, 19, 21

MS/X-L40W= Bi-Level Motion Sensor, 21' - 40' Mounting Height (Wide Range) 13, 14, 15, 16, 20, 21

MS-L08= Motion Sensor for ON/OFF Operation, Maximum 8' Mounting Height 13, 14, 15, 16, 17

MS-L20=Motion Sensor for ON/OFF Operation, 9' - 20' Mounting Height 13, 14, 15, 16, 18

MS-L40= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height 13, 14, 15, 16, 19

MS-L40W= Motion Sensor for ON/OFF Operation, 21' - 40' Mounting Height (Wide Range) 13, 14, 15, 16, 20

DIMRF-LW= LumaWatt Wireless Sensor, Wide Lens for 8' - 16' Mounting Height 22

DIMRF-LN= LumaWatt Wireless Sensor, Narrow Lens for 16' - 40' Mounting Height 22

L90=Optics Rotated 90° Left
R90=Optics Rotated 90° Right
MT=Factory Installed Mesh Top
TH=Tool-less Door Hardware
LCF=Light Square Trim Plate Painted to Match Housing 23

HSS=Factory Installed House Side Shield 24

CE=CE Marking 25

OA/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
OA/RA1027=NEMA Photocontrol - 480V
OA/RA1201=NEMA Photocontrol - 347V
OA/RA1013=Photocontrol Shorting Cap
OA/RA1014=120V Photocontrol
MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" O.D. Tenon
MA1037-XX=2@180° Tenon Adapter for 2-3/8" O.D. Tenon
MA1197-XX=3@120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1188-XX=4@90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1189-XX=2@90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1190-XX=3@90° Tenon Adapter for 2-3/8" O.D. Tenon
MA1191-XX=2@120° Tenon Adapter for 2-3/8" O.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" O.D. Tenon
MA1039-XX=2@180° Tenon Adapter for 3-1/2" O.D. Tenon
MA1192-XX=3@120° Tenon Adapter for 3-1/2" O.D. Tenon
MA1193-XX=4@90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1194-XX=2@90° Tenon Adapter for 3-1/2" O.D. Tenon
MA1195-XX=3@90° Tenon Adapter for 3-1/2" O.D. Tenon
FSIR-100=Wireless Confi guration Tool for Occupancy Sensor 26

GLEON-MT1=Field Installed Mesh Top for 1-4 Light Squares
GLEON-MT2=Field Installed Mesh Top for 5-6 Light Squares
GLEON-MT3=Field Installed Mesh Top  for 7-8 Light Squares
GLEON-MT4=Field Installed Mesh Top for 9-10 Light Squares 
LS/HSS=Field Installed House Side Shield 24, 27

NOTES: 
1. DesignLights ConsortiumTM Qualifi ed. Refer to www.designlights.org Qualifi ed Products List under Family Models for details. 
2. Standard 4000K CCT and minimum 70 CRI.
3. Requires the use of a step down transformer when combined with MS/DIM, MS/X or DIMRF.
4.  Only for use with 480V Wye systems. Per NEC, not for use with ungrounded systems, impedance grounded systems or corner grounded systems (commonly known as Three Phase Three Wire Delta, Three Phase High Leg 

Delta and Three Phase Corner Grounded Delta systems).
5. May be required when two or more luminaires are oriented on a 90° or 120° drilling pattern. Refer to arm mounting requirement table.
6. Factory installed.
7.  2L is not available with MS, MS/X or MS/DIM at 347V or 480V. 2L in AE-02 through AE-04 requires a larger housing, normally used for AE-05 or AE-06. Extended arm option may be required when mounting two or more 

fi xtures per pole at 90° or 120°.  Refer to arm mounting requirement table.
8. Not available with LumaWatt wireless sensors. 
9. Extended lead times apply. Use dedicated IES fi les for 3000K and 6000K when performing layouts. These fi les are published on the Galleon luminaire product page on the website.
10. Extended lead times apply. For 8030, factor 7030 IES fi les x .92 (8% lumen loss). For 7050, use 7060 IES fi les.
11. 1 Amp standard. Use dedicated IES fi les for 530mA and 700mA when performing layouts. These fi les are published on the Galleon luminaire product page on the website. 
12. 50°C lumen maintenance data applies to 530mA and 700mA drive currents.
13. Consult factory for more information.
14. Utilizes internal step down transformer when 347V or 480V is selected.
15. The FSIR-100 confi guration tool is required to adjust parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information.
16. Not available with HA option.
17. Approximately 22' detection diameter at 8' mounting height.
18. Approximately 40' detection diameter at 20' mounting height.
19. Approximately 60' detection diameter at 40' mounting height.
20. Approximately 100' detection diameter at 40' mounting height. 
21.  Replace X with number of Light Squares operating in low output mode.
22.  LumaWatt wireless sensors are factory installed only requiring network components RF-EM-1, RF-GW-1 and RF-ROUT-1 in appropriate quantities. See www.eaton.com/lighting for LumaWatt application information.
23. Not available with house side shield (HSS).
24. Only for use with SL2, SL3, SL4 and AFL distributions. The Light Square trim plate is painted black when the HSS option is selected.
25. CE is not available with the DIMRF, MS, MS/X, MS/DIM, P, R or PER7 options. Available in 120-277V only.
26. This tool enables adjustment of parameters including high and low modes, sensitivity, time delay, cutoff and more. Consult your lighting representative at Eaton for more information
27. One required for each Light Square.

ORDERING INFORMATION

GLEON GALLEON LED



Specifications

EPA: 1.2 ft2

(0.11 m2)

Length: 34-1/3”
(87.1 cm)

Width: 18-1/2”
(46.9cm)

Height: 5-3/4”
(14.6 cm)

Weight 
(max):

59 lbs
(26.8 kg)

NOTES

1 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
Specify 120, 208, 240 or 277 options only when ordering with fusing (SF, DF 
options).

2 Also available as a separate accessory; see Accessories information at left.
3 1.5 G vibration load rating per ANCI C136.31.
4 Requires “SPA” mounting option.  Must be ordered as a separate accessory; 

see Accessories information. For use with 2-3/8” mast arm (not included). 
5 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER 

option required. Not available with 347 or 480V. Additional hardware and 
services required for ROAM® deployment; must be purchased separately. 
Call 1-800-442-6745 or email: sales@roamservices.net. N/A with BL30, BL50, 
or DS.

6 Single fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (DF) 
requires 208, 240 or 480 voltage option.

7 Provides 50/50 luminaire operation via two independent drivers on 
two separate circuits. N/A with PER or DCR.

8 Requires an additional switched line. 
9 Dimming driver standard. MVOLT only. Not available with DCR.
10 Requires luminaire to be specified with PER option. Ordered and shipped as 

a separate line item. 

DLL127F 1.5 JU Photocell - SSL twist-lock (120-

277V) 10

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 10

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 10

SC U Shorting cap 10

KMA8 DDBXD U Mast arm mounting bracket adaptor 

(specify finish) 4

PUMBA DDBXD U* Round  and square pole universal 

mounting bracket adaptor (specify 

finish)

CSX2HS U House-side shields (includes 
4 shields)

CSX2VG U Vandal guard accessory

CSX2BS U Bird-deterrent spikes accessory

Accessories
Ordered and shipped separately. 

CSX2 LED
LED Area Luminaire

Catalog 

Number

Notes

Type

www.lithonia.com
 

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction
®

® Series 

For more control options, visit DTL and ROAM.

Drilling

Tenon O.D. Single Unit 2 at 180° 2 at 90° 3 at 120° 3 at 90° 4 at 90°
2-3/8” AST20-190 AST20-280 AST20-290  AST20-320  AST20-390  AST20-490

2-7/8” AST25-190 AST25-280 AST25-290  AST25-320  AST25-390  AST25-490

4” AST35-190 AST35-280 AST35-290 AST35-320 AST35-390 AST35-490

Tenon Mounting Slipfitter **

CSX2 shares a unique drilling pattern with the 
AERIS™ family. Specify this drilling pattern 
when specifying poles. 
DM19AS Single unit 
DM29AS 2 at 90° *
DM28AS 2 at 180°
DM39AS 3 at 90° *
DM49AS 4 at 90° *
DM32AS 3 at 120° **
Example: SSA 20 4C DM19AS DDBXD

Top of Pole
Template #8

1.325”

H

L 

Ordering Information EXAMPLE: CSX2 LED 120C 1000 40K T5M MVOLT SPA DDBXD

CSX2 LED 120C

Series LEDs Drive current Color 
temperature Distribution Voltage Mounting Options Finish (required) 

CSX2 LED 120C 120 LEDs 700 700 mA

1000 1000 mA 
(1 A)

40K 4000 K

50K 5000 K

T2M Type II

T3M Type III

T4M Type IV

T5M Type V

TFTM Forward 
throw

MVOLT 1

120 1

208 1

240 1

277 1

347

480

Shipped included
SPA Square pole 

mounting

RPA Round pole 
mounting

WBA Wall bracket

Shipped Separately 2

SPUMBA Square pole 
universal 
mounting 
adaptor 3

RPUMBA Round pole 
universal 
mounting 
adaptor 3

KMA8 
DDBXD U

Mast arm 
mounting 
bracket adaptor 

(specify finish) 4

Shipped installed
PER NEMA twist-lock receptacle only (no 

controls) 

DCR Dimmable and controllable via ROAM® 

(no controls) 5

DMG 0-10V dimming driver (no controls) 

HS House-side shield 2

SF Single fuse (120, 277, 347V) 6

DF Double fuse (208, 240, 480V) 6

DS Dual switching 7,8

BL30 Bi-level switched dimming, nominal 30%  8,9

BL50 Bi-level switched dimming, nominal 50%  8,9

Shipped separately 2

VG Vandal guard 

BS Bird-deterrant spikes 

DDBXD Dark 
bronze

DBLXD Black

DNAXD Natural 
aluminum

DWHXD White

DDBTXD Textured 
dark bronze

DBLBXD Textured 
black

DNATXD Textured 
natural 
aluminum

DWHGXD Textured 
white

* Round pole requires 3.25” O.D. minimum.

** For round pole mounting (RPA) only.

CSX2 LED 120C 700 40K TFTM HS

OVER ALL HEIGHT - 30 FEET

BB - SINGLE



Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. Contact factory for performance data on any 
configurations not shown here.

LEDs

Drive 

Current 

(mA)

Performance 

Package

System 

Watts

Dist. 

Type

40K (4000 K, 70 CRI) 50K (5000 K, 67 CRI)

Lumens B U G LPW Lumens B U G LPW

120C

(120 LEDs)

700 mA 120C 700 --K 268W

T2M 26,094 3 0 4 97 28,107 3 0 4 105

T3M 27,757 3 0 4 104 29,897 3 0 4 112

T4M 27,658 3 0 4 103 29,792 3 0 5 111

T5M 28,025 5 0 4 105 30,186 5 0 4 113

TFTM 28,304 3 0 4 106 30,487 3 0 4 114

1000 mA 120C 1000 --K 416W

T2M 34,700 4 0 4 83 37,406 4 0 5 90

T3M 36,910 4 0 5 89 39,789 4 0 5 96

T4M 36,780 3 0 5 88 39,649 4 0 5 95

T5M 37,267 5 0 4 90 40,174 5 0 5 97

TFTM 37,638 3 0 5 90 40,574 3 0 5 98

Current (A)

Number 
of LEDs

Drive Current 
(mA)

System 
Watts

120V 208V 240V 277V 347V 480V

12OC
700 268W 2.643 1.511 1.318 1.159 0.923 0.674

1000 416W 4.135 2.397 2.111 1.886 1.527 1.210

Electrical Load

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor

1.0 0.94 0.90 0.83

Performance Data

 www.lithonia.com
 

Lumen Output
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier

0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.99

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the CSX2 LED 120C 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

FEATURES & SPECIFICATIONS

INTENDED USE 

CONSTRUCTION 

FINISH 

OPTICS 

®  criteria for 

ELECTRICAL 

 INSTALLATION 

 LISTINGS 

U.S. Patent No. D632830. U.S. Patent No. D653,382 S.

 
 to 

 WARRANTY 
 

.

 Note:  
 

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s CSX2 homepage. Photometric Diagrams
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Portfolio

SPECIFICATION FEATURES

Lower Shielding Reflector
Self-flanged, spun .050" thick 
aluminum lower reflector in 
combination with a lensed upper 
optical chamber provides superior 
lumen output with minimal source 
brightness. Available in all Portfolio 
Alzak® finishes.

Trim Retention
Lower reflector is retained with 
two torsion springs holding the 
flange tightly to the finished ceiling 
surface.

Plaster Frame / Collar
New Construction Housing: Die 
cast aluminum 1-1/2” deep collar 
accommodates ceiling materials 
up to 2”.

Universal Mounting Bracket
Accepts 1/2” EMT, C channel 
and bar hangers and adjusts 5” 
vertically from above and below 
the ceiling.

Junction Box
(4) 1/2” and (2) 3/4” trade size pry 
outs positioned to allow straight 
conduit runs. Listed for (8) #12 

AWG (four in, four out) 90°C 
conductors and feed thru branch 
wiring.

Thermal
Extruded aluminum heat sink 
conducts heat away from the LED 
module for optimal performance 
and long life. 
 
LED
LED system contains a plurality 
of high brightness white LED’s 
combined with a high reflectance 
upper reflector and convex 
transitional lens producing even 
distribution with no pixilation. 
Rated for 50,000 hours at 70% 
lumen maintenance. Auto 
resetting, thermally protected, 
LED’s are turned off when safe 
operating temperatures are 
exceeded. Color variation within 
3-step MacAdam ellipses. Flexible 
disconnect allows for tool-less 
replacement of LED engine from 
below ceiling. Available in 80 or 
90 CRI.

Driver
Combination 120-277V 0-10V or 

120V trailing edge phase cut driver 
provides flicker free dimming 
from 100% to 10%. Optional 
1% 0-10V, Fifth Light, DMX or 
Lutron® Ecosystem. Driver can be 
serviced from above or through the 
aperture.

Code Compliance
Thermally protected and cULus 
listed for protected wet locations. 
IP66 rated when used with IP66 
gasket kit accessory. Optional 
City of Chicago environmental 
air (CCEA) marking for plenum 
applications. EMI/RFI emissions 
per FCC 47CFR Part 18 Class B 
consumer limits. Non-IC rated - 
Insulation must be kept 3" from 
top and sides of housing. RoHS 
Compliant. Photometric testing 
completed in accordance with IES 
LM 79 standards. LED life testing 
completed in accordance with LM 
80 standards.

Warranty
5 year warranty on LED housings, 
LED Modules and LED Trims.

LD6A10 LD6A15 
LD6A20 LD6A30 

6LM

1000, 1500 Lumen LED

2000, 3000 Lumen LED 
STEPREPEAT>

6-Inch

Medium Beam Downlight

New Construction 

6 inch LED recessed medium beam downlight with 50° cut off specially 
designed for LED technology. Two-stage reflector system produces 
smooth distribution with excellent light control and low aperture 
brightness. Lumen packages include 1000, 1500, 2000 and 3000 lumens 
with color temperatures of 2700K, 3000K, 3500K, 4000K.

DESCRIPTION

6-9/16"
[167mm]

5-5/8" [143mm]

7" [176mm]

6-3/8" [162mm]

11-1/8"
[281mm]

12-1/4" [312mm]

TOP VIEW - NEW CONSTRUCTION

TOP VIEW - NEW CONSTRUCTION WITH BATTERY

13-3/8"
[339mm]

16-13/16" [472mm]

5-5/8" [143mm]

7" [176mm]
6-3/8" [162mm]

2000, 3000 Lumen
NEW CONSTRUCTION

1000, 1500 Lumen
NEW CONSTRUCTION

Note: Max Opening 6-1/2" [165mm]

8-9/16"
[217mm]

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

Refer to ENERGY STAR® Qualified 
Products List.

ADP110789
2015-07-29 12:03:02

EXTERIOR  LIGHTS CAN CONOPY 

LD6A15D010TE ERM6A

SPRINGHILL SUITES
CC

3000K

EJG
03/17/2016
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EXAMPLE: LD6A15D010TE ERM6A15835 6LM0LI=6” LED Medium Beam Reflector, 1500 Lumen 3,500 K Color with Universal 120 - 277V, 0 - 10 Driver 

Housing Lumens 1 Driver Opt ions 3, 4 Power  Module CRI Color

LD6A=6”Aperture,
LD6ACP=6”Aperture       

10=1000 Lumens
15=1500 Lumens
20=2000 Lumens
30=3000 Lumens    

1000, 1500, 2000 and 3000 Lumen
D010TE=120-277V 0-10V 10%
Dimming or Trailing Edge 120V Dimming
D5LT=Fifth Light® (DALI) 0% Dimming
DE010=1 to 100% Dimming, 120-277V 
50/60Hz, 0-10V
DL3=1 to 100% Dimming, 120-277V Lutron® 
Hi-Lume, Ecosystem or 3 Wire
DLT=Hi-Lume Forward Phase 2-wire 
Dimming 120V
DMX=DMX 0% Dimming

1000, 1500 and 2000 Lumen
D010TR=120-277V 0-10V 10% Dimming or 
Leading Edge 120V Dimming    

EMBOD=7W Bodine®

Emergency Module with
Remote Test Switch
IEMBOD=7W Bodine®
Emergency Module
with Integral Test
Switch    
EM7=7W Emergency 
Module with Remote 
Test Switch
EM14=14W Emergency 
Module with Remote 
Test Switch
IEM7=7W Emergency Module 
with Integral Test Switch
IEM14=14W Emergency Module 
with Integral Test Switch

ERM6A10=6”, 1000 Lumen
Module for Medium Beam
Reflector
ERM6A15=6”, 1500 Lumen
Module for  Medium Beam
Reflector
ERM6A20=6”, 2000 Lumen
Module for Medium Beam
Reflector
ERM6A30=6”, 3000 Lumen
Module for  Medium Beam
Reflector   

8=80 CRI
9=90 CRI

27=2700° K
30=3000° K
35=3500° K
40=4000° K
27CP=2700° K, Chicago Plenum
30CP=3000° K, Chicago plenum
35CP=3500° K, Chicago Plenum
40CP=4000° K, Chiago Plenum

Reflector F in ish Opt ions Accessories

6LM0=6” Medium Reflector,
Polymer Trim Ring
6LM1=6” Medium Reflector,
Self-flanged
6LM0E=6” Medium Reflector,
Polymer Trim Ring for use with
IEM Integral Emergency Option
6LM1E=6” Medium Reflector,
Self-flanged for use with IEM
Integral Emergency Option    

LI=Specular Clear
H=Semi-Specular Clear
WMH=Warm Haze
G=Specular Gold
WH=Wheat
WHH=Wheat Haze
GP=Graphite
GPH=Graphite Haze

B=Specular Black
W=Gloss White

6LM0, 6LM0E Only
BB=Black Baffle
WB=White Baffle 

Self-flanged Only
WF=White
Painted Flange 

HB26=C-channel Bar Hanger,
26” Long, Pair
HB50=C-channel Bar Hanger,
50” Long, Pair
RMB22=Wood Joist Bar Hanger,
22” Long, Pair
H347=347 To 120V Step Down
Transformer, 75VA  

H347200=347 to 120V Step Down
Transformer, 200VA Housings, Specify
Slope
HSA6=Slope Adapter for 6” Aperture
Housings, Specify Slope
TRM6=Metal Trim Ring, Specify Color2
TRR6=Rimless Trim Ring2
DT6=Deco Trim2
LGSKT6IP66= P66 Gasket Kit           

 Notes:  1  Nominal Lumens will vary depending on selected color, driver and reflector finish.
             2  Order trim with polymer trim ring (Consult specification sheet for color ordering information and options).
             3  Not available with Chicago Plenum.
             4  Not CSA approved.

 
 
 

ORDERING INFORMATION

ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 969 68.2

0-40 1280 90.1

0-60 1410 99.2

0-90 1421 100.0

90-180 0 0.0

0-180 1421 100.0

Test Number P135434

Platform LD6A15D010TE

Element ERM6A15835 6LM1H

Lumens 1421

Efficacy 62.9 Lm/W

SC 0.9

CONE OF LIGHT

D FC L W

5.5' 51 5 5

7' 32 6.4 6.4

8' 24 7.2 7.2

9' 19 8.2 8.2

10' 16 9 9

12' 11 11 11

0º
D

CANDELA TABLE

Degrees
Vertical

Candela 

0 1549

5 1514

15 1306

25 1023

35 493

45 123

55 27

65 8

75 2

85 0

90 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 11339

55 3048

65 1220

75 403

85 0

CANDLEPOWER DISTRIBUTION

Downlight

550

1100

1650 15º 30º

45º

60º

75º

90º

PHOTOMETRICS

LD6A10 LD6A15 LD6A20 LD6A30 6LM

ADP110789
2015-07-29 12:03:02

ENERGY DATA

Sound Rating: Class A standards

(Values at non-dimming line voltage)

Minimum Starting Temperature: -30°C (-22°F)

EMI/RFI: FCC Title 47 CFR, Part 15, Class B (Consumer)

Input Voltage: UNV (120V - 277V)

Power Factor: >0.90 (at nominal input 120-277 VAC & 100% of Rated Output Power)

3000 Lumen D010TE 2000 Lumen D010TE 

Input Power: 43.6W THD: <17% Input Power: 31.5W THD: <20%

120V Input Current: .37A 277V Input Current: .16A 120V Input Current: .27A 277V Input Current: .12A

Maximum Non-IC Ambient Continuous Maximum Non-IC Ambient Continuous

Input Frequency: 50/60Hz Input Frequency: 50/60Hz

1500 Lumen D010TE 1000 Lumen D010TE 

Input Power: 22.4W THD: <20% Input Power: 14.1W THD: <20%

120V Input Current: .12A 277V Input Current: .09A 120V Input Current: .12A 277V Input Current: .06A

Maximum Non-IC Ambient Continuous Maximum Non-IC Ambient Continuous

Input Frequency: 50-60Hz Input Frequency: 50-60Hz

120V 277V

Lumens Inrush (A) Duration (ms) Inrush (A) Duration (ms)

900/1000 0.486 0.4 0.848 0.182

1300/1500 0.717 1.58 0.531 1.24

1800/2000 0.832 0.405 1.25 0.788

2800/3000 1.09 0.3 1.23 0.294

ENERGY



Specifications and 
dimensions subject to 
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LD6A10 LD6A15 LD6A20 LD6A30 6LM

ADP110789
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ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 1286 80.8

0-40 1550 97.4

0-60 1590 99.9

0-90 1592 100.0

90-180 0 0.0

0-180 1592 100.0

ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 1502 68.2

0-40 1984 90.1

0-60 2185 99.2

0-90 2202 100.0

90-180 0 0.0

0-180 2202 100.0

ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 2028 80.8

0-40 2444 97.4

0-60 2507 99.9

0-90 2510 100.0

90-180 0 0.0

0-180 2510 100.0

Test Number P135314

Platform LD6A15D010TE

Element ERM6A15835 6LM1LI

Lumens 1592

Efficacy 70.4 Lm/W

SC 0.8

Test Number P135466

Platform LD6A20D010TE

Element ERM6A20835 6LM1H

Lumens 2202

Efficacy 67.1 Lm/W

SC 0.9

Test Number P135346

Platform LD6A20D010TE

Element ERM6A20835 6LM1LI

Lumens 2510

Efficacy 76.5 Lm/W

SC 0.8

CONE OF LIGHT

D FC L W

5.5' 73 4.4 4.4

7' 45 5.6 5.6

8' 34 6.4 6.4

9' 27 7.2 7.2

10' 22 8 8

12' 15 9.6 9.6

0º
D

CONE OF LIGHT

D FC L W

5.5' 79 5 5

7' 49 6.4 6.4

8' 38 7.2 7.2

9' 30 8.2 8.2

10' 24 9 9

12' 17 11 11

0º
D

CONE OF LIGHT

D FC L W

5.5' 114 4.4 4.4

7' 71 5.6 5.6

8' 54 6.4 6.4

9' 43 7.2 7.2

10' 35 8 8

12' 24 9.6 9.6

0º
D

CANDELA TABLE

Degrees
Vertical

Candela 

0 2195

5 2219

15 1968

25 1176

35 409

45 33

55 4

65 1

75 1

85 0

90 0

CANDELA TABLE

Degrees
Vertical

Candela 

0 2400

5 2347

15 2024

25 1585

35 764

45 191

55 42

65 12

75 2

85 0

90 0

CANDELA TABLE

Degrees
Vertical

Candela 

0 3461

5 3499

15 3103

25 1853

35 645

45 53

55 7

65 2

75 2

85 0

90 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 3072

55 489

65 170

75 277

85 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 17576

55 4720

65 1883

75 605

85 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 4844

55 773

65 262

75 429

85 0

CANDLEPOWER DISTRIBUTION

Downlight

750

1500

2250 15º 30º

45º

60º

75º

90º

CANDLEPOWER DISTRIBUTION

Downlight

800

1600

2400 15º 30º

45º

60º

75º

90º

CANDLEPOWER DISTRIBUTION

Downlight

1200

2400

3600 15º 30º

45º

60º

75º

90º

ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 2436 80.8

0-40 2935 97.4

0-60 3010 99.9

0-90 3014 100.0

90-180 0 0.0

0-180 3014 100.0

Test Number P135370

Platform LD6A30D010TE

Element ERM6A30835 6LM1LI

Lumens 3014

Efficacy 66.4 Lm/W

SC 0.8

CONE OF LIGHT

D FC L W

5.5' 137 4.4 4.4

7' 85 5.6 5.6

8' 65 6.4 6.4

9' 51 7.2 7.2

10' 42 8 8

12' 29 9.6 9.6

0º
D

CANDELA TABLE

Degrees
Vertical

Candela 

0 4156

5 4201

15 3726

25 2226

35 774

45 63

55 8

65 2

75 2

85 0

90 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 5813

55 921

65 309

75 504

85 0

CANDLEPOWER DISTRIBUTION

Downlight

1400

2800

4200 15º 30º

45º

60º

75º

90º

PHOTOMETRICS
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LD6A10 LD6A15 LD6A20 LD6A30 6LM

ZONAL LUMEN SUMMARY

Zone Lumens %Fixture

0-30 1804 68.2

0-40 2382 90.1

0-60 2623 99.2

0-90 2644 100.0

90-180 0 0.0

0-180 2644 100.0

Test Number P135490

Platform LD6A30D010TE

Element ERM6A30835 6LM1H

Lumens 2644

Efficacy 58.2 Lm/W

SC 0.9

CONE OF LIGHT

D FC L W

5.5' 95 5 5

7' 59 6.4 6.4

8' 45 7.2 7.2

9' 36 8.2 8.2

10' 29 9 9

12' 20 11 11

0º
D

CANDELA TABLE

Degrees
Vertical

Candela 

0 2882

5 2818

15 2431

25 1903

35 918

45 229

55 50

65 15

75 3

85 0

90 0

LUMINANCE

Average 
Candela 
Degrees

Average 0°
Luminance 

45 21101

55 5664

65 2269

75 731

85 0

CANDLEPOWER DISTRIBUTION

Downlight

1000

2000

3000 15º 30º

45º

60º

75º

90º

PHOTOMETRICS

LUMENS EM MULTIPLIER

7 14

900/1000 0.50 0.99

1300/1500 0.29 0.57

1800/2000 0.22 0.44

2800/3000 0.16 0.32

        

EM MULTIPLIER DATA



Catalog #

Project

Comments

Prepared by

Type

Date

SPECIFICATION FEATURES

07/02/2012 11:36:14 AMConsult your representative for additional options and finishes.
Specifications and Dimensions subject to change without notice. ADL032500

DESCRIPTION

Westwood 904 and 904-2 are small dimmable LED or MR16 low-voltage 
halogen luminaires.  Model 904 provides downlight or uplight by way of its 
180° rotational fixture head.  Model 904-2 provides combination uplight and 
downlight.  A square shroud option (-SQS) is available in both models, 
offering rectilinear styling instead of cylindrical.  Both models mount 
directly to any wall surface or over a standard 4-inch J-box and require a 
remote 12-volt step-down transformer (not included).  Various lenses, 
louvers, and color or dichroic filters can be combined - up to three at once - 
to create multiple lighting effects.

A ... Material
Housing and hood are 
precision-machined from 
corrosion-resistant 6061-T6 
aluminum billet, brass, bronze or 
stainless steel. Mounting canopy is 
constructed from 
corrosion-resistant silicone 
aluminum, brass, bronze or 
stainless steel.

B ... Finish Painted
Fixtures constructed from 6061-T6 
aluminum are double protected by 
an ROHS compliant chemical film 
undercoating and polyester 
powdercoat paint finish, 
surpassing the rigorous demands 
of the outdoor environment. A 
variety of standard colors are 
available. Brass, Bronze or 
Stainless Steel Fixtures 
constructed from brass, bronze or 
stainless steel are left unpainted to 
reveal the natural beauty of the 
material. Brass and bronze will 
patina naturally over time.

C ... Hood
Hood is removable for easy 
relamping and accepts up to three 
internal accessories at once 
(lenses, louvers, filters) to achieve 
multiple lighting effects. Weep 
holes prevent water collection on 
the uplight position.

D ... Gasket
Housing and hood are sealed with 
a high temperature silicone o-ring 
gasket to prevent water intrusion.

E ... Lens
Tempered glass lens, factory 
sealed with high temperature 
adhesive to prevent water 
intrusion and breakage due to 
thermal shock.

F ... Mounting
Both models mount directly to wall 
surface or over a standard 4" J-box 
and require remote 12V step-down 
transformer (not included). Model 
904 provides downlight or uplight. 
Model 904-2 provides 
non-adjustable uplight and 
downlight. Lumière's exclusive 
Siphon Protection System (S.P.S.) 
prevents water from siphoning into 
the fixture through its own lead 
wires.

G ... Hardware
Stainless steel hardware is 
standard to provide maximum 
corrosion-resistance.

H ... Socket
Ceramic socket with 250° C 
Teflon® coated lead wires and 
GU5.3 bi-pin base.

I ... Electrical
Remote 12V transformer required 
(not included).  NOTE: initial power 
draw on LED equipped fixtures is 
15 watts. When sizing transformer 
use 15 watts per LED fixture. 
Nominal power draw after start up 
is 10 or 6 watts accordingly.  Also, 
LEDs are more voltage sensative 
than standard halogen MR16 
lamps. The LED module is 
designed to operate between 10 
and 13 volts. Any less or more 
voltage can cause premature 
failures.

J ... Lamp
Halogen lamp not included.  
Available from Lumiere as an 
accessory - see reverse side for 
details and catalog logic.  LED 
modules are included and are 
available in four color 
temperatures (2700,3000,4000, and 
5700) and three distributions (spot, 
narrow, and flood).  Both color 
temperature and distribution must 
be specified  when ordering - see 
reverse side for details and catalog 
logic.

K ... Labels & Approvals
UL and cUL listed, standard wet 
label. IP65 rated. Manufactured to 
ISO 9001-2000 Quality Systems 
Standard. IBEW union made.

L ... Warranty
Lumière warrants its fixtures 
against defects in materials & 
workmanship for three (3) years. 
Auxiliary equipment such as 
transformers, ballasts and lamps 
carry the original manufacturer's 
warranty.

WESTWOOD

904
904-2

10W LED
6W LED

50W (max.) MR16
Low Voltage

Wall

3-7/8"
[98mm]

ø4-1/4"
[108mm]

8-5/8"
[219mm]

ø2-1/4"
[57mm]

5-5/8"
[143mm]

Westwood 904 Westwood 904-2

4"
[102mm]

ø4-1/4"
[108mm]

4-5/8"
[117mm]

ø2-1/4"
[57mm]

IP65

904-10LED4041-12-BZ

SPRINGHILL SUITES

BRONZE FINISH

EJG

BB - SIN

04/07/2016



Lumiere • Customer First Center • 1121 Highway 74 South • Peachtree City, GA 30269 • TEL 770.486.4800 • FAX 770.486.4801 07/02/2012 11:36:14 AM
Specifications and Dimensions subject to change without notice. ADL032500

PHOTOMETRIC DATA 904 / 904-2WESTWOOD

ORDERING INFORMATION

 

Voltage

12 12V=

Accessories
Glare Shield

FH203 Angled Glare Shield, MR16=

Filters

F71 Peach Dichroic Filter, 2.00'' Dia= F72 Amber Dichroic Filter, 2.00'' Dia=

F73 Green Dichroic Filter, 2.00'' Dia= F74 Medium Blue Dichroic Filter, 2.00'' Dia=

F75 Yellow Dichroic Filter, 2.00'' Dia= F76 Red Dichroic Filter, 2.00'' Dia=

F77 Dark Blue Dichroic Filter, 2.00'' Dia= F78 Light Blue Dichroic Filter, 2.00'' Dia=

F79 Neutral Density Dichroic Filter, 2.00'' Dia= F80 Magenta Dichroic Filter, 2.00'' Dia=

F22 Red Color Filter, 2.00'' Dia= F33 Blue Color Filter, 2.00'' Dia=

F44 Green Color Filter, 2.00'' Dia= F55 Yellow Color Filter, 2.00'' Dia=

F66 Mercury Vapor Color Filter, 2.00'' Dia=

Optical Lenses

LSL Linear Spread Lens (elongate standard beam 
spread), 2.00'' Dia

= OSL Overall Spread Lens (increase beam spread), 2.00'' 
Dia

=

DIF Diffused Lens (provide even illumination), 2.00'' Dia=

Optical Louver

LVR Hex Cell Louver (reduce glare), 2.00'' Dia=

Lamps

EZX 20W MR16 GU5.3 Bi-Pin Very Narrow Spot= ESX 20W MR16 GU5.3 Bi-Pin Narrow Spot=

BAB 20W MR16 GU5.3 Bi-Pin Flood= FRB 35W MR16 GU5.3 Bi-Pin Narrow Spot=

FRA 35W MR16 GU5.3 Bi-Pin Spot= FMW 35W MR16 GU5.3 Bi-Pin Flood=

EXT 50W MR16 GU5.3 Bi-Pin Narrow Spot= EXZ 50W MR16 GU5.3 Bi-Pin Narrow Flood=

EXN 50W MR16 GU5.3 Bi-Pin Flood= FNV 50W MR16 GU5.3 Bi-Pin Very Wide Flood=

Series

904 LED or MR16  Westwood Up/Down Wall Fixture Single 
Head, Round

=

904-2 MR16 Westwood Up/Down Wall Fixture - Dual Head, 
Round

=

904-UD LED or MR16 Westwood Up/Down Wall Fixture - Dual 
Head, Round

=

904-SQ LED or MR16 Westwood Up/Down Wall 
Fixture-Single Head, Square

=

904-SQ-UD LED or MR16 Westwood Up/Down Wall Fixture - 
Dual Head, Square

=

Finish
Painted

BK Black=

BZ Bronze=

CS City Silver=

VE Verde=

WT White=

Metal

NBR Brass=

NCP Copper=

NSS Stainless Steel=

Source

50MR16 50W Max Halogen MR16, GU5.3 Base=

6LED2712 6W 2700K, 12 Degree Spot, GU5.3 Base=

6LED2721 6W 2700K, 21 Degree Narrow, GU5.3 Base=

6LED2741 6W 2700K, 41 Degree Wide, GU5.3 Base=

6LED3012 6W 3000K, 12 Degree Spot, GU5.3 Base=

6LED3021 6W 3000K, 21 Degree Narrow, GU5.3 Base=

6LED3041 6W 3000K, 41 Degree Wide, GU5.3 Base=

6LED4012 6W 4000K,12 Degree Spot, GU5.3 Base=

6LED4021 6W 4000K, 21 Degree Narrow, Gu5.3 Base=

6LED4041 6W 4000K, 41 Degree Wide, GU5.3 Base=

6LED5712 6W 5700K, 12 Degree Spot, GU6.3 Base=

6LED5721 6W 5700K, 21 Degree Narrow, GU5.3 Base=

6LED5741 6W 5700K, 41 Degree Wide, GU5.3 Base=

10LED2712 10W 2700K, 12 Degree Spot, GU5.3 Base=

10LED2721 10W 2700K, 21 Degree Narrow, GU5.3 Base=

10LED2741 10W 2700K, 41 Degree Wide, GU5.3 Base=

10LED3012 10W 3000K, 12 Degree Spot, GU5.3 Base=

10LED3021 10W 3000K, 21 Degree Narrow, GU5.3 Base=

10LED3041 10W 3000K, 41 Degree Wide, GU5.3  Base=

10LED4012 10W 4000K, 12 Degree Spot, GU5.3 Base=

10LED4021 10W 4000K, 21 Degree Narrow, GU5.3 Base=

10LED4041 10W 4000K, 41 Degree Wide, GU5.3 Base=

10LED5712 10W 5700K 12 Degree Spot, GU5.3 Base=

10LED5721 10W 5700K, 21 Degree Narrow, GU5.3 Base=

10LED5741 10W 5700K, 41 Degree Wide, GU5.3 Base=

* Lamp not included.Notes:

* 12V remote transformer required - not included.

* See ACCESSORIES & TECHNICAL DATA section of the Lumière catalog for Low Voltage Cable & Transformers.

* Consult your Cooper Lighting representative for additional options and finishes.

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

4'0"

3'0"

2'0"

1'6"

1'0"

0'6"

45

102

159

283

638

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Lamp Wattage Multiplier

20W x 0.32

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

10'0"

6'6"

5'0"

4'0"

2'6"

1'0"

13

29

45

81

181

725

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

12'0"

8'0"

6'6"

5'0"

3'0"

1'6"

7

17

27

48

106

431

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Lamp Wattage Multiplier

35W x 0.57
20W x 0.30

15'0"

10'0"

8'0"

6'0"

4'0"

2'0"

17'0"

11'6"

9'0"

7'0"

4'6"

2'0"

5

11

17

30

67

269

Cone  o f  L ight

Distance to

Illuminated Plane

Initial Nadir

Footcandles

Beam 

Diameter

Westwood 904/904-2
Lamp=50MR16/NSP

(EXT)
CBCP=11,000

Westwood 904/904-2
Lamp=50MR16/NFL

(EXZ)
CBCP=3200

Westwood 904/904-2
Lamp=50MR16/FL

(EXN)
CBCP=2000

Westwood 904/904-2
Lamp=50MR16/WFL

(FNV)
CBCP=1200

2550
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LAMP INFORMATION

NOTES AND FORMULAS

Lamp Watts Beam Spread CBCP °K Life (hrs.) Base Volts

6LED2712 6 12° 3358 2700 50000 GU5.3 bi-pin 12

6LED2721 6 21° 937 2700 50000 GU5.3 bi-pin 12

6LED2741 6 41° 472 2700 50000 GU5.3 bi-pin 12

6LED3012 6 12° 3694 3000 50000 GU5.3 bi-pin 12

6LED3021 6 21° 1019 3000 50000 GU5.3 bi-pin 12

6LED3041 6 41° 646 3000 50000 GU5.3 bi-pin 12

6LED4012 6 12° 4280 4000 50000 GU5.3 bi-pin 12

6LED4021 6 21° 1179 4000 50000 GU5.3 bi-pin 12

6LED4041 6 41° 754 4000 50000 GU5.3 bi-pin 12

6LED5712 6 12° 4496 5700 50000 GU5.3 bi-pin 12

6LED5721 6 21° 1275 5700 50000 GU5.3 bi-pin 12

6LED5741 6 41° 792 5700 50000 GU5.3 bi-pin 12

10LED2712 10 12° 5037 2700 50000 GU5.3 bi-pin 12

10LED2721 10 21° 1406 2700 50000 GU5.3 bi-pin 12

10LED2741 10 41° 708 2700 50000 GU5.3 bi-pin 12

10LED3012 10 12° 5513 3000 50000 GU5.3 bi-pin 12

10LED3021 10 21° 1521 3000 50000 GU5.3 bi-pin 12

10LED3041 10 41° 964 3000 50000 GU5.3 bi-pin 12

10LED4012 10 12° 6389 4000 50000 GU5.3 bi-pin 12

10LED4021 10 21° 1759 4000 50000 GU5.3 bi-pin 12

10LED4041 10 41° 1125 4000 50000 GU5.3 bi-pin 12

10LED5712 10 12° 6711 5700 50000 GU5.3 bi-pin 12

10LED5721 10 21° 1903 5700 50000 GU5.3 bi-pin 12

10LED5741 10 41° 1182 5700 50000 GU5.3 bi-pin 12

50MR16/NSP 50 12° 11,000 3050 4000 GU5.3 bi-pin 12

50MR16/NSL 50 25° 3200 3050 4000 GU5.3 bi-pin 12

50MR16/FL 50 40° 2000 3050 4000 GU5.3 bi-pin 12

50MR16/WFL 50 60° 1200 3050 4000 GU5.3 bi-pin 12











































SPECIFY WHITE, BLACK, LIGHT BRONZE, DARK BRONZE, ALMOND, BROWN, TAN, 
SANDSTONE OR GREEN BAKED ON ENAMEL OR  SATIN ANODIZED. 

CALL FOR PRICES ON THE DURANODIC FINISH

Phone (937) 526-4065
Fax (937) 526-3904

email: info@superioraluminum.com555 E. MAIN STREET, P.O. BOX 430, RUSSIA, OHIO  45363

Aluminum
Products, Inc.

Price List Series 

7000

FORM 7000, JULY‘15
REPLACES #7000, JUNE ‘11

DESCRIPTION 2 LINE 3 LINE
36” high    42” high    48” high    60” high 42” high    48” high    60” high    72” high

•  #310 Picket Screw #8 x 1/2”................................$ .08 ea.
•  #911 Picket Screw.................................................$ .15 ea.
•  #923 Rail Wedge..................................................$ 2.50 ea.
•  #930 Cast Picket Spear 4” high........................$ 7.10 ea.
•  #947B Adjustable End Bracket..........................$ 9.35 ea.
•  #951 Post Ball Cap 2-1/2” Sq..........................$ 29.15 ea.
•  #953B 2 Way Swivel Bracket...........................$ 19.25 ea.
•  #954B Horizontal Swivel Bracket.....................$ 11.70 ea.
•  #956 Vertical Swivel Bracket............................$ 12.05 ea.
•  #991 Cast Picket Spear....................................$ 13.10 ea.
•  Welded Gates (includes Std. Hinge & Latch).....$ .41 sq/in.

(Call for prices on Arched Gates)
•  Heavy Duty Aluminum Piano Hinge..........$ 31.00 per ft.
•  #927 Self-Closing Aluminum Hinge......$ 145.00 per set
•  Magna Latch (when included with gate)........$ 65.00 ea.
•  Stainless Steel Dop Rod................................$ 147.00 ea.

6 Ft. Assembled Fence 
Consists of:

• #903 Rails (If Sloped - #904 Rails 
Specify Angle)

•  #907 Screw Covers
•  #310 Picket Screws
•  #923 Rail Wedges
•  3/4” sq. Pickets on 4 1/2” Centers 

(15 Pickets)
•  Select Fence Style A thru L

(Call for prices on styles F, I, & J)

A Post Consists of:
•  #957 or #973 Base Flange or 

2 ft. Embedded
•  #990 2 1/2” sq Tubing
•  #950 Post Cap
•  Machined Openings to receive the Rails 

(if Sloped-Specify Angle)
•  Specify End Post, Section Post 

or Corner Post

$41.75 FT.

$55.50 FT.

$43.95 FT.

$57.70 FT.

$46.10 FT.

$59.90 FT.

$50.45 FT.

$64.30 FT.

$52.85 FT.

$69.15 FT.

$55.00 FT.

$71.30 FT.

$59.35 FT.

$75.65 FT.

$63.70 FT.

$80.00 FT.

TURN THE PAGE OVER 

FENCE - KNOCKED-DOWN

FENCE - ASSEMBLED

CUSTOM
SIZES

PART #
PRICE

362 G
$190.70

422 G
$200.85

482 G
$211.00

602 G
$231.30

423 G
$239.50

483 G
$249.65

603 G
$269.95

723 G
$290.25

362 H
$190.70

422 H
$200.85

482 H
$211.00

602 H
$231.30

423 H
$239.50

483 H
$249.65

603 H
$269.95

723 H
$290.25

362 I
$69.25

422 I
$72.40

482 I
$75.55

602 I
$81.85

423 I
$80.25

483 I
$83.40

603 I
$89.70

723 I
$96.00

362 J
$102.90

422 J
$106.05

482 J
$109.20

602 J
$115.50

423 J
$113.90

483 J
$117.05

603 J
$123.35

723 J
$129.05

362 K
$42.15

422 K
$44.65

482 K
$47.15

602 K
$52.20

423 K
$53.50

483 K
$56.00

603 K
$61.05

723 K
$66.10

FOR LEVEL AREA
6 FT. ASSEMBLED

FENCING

PART #
PRICE

362 A
$173.05

422 A
$181.20

482 A
$189.35

602 A
$205.65

423 A
$217.80

483 A
$225.95

603 A
$242.25

723 A
$258.55

FOR LEVEL AREA
5 FT. ASSEMBLED

FENCING

PART #
PRICE

362 F
$149.25

422 F
$156.00

482 F
$162.75

602 F
$176.25

423 F
$186.80

483 F
$193.55

603 F
$207.05

723 F
$220.55

FOR LEVEL AREA
4 FT. ASSEMBLED

FENCING

PART #
PRICE

PART #
PRICE
PART #
PRICE

PART #
PRICE

STRAIGHT WALL
PLATE

362 M
$57.65

422 M
$60.15

482 M
$62.70

602 M
$67.80

423 M
$69.50

483 M
$72.00

603 M
$77.05

723 M
$82.10

PART #
PRICE

SWIVEL WALL 
PLATE

FOR SLOPED AREA
6 FT. ASSEMBLED

FENCING

2 1/2” POST-EMBEDDED
2’ SPECIFY END,

SECTION OR CORNER
2 1/2” POST-BASE

FLANGE SPECIFY END,
SECTION OR CORNER

362 N
$144.00

422 N
$152.00

482 N
$160.00

602 N
$176.00

423 N
$166.55

483 N
$174.55

603 N
$190.55

723 N
$206.55

362 O
$174.50

422 O
$182.50

482 O
$190.50

602 O
$206.50

423 O
$197.05

483 O
$205.05

603 O
$221.05

723 O
$237.05

PART #
PRICE

PART #
PRICE

4” POST-BASE FLANGE
SPECIFY END,

SECTION OR CORNER

4” POST-EMBEDDED 
2’ SPECIFY END,

SECTION OR CORNER





SPECIFY WHITE, BLACK, LIGHT BRONZE, DARK BRONZE, ALMOND, BROWN, TAN, SANDSTONE OR GREEN
BAKED ON ENAMEL OR  SATIN ANODIZED. CALL FOR PRICES ON THE DURANODIC FINISH

Phone (937) 526-4065
Fax (937) 526-3904

email: info@superioraluminum.com555 E. MAIN STREET, P.O. BOX 430, RUSSIA, OHIO  45363

Aluminum
Products, Inc.

Price List Series 

9000

FORM 9000, JULY ‘15
REPLACES #9000, JUNE ‘11

DESCRIPTION 2 LINE 3 LINE
36” high    42” high    48” high    60” high 42” high    48” high    60” high   72” high

A 6 Ft. Assembled 
Railing Consists of:
•  #905 Top Rail
•  #903 Bottom Rail or

#904 For Step Area
(Specify Angle)

•  #907 Screw Covers
•  #911 Picket Screws
•  #923 Rail Wedges
•  #9B 3/4” sq. Pickets on 

4 1/2” Centers (15 Pickets)
•  Select Railing Style

A Post Consists of:
•  #990 2 1/2” square Tubing
•  #950 Post Cap
•  Machined Openings to 

receive the Rails 
•  #920 (embed) or #957 

or #973 Base

PART #
PRICE

362 L
$183.00

422 L
$193.00

482 L
$203.00

602 L
$223.00

423 L
$240.00

483 L
$250.00

603 L
$270.00

723 L
$290.00

362 S
$183.00

422 S
$193.00

482 S
$203.00

602 S
$223.00

423 S
$240.00

483 S
$250.00

603 S
$270.00

723 S
$290.00

362 E
$76.85

422 E
$80.00

482 E
$83.15

602 E
$89.45

423 E
$88.00

483 E
$91.15

603 E
$97.45

723 E
$103.75

362 B
$105.00

422 B
$108.15

482 B
$111.30

602 B
$117.60

423 B
$116.15

483 B
$119.30

603 B
$125.60

723 B
$131.90

362 W
$42.15

422 W
$44.65

482 W
$47.15

602 W
$52.20

423 W
$53.50

483 W
$56.00

603 W
$61.05

723 W
$66.10

FOR LEVEL AREA
6 FT. ASSEMBLED

RAILING

PART #
PRICE

362 P
$168.00

422 P
$176.00

482 P
$184.00

602 P
$200.00

423 P
$225.00

483 P
$235.00

603 P
$255.00

723 P
$275.00

FOR LEVEL AREA
5 FT. ASSEMBLED

RAILING

PART #
PRICE

362 V
$143.00

422 V
$150.00

482 V
$157.00

602 V
$171.00

423 V
$190.00

483 V
$200.00

603 V
$220.00

723 V
$240.00

FOR LEVEL AREA
4 FT. ASSEMBLED

RAILING

PART #
PRICE

PART #
PRICE
PART #
PRICE

PART #
PRICE

WALL PLATES
LEVEL AREA

SPECIFY TYPE

FOR STEP AREA
6 FT. ASSEMBLED

RAILING

2 1/2” POST-EMBEDDED
6” LEVEL AREA
SPECIFY TYPE

2 1/2” POST-BASE
FLANGE LEVEL AREA

SPECIFY TYPE

362 R
$120.00

422 R
$128.00

482 R
$136.00

602 R
$152.00

423 R
$142.55

483 R
$150.55

603 R
$166.55

723 R
$182.55

362 T
$174.50

422 T
$182.50

482 T
$190.50

602 T
$206.50

423 T
$197.05

483 T
$205.05

603 T
$221.05

723 T
$237.05

PART #
PRICE

PART #
PRICE

4” POST-BASE
FLANGE LEVEL AREA

SPECIFY TYPE

4” POST-EMBEDDED
6” LEVEL AREA
SPECIFY TYPE

•  Add $12.50 per ft. for belly picket railing 
•  Add $6.25 for #902 post machined opening 
•  #902 Top Rail 2”w x 4”h per 6ft: add $28.20
•  #902 Top Rail 2”w x 4”h custom sizes add $4.70 per ft.
•  Handrail #905 $10.35 per ft. (add brackets and fittings)
•  For Step Area: add the required brackets to the post price     

and the wall plate price 
•  4” Square Posts: add $26.00 to each post if the #902 top  

rail is used 
•  Railing per 6 ft.: add $4.80 for a 1 7/8” opening 

under bottom rail
•  #310 Screw #8 x 1/2”..........................................$ .08 ea.
•  #923 Rail Wedge....................................................$ 2.50 ea.
•  #924 Rail Tab........................................................$ 1.70 ea.
•  #939T Top Adjustable End Bracket.......................$ 9.35 ea

•  #946 Top Adjustable End Bracket for #902........$ 15.05 ea.
•  #947B Bottom Adjustable End Bracket.................$ 9.35 ea.
•  #959 Top Vertical Swivel Bracket.........................$ 13.10 ea.
•  #956 Bottom Vertical Swivel Bracket...................$ 12.05 ea.
•  #969T Top Horizontal Swivel Bracket.................$ 11.70 ea.
•  #954B Bottom Horizontal Swivel Bracket...........$ 11.70 ea.
•  #933T Top 2-Way Swivel Bracket................$  19.25 ea.
•  #953B Bottom 2-Way Swivel Bracket..........$  19.25 ea.
•  #986 Lambs Tongue.....................................$ 15.90 ea.
•  Welded Gates (Std. Hinge & Latch)............$  .41 sq/in.
•  Heavy Duty Aluminum Piano Hinge..............$ 31.00 per ft.
•  #927 Self-Closing Aluminum Hinge...........$ 145.00 per set
•  Magna Latch (when included with gate)............$ 65.00 ea.
• Stainless Steel Dop Rod............................$ 147.00 ea.

TURN THE PAGE OVER 

$34.65 FT.

$42.65 FT.

$36.50 FT.

$44.50 FT.

$38.40 FT.

$46.40 FT.

$42.15 FT.

$50.15 FT.

$47.00 FT.

$55.00 FT.

$48.90 FT.

$56.90 FT.

$52.65 FT.

$60.65 FT.

$56.40 FT.

$64.40 FT.

RAILING w/#905 TR KD

RAILING w/#905 ASSEMBLED

CUSTOM
SIZES
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Marriott Description:
OUTDOOR-OTTOMAN-610717SO-SQUARE-DUPIONE
DEEP SEA #8019-B

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-202
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000220767

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 610717SO
Catalog No:

Specification
ITEM: OUTDOOR SQUARE OTTOMAN
DIMENSIONS: 15.5"(H) X 32"(W) X 32"(D)
SEAT CUSHION: 4"(H) X 32"(W) X 32"(D)
FINISH:
MATERIAL: ROTOFORM POLYMER RESIN FRAME W/ UV INHIBITER
COLOR: MHG - MAHOGANY
FABRIC: SUNBRELLA ACRYLIC/DUPIONE DEEP SEA #8019-B
OTHER: DRAINAGE HOLES
-RETICULATED FOAM CUSHION W/ MOISTURE BARRIER
-STAINLESS STEEL BUTTON SNAPS ON FRAME & CUSHION
-2" GLIDES
-INTERNAL STITCHING ALONG CUSHION PERIMETER & ZIPPER
WARRANTY: FRAME: 3 YEARS
FABRIC: 1 YEAR
CARTONING INCLUDED
KE/BMC

Room Types Where This Is Used
Public Space - Outdoor OD-202

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 105

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-OTTOMAN-610708CO-CURVED-DUPIONE
DEEP SEA- #8019-B

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-204
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000220757

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 610708CO
Catalog No:

Specification
ITEM: OUTDOOR CURVED OTTOMAN
DIMENSIONS: 15.5"(H) X 32"(W) X 32"(D)
SEAT CUSHION: 4"(H) X 32"(W) X 32"(D)
FINISH:
MATERIAL: ROTOFORM POLYMER RESIN FRAME W/ UV INHIBITER
COLOR: MHG - MAHOGANY
FABRIC: SUNBRELLA ACRYLIC/ DUPIONE DEEP SEA #8019-B
OTHER: DRAINAGE HOLES
-RETICULATED FOAM CUSHION W/ MOISTURE BARRIER
-STAINLESS STEEL BUTTON SNAPS ON FRAME & CUSHION
-2" GLIDES
-INTERNAL STITCHING ALONG CUSHION PERIMETER & ZIPPER
WARRANTY: FRAME: 3 YEARS
FABRIC: 1 YEAR
REPLACEMENT CUSHION: MI# 220770
CARTONING INCLUDED
KE/BMC UPDATED 9/25/14

Room Types Where This Is Used
Public Space - Outdoor OD-204

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 106

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-TABLE-610782-ROUND SIDE-WHITE-16 IN DIA

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-205
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136618

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 610782
Catalog No:

Specification
ITEM: ROUND SIDE TABLE
DIMENSIONS: 16" D 19" H
FINISH:
MATERIAL- ROTOFORM
COLOR- WHT - WHITE
CARTONING INCLUDED
HC/HR HC 11/5/09

Room Types Where This Is Used
Public Space - Outdoor OD-205

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 107

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-CHAIR-610710CC-CURVED CORNER MODULE
-DUPIONE DEEP SEA

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-206
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000220763

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 610710CC
Catalog No:

Specification
ITEM: OUTDOOR CURVED CORNER MODULE
DIMENSIONS: 29.5"(H) X 34"(W) X 34"(D), 15.5"(SH)
CUSHION DIMENSIONS:
SEAT: 15"(H) X 44"(W) X 3"(D)
BACK: 4"(H) X 38"(W) X 27"(D)
FINISH:
MATERIAL: ROTOFORM POLYMER RESIN FRAME W/ UV INHIBITER
COLOR: MHG - MAHOGANY
BACK & SEAT CUSHION FABRIC: SUNBRELLA ACRYLIC/DUPIONE
DEEP SEA #8019-B
OTHER: DRAINAGE HOLES
-RETICULATED FOAM CUSHION W/ MOISTURE BARRIER
-STAINLESS STEEL BUTTON SNAPS ON FRAME & CUSHION
-2" GLIDES
-INTERNAL STITCHING ALONG CUSHION PERIMETER & ZIPPER
WARRANTY: FRAME: 3 YEARS
FABRIC: 1 YEAR
REPLACEMENT BACK & SEAT CUSHION: MI #246949
CARTONING INCLUDED
KE/BMC UPDATED 9/26/14

Room Types Where This Is Used
Public Space - Outdoor OD-206

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 108

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-CHAIR-610710MC-CENTER MODULE-
DUPIONE DEEP

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-207
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000220760

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 610710MC
Catalog No:

Specification
ITEM: OUTDOOR CENTER MODULE
DIMENSIONS: 29.5"(H) X 32"(W) X 34"(D), 15.5" (SH)
CUSHION DIMENSIONS:
SEAT: 4"(H) X 32"(W) X 27"(D)
BACK: 15"(H) X 32"(W) X 3"(D)
FINISH:
MATERIAL: ROTOFORM POLYMER RESIN FRAME W/ UV INHIBITER
COLOR: MHG - MAHOGANY
BACK & SEAT CUSHION FABRIC: SUNBRELLA ACRYLIC/DUPIONE
DEEP SEA #8019-B
OTHER: DRAINAGE HOLES
-RETICULATED FOAM CUSHION W/ MOISTURE BARRIER
-STAINLESS STEEL BUTTON SNAPS ON FRAME & CUSHION
-2" GLIDES
-INTERNAL STITCHING ALONG CUSHION PERIMETER & ZIPPER
WARRANTY: FRAME: 3 YEARS
FABRIC: 1 YEAR
REPLACEMENT BACK & SEAT CUSHION: MI #246949
CARTONING INCLUDED
KE/BMC UPDATED 9/26/14

Room Types Where This Is Used
Public Space - Outdoor OD-207

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 109

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-CHAIR-240524-DINING-SOUTH BEACH SLING-
OCEAN MIST

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-208
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136619

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 240524
Catalog No:

Specification
ITEM: OUTDOOR SOUTH BEACH SLING DINING CHAIR
DIMENSIONS: 26 1/2" W X 25.5 DX 32H
FRAME FINISH: ALM (ALUMINUM METALLIC)
OTHER: FABRIC - 27230 OCEAN MIST GRADE B (WITH REINFORCED
DOUBLE STITCHING)
NOTE: ADDED 8.3.2010 FOR ALL ORDERS GOING FORWARD
OTHER: 2 PER BOX
CARTONING INCLUDED
HC/HR/KE/BMC UPDATED 8/4/2010

Room Types Where This Is Used
Public Space - Outdoor OD-208

Public Space - Pool RO-210

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 110

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-TABLE TOP-FG30R-ROUND FAUX GRANITE-
NO HOLE-30 IN

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-210
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000137622

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: FG30R
Catalog No:

Specification
ITEM: ROUND OUTDOOR FAUX GRANTIE TABLE TOP
DIMENSIONS: 30" ROUND
THICKNESS (AT CENTER)- 1"
COLOR- MOROCCO (MOR)
EDGE: OGEE
THICKNESS- 1.5" EDGE
PREDRILL FOR BASE: NO DRILLING REQUIRED
OTHER: HARDWARE INCLUDED
FOB: SARASOTA, FL; IRVING, CA
CARTONING INCLUDED
HC/HR

Room Types Where This Is Used
Public Space - Outdoor OD-210

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 111

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-TABLE BASE-1874B-ONLY FOR FG30R-ALM-
27 IN H

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-210B
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000137623

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 1874B
Catalog No:

Specification
ITEM: OUTDOOR TABLE BASE ONLY FOR FG30R (MI#137622)
BASE HEIGHT: 27"
BASE SPREAD: 19"
SPIDER SIZE: 28"
MATERIAL COLOR/FINISH: ALMUMINUM METALLIC
FOB: SARASOTA, FL; IRVING, CA
CARTONING INCLUDED
HC/HR

Room Types Where This Is Used
Public Space - Outdoor OD-210B

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 112

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
PLANTER-ESPRESSO METALLIC/BLK INTERIOR& LINER-
EXT TOP-20WX37H

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: OD-800
Area: Public Space
Category/Name: PLNTR
Marriott Item ID: 000000000000216809

Vendor Name: PLANTSCAPING INC
Vendor Item ID: ESPRESSO PLANTER
Catalog No:

Specification
ITEM: PLANTER
DIMENSIONS:
INTERIOR TOP- W: 18.5" D: 18.5" H: 36.5"
EXTERIOR TOP- W: 20" D: 20" H: 37"
FINISH MATERIAL AND COLOR:
INTERIOR: BLACK INTERIOR & LINER
EXTERIOR - ESPRESSO METALLIC
WATERPROOFING: YES - REQUIRED FOR LIVE PLANTS
LINER INCLUDED: YES, IT IS WATERTIGHT - USING LINER
DRAIN PLUG: YES, IN BASE OF CONTAINER
OTHER: PLANT NOT INCLUDED
WEIGHT/CUBE: 40 LBS
CARTONING INCLUDED
GC/RMB

Room Types Where This Is Used
Public Space - Outdoor OD-800

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 113
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Marriott Description:
OUTDOOR-CHAIR-240524-DINING-SOUTH BEACH SLING-
OCEAN MIST

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-210
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136619

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 240524
Catalog No:

Specification
ITEM: OUTDOOR SOUTH BEACH SLING DINING CHAIR
DIMENSIONS: 26 1/2" W X 25.5 DX 32H
FRAME FINISH: ALM (ALUMINUM METALLIC)
OTHER: FABRIC - 27230 OCEAN MIST GRADE B (WITH REINFORCED
DOUBLE STITCHING)
NOTE: ADDED 8.3.2010 FOR ALL ORDERS GOING FORWARD
OTHER: 2 PER BOX
CARTONING INCLUDED
HC/HR/KE/BMC UPDATED 8/4/2010

Room Types Where This Is Used
Public Space - Outdoor OD-208

Public Space - Pool RO-210

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 184
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Marriott Description:
OUTDOOR-TABLE-8082B-ROUND-ALUMINUM-20 IN

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-212
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136623

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 8082SB
Catalog No:

Specification
ITEM: 20" ROUND BLVD PATTERNED TOP TEA TABLE
DIMENSIONS: 20" TOP, 16"H
ALUMINUM TYPE: SEE BELOW
FRAME FINISH: ALM (ALUMINUM METALLIC)
3000 SERIES ROLLED SHEET ALUMINUM - .125"
TABLE TOP (SHEET)
WARRANTY: FRAME & FINISH 5 YEARS
QTY PER CARTON 1
FOB: SARASOTA, FL ; IRVINE, CA
CARTONING INCLUDED
HC/HR

Room Types Where This Is Used
Public Space - Pool RO-212

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 185
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Marriott Description:
OUTDOOR-CHAISE LOUNGE-240532-SOUTH BEACH-
OCEAN MIST

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-213
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136622

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 240532
Catalog No:

Specification
ITEM: OUTDOOR SOUTH BEACH RELAXED SLING NESTABLE CHAISE
LOUNGE CHAIR
DIMENSIONS: 28.5 W X 84.5 D
FRAME FINISH: ALM (ALUMINUM METALLIC)
OTHER: FABRIC - 27230 OCEAN MIST GRADE B (WITH REINFORCED
DOUBLE STITCHING)
NOTE: ADDED 8.3.2010 FOR ALL ORDERS GOING FORWARD
OTHER: 2 PER BOX
CARTONING INCLUDED
HC/HR/KE/BMC UPDATED 8/4/2010

Room Types Where This Is Used
Public Space - Pool RO-213

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
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Marriott Description:
OUTDOOR-TABLE-1903485SBU-ROUND UMBRELLA-
ALUMINUM-48 IN DIA

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-214
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136624

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: 190348SBU
Catalog No:

Specification
ITEM: OUTDOOR ROUND UMBRELLA TABLE
DIMENSIONS: 48" ROUND 28" H
FRAME FINISH: ALM (ALUMINUM METALLIC)
OTHER: WITH UMBRELLA HOLE
CARTONING INCLUDED
HC/HR

Room Types Where This Is Used
Public Space - Pool RO-214

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 187

ARCHITECTURE AND CONSTRUCTION

MARRIOTT INTERNATIONAL ~ FERNWOOD ROAD, BETHESDA, MD 20817

Brand: SpringHill Suites Decor Package: Inspire Decor
Title: Gen 4.5 New Build Decor Package



Marriott Description:
OUTDOOR-UMBRELLA-PO085MS-ALUMINUM

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-215
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000219377

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: PO085MS
Catalog No:

Specification
ITEM: PORTOFINO UMBRELLA, MANUAL LIFT, SOLID POLE
DIMENSIONS: 8.5' OCTAGON
FRAME FINISH: ALM (ALUMINUM METALLIC)
FABRIC: SKYLINE STEEL #15223 (GRADE A)
6000 SERIES EXTRUDED ALUMINUM ALLOY - .062"
ARMS (TUBE)
ARM REINFORCEMENT (BAR) - .187" SOLID
POLE (TUBE) - .125"
WARRANTY: FRAME & FINISH 5 YEARS, FABRIC 1 YEAR
QTY PER CARTON 1
FOB: SARASOTA, FL ; IRVINE, CA
CARTONING INCLUDED
KE/BMC

Room Types Where This Is Used
Public Space - Pool RO-215

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 188
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Marriott Description:
OUTDOOR-BASE-SP20R15-ROUND FOR UMBRELLA-
ALUMINUM-20 IN DIA

Item UOM: EA
Marriott BOM Name: SHSINS
BOM Description: Inspire Decor

Drawing Reference Designator: RO-216
Area: Public Space
Category/Name: POOLF
Marriott Item ID: 000000000000136667

Vendor Name: TROPITONE FURNITURE
COMPANY INC

Vendor Item ID: SP20R15
Catalog No:

Specification
ITEM: 20" ROUND STEEL PLATE BASE, TABLE HEIGHT
DIMENSIONS: 20" ROUND
FRAME FINISH: ALM (ALUMINUM METALLIC)
FABRIC: N/A
WARRANTY: FRAME & FINISH 5 YEARS
QTY PER CARTON 1
FOB: SARASOTA, FL ; IRVINE, CA
CARTONING INCLUDED
HC/HR

Room Types Where This Is Used
Public Space - Pool RO-216

Effective Date: 06-29-2011
Published Date: 07-20-2015
Version: Version 5.15
Printed Date: 20-07-2015 Page: 189
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Rigid, lightweight panels are  

48 inches wide and 6 ft, 8 ft, 

10 ft, 12 ft, 14 ft long and can  

be installed either vertically, 

horizontally, wall mounted or  

freestanding.

In addition to the standard panel, 

the greenscreen® system of green 

facade wall products includes 

the Column Trellis, customized 

Crimp-to-Curve shapes, panel 

trims and a complete selection of 

engineered attachment solutions. 

Customiziation and adaptation 

to unique project specifications 

can easily become a part of your 

greenscreen® project. The panels 

are made from recycled content, 

galvanized steel wire and finished 

with a baked on powder coat for 

durability.

National Wildlife Federation Headquarters - Reston, VA



Modular Panels 

Use for covering walls,  
freestanding fences, screens  
and enclosures.

Standard Sizes:  
width: 48” wide  

length: 6’, 8’, 10’, 12’, 14’  

thickness: 3" standard 

Custom dimensions available in 2" 

increments, length and width.

See our Accessory Items, Mounting 

Options and Detail Examples that 

work together to provide efficient 

solutions.

Column Trellis 

Use as a vertical freestanding 
element or as a cover for existing  
posts. Coiled or flat for easy 
field installation in standard or 
custom diameters.

Standard Sizes: 
dia: 15½”  

height: 6', 8', 10', 12', 14' 

Custom heights in 2” increments 

thickness: 3" standard

Planter Options 

Planter options are available for a 

variety of applications and panel 

heights. Standard 4 ft. wide fiberglass 

planter units support up to 6' tall 

screens, and Column planters work 

with our standard diameter Column 

Trellis. Our Hedge-A-Matic family of 

planters use rectangle, curved and 

square shapes with shorter screens, 

for venues like patios, restaurants, 

entries and decks.

basic elements
greenscreen® is a three-dimensional, welded wire green facade wall system. 

The distinctive modular trellis panel is the building block of greenscreen.®

Crimp-to-Curve 

Use for curved surfaces, 
covering walls, freestanding 
fences, screens, and enclosures.

Standard Sizes:  
radius: standard radius 4 ft to 12 ft 

at 12" increments 

length: Available in 4" increments. 

thickness: 3” 

Custom radius and lengths available. 

Width variable in 2" increments.

Custom 

Using our basic panel as the 
building block, we are always 
available to discuss creative 
options. Panels can be notched, 
cut to create a taper, mitered 
and are available in crimped-to-
curve combinations. 

Colors  

Our standard powder coated colors 

are; green, black, silver, bronze, and 

white. Custom colors are available.

Accessories 

greenscreen® is a complete trellis 

system that includes a versatile array 

of engineered mounting clips for 

almost every application of panels 

and columns. Our trims are factory 

installed before finishing. All clips, 

posts and caps are finished to match 

your project colors. Our Accessory 

Items list, Mounting Options, Detail 

Examples and Specifications all work 

together to provide efficient solutions.

 elements    1



Standard sizes 
width:  4 ft
length:  6 ft
 8 ft 
 10 ft
 12 ft
 14 ft
thickness: 3” standard

Custom Sizes
Available in widths and lengths in  
2” increments up to 4 ft x 14 ft

Finish 

baked on powder coat finish 
over galvanized steel wire

  ~ green
  ~ black 

 ~ silver
  ~ bronze 

 ~ white
  ~ custom

Accessory Options 
trim: #5104 channel 

 #5105 angle

Mounting Hardware
full range available
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 Whole Foods, Lincoln Park, Chicago, IL
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DWall Mounted Green Facade Trellis Panel 
The greenscreen® trellis system can transform blank 

concrete or masonry walls into soft-textured, vine 

covered, seasonally changing surfaces commonly 

referred to as "green facades." The elements are 

simple and the possibilities are endless for mounting 

modular or shaped panels near entries, around 

windows and in interior courtyards as a living plant 

matrix that covers all or part of a building facade… 

the examples are many!

Our system of engineered mounting accessories is 

designed to hold greenscreen® trellis panels off the 

building surface, protecting the building’s waterproof 

membrane from direct plant attachment and 

transferring the weight of the plants to the screen 

structure and the wall. Integrate wall mounted 

greenscreen® elements into new construction or 

retrofit to existing buildings with adjustable clips that 

adapt to uneven surfaces. Panels can be stacked 

side to side or top to bottom to cover larger areas.

Universal Studios CityWalk Universal City, CA 
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Memorial Hospital, Houston, TX 
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Freestanding Green Facade Wall or 
Trellis Fence
When used freestanding, greenscreen®’s unique 

wire truss configuration can span between structural 

members for use as a security fence, privacy screen, 

shade element or three-dimensional enclosure. Light  

in weight, but incredibly strong, greenscreen®’s  

three inch screen depth “captures” plant material 

and provides the benefits of a living fence or tapestry 

that can be enjoyed from both sides. Our engineered 

mounting accessories match the panel finish and 

easily adapt to posts for simple fence installations or 

to more complex frameworks for larger multi-story 

projects. Working with the 2” modular grid simplifies 

the design process and ensures accurate field 

installation.
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 Premier Auto - Irvine, CA
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Standard sizes 
width:  4 ft
length:  6 ft
 8 ft 
 10 ft
 12 ft
 14 ft
thickness: 3” standard

Custom Sizes
width and length available in  
2” increments up to 4 ft x 14 ft

Finish 

 baked on powder coat finish 
over galvanized steel wire

  ~ green
  ~ black 

 ~ silver
  ~ bronze 

 ~ white
  ~ custom

Accessory Options 
trim: #5104 

 #5105

Mounting Hardware
full range available
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 Getty Museum - Los Angeles, CA



Standard sizes 
diameter: 15½"
length:  6 ft

8 ft 
10 ft
12 ft
14 ft

thickness: 3” standard

Custom Sizes
 

increments up to 14 ft

Finish 

baked on powder coat finish 
over galvanized steel wire
 ~ green

~ black 
 ~ silver

~ bronze
~ white
~ custom

Accessory Options
    trimbands

Mounting Hardware 
#5132V Mounting Clips,  
planter
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M
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Sonoma State University Student Housing - Petaluma, CA
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Creating column shapes with greenscreen® trellis 

panels is easy. Our standard Column Trellis is 

fabricated from a 48" wide panel which gives a 15½"  

diameter column as our basic building element. 

We can provide mounting clips or brackets for 

attaching to your structure and you can choose from 

our standard radius up to fourteen feet in height 

or select a custom radius or square column shape 

that we can build for you. For taller installations, 

the columns can be stacked. The standard Column 

Trellis can also be mounted on a fiberglass planter 

for applications that require self contained units.   

Sonoma State University Student Housing - Petaluma, CA

S
ha

kl
ee

 C
or

po
ra

ti
on

 -
 P

le
as

an
to

n,
 C

A

B
ro

ca
de

 C
om

m
un

ic
at

io
ns

 -
 S

an
 J

os
e,

 C
A

D
es

er
t 

R
id

ge
 M

ar
ke

tp
la

ce
 -

 P
ho

en
ix

, 
A

Z

 elements    7

Willows Shopping Mall, Concord, CA

Acmestudios - Los Angeles, CA



Size 
Rectangular: 

4 ft wide x 24" x 30" tall
Cylindrical: 

18" dia x 28" tall
Curved: 

20" tall x various shapes

Custom Sizes
custom sizes available

Finish

textures available

client color chip

Accessory Options:  
order with 4 ft wide and 6 ft tall 
trellis panels for large standard 
planters. For taller panels 
additional structure required.

Mounting Hardware
Planter Straps

P
L

A
N

T
E

R

Above Ground Planter 
For projects that require containers, greenscreen® 

trellis panels can be mounted to our stationary  

planters in multiple configurations. Planters may 

feature special liners and drainage for irrigation 

control and are available in a variety of colors and 

finishes. Standard cylindrical planters coordinate with 

the Column Trellis and flat, modular panels work with 

rectangular planters. Custom sizes, shapes, and 

colors can be made to order depending on your 

project requirements. 

Curved, straight and square shapes used in 

combinations are featured in our Hedge-A-Matic 

family of planters, and are available with shorter 

privacy screens for venues like patios, restaurants, 

entries and decks.

8   elements    

Acmestudios - Los Angeles, CA

TerraVita - Seattle, WA

M
in

ne
ap

ol
is

 C
on

do
m

in
iu

m
s 

- 
M

in
ne

ap
ol

is
, 

M
N

Hedge-A-Matic Series



Crimp-to-Curve 
Sometimes a freestanding greenscreen® trellis needs  

to describe a curve, echo a building shape or include 

a gentle overhead arc. We offer greenscreen® in a 

variety of standard radiused shapes to enhance your 

design.  

Crimp-to-Curve trellis screens can be joined to create  

long curved fence elements, overhead arcs and to 

create new forms made with multiple units. The  

possibilities are endless!

Custom

Based on a 2”x 2” modular grid, greenscreen® panels  

can be easily customized to meet a wide variety of 

project requirements. The rigid, lightweight, three-

dimensional, welded wire panel can be cut at angles, 

span openings, attach to support frames or be 

mitered, notched, spliced or curved. In combination 

with standard or custom edge trims and a full array 

of engineered mounting hardware, unique applica-

tions are limited only by your imagination.

Standard sizes 
width: 4 ft
length: Available in 4 in.  
 increments
radius:  4 ft 
  5 ft
 6 ft 
 8 ft
 10 ft
 12 ft
thickness: 3” standard

Custom Sizes
custom radii available 

Finish 

baked on powder coat finish 
over galvanized steel wire

  ~ green
  ~ black 

 ~ silver
  ~ bronze 

 ~ white
  ~ custom

Accessory Options:  
 #5105 Steel Edge Trim

Mounting Hardware
full range available

C
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Size:
up to 4 ft wide and 14 ft long in 
single pieces.

Finish
standard listed finishes or  
additional custom colors

Accessory Options 
trim:  #5104  
  #5105  
custom profiles available 

Mounting Hardware 
full range available, custom clips 
and brackets available

C
U

S
T

O
M

 elements    9

Anniversary Park - Hollywood, FL
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Anthropologie - Corona, CA

Sacred Heart University - Fairfield, CT



The “captive growing space” created by the unique 

greenscreen® panel design promotes vertical plant 

growth and is an excellent support for maintaining 

healthy plants. Edge trim can be added at pedestrian 

areas as a closure strip or at the panel perimeter to 

provide a reinforced edge for plant maintenance. A 

variety of colors, finish-matched clips and mounting 

hardware make it easy to adapt to round or square 

post systems. greenscreen® panels can be mounted 

vertically or horizontally between posts and are easily 

integrated into custom gate openings.

FENCING 

Desert Ridge Marketplace - Phoenix, AZ 

project examples
The following pages illustrate some of the many combinations offered

with the greenscreen® green facade wall system.

10   projects    

Central Park Library -  Santa Clara, CA Houston Galleria - Houston, TX

Red Cross -  Chicago, IL

Field Blvd -  Chicago, IL



Many larger commercial and retail developments 

require flexible landscape elements to solve a variety 

of space planning problems. Vertical greenery  

can easily be achieved with minimal panel and 

planter depth using freestanding or wall mounted 

panels. Particular attention should be paid to plant 

selection, soil volume and intial plant size upon 

installation to insure a successful application for 

opening day. In high-visibility projects, panels can 

be pre-grown off site, transported and installed to 

ensure an established landscaped presence.

MIXED USE

 The Galleria at Roseville - Roseville, CA
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Whole Foods - Lincoln Park, IL

 29th Street Mall - Boulder, CO



PARKING  
STRUCTURES
greenscreen® trellis panels are a proven solution 

for providing vertical plant greenery on large multi-

story buildings such as parking structures. In a tight 

building-setback situation, greenscreen® requires 

only a few inches of space to create an effective  

vertical landscape element. Multi-floor heights 

can be vegetated from a narrow planting bed that 

eliminates walkway encroachment or by integrating 

above grade planters to reach higher elevations. 

The panels are easily adaptable for new projects or 

to retro-fit onto existing buildings. The unique panel 

construction spans between floors and attaches 

directly to the building face or to a secondary steel 

frame. In all cases, the three-dimensional depth of 

the panel promotes rapid, early growth and long 

term plant support.

Stanford University Parking Structure #5 - Stanford, CA
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Staten Island Courthouse Parking -  NJ
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Standard or custom size greenscreen® trellis panels 

can be mounted either on top or between an over-

head steel support structure, providing a light and 

open feeling until the vines mature and create a 

cool, shaded sitting area.

HORIZONTAL
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Fountain Park at Playa Vista Visitors Center -  Playa Vista, CA

John Muir Hospital -  Walnut Creek, CA



SHADING 
BENEFITS AND  
LIGHT CONTROL
The greenscreen® green facade wall trellis can be an 

important part of a building’s environmental control 

systems. These two highly successful projects use 

tall greenscreen® trellises as "green facades" built 

into south-facing structures to create shade and 

filter summer sun while allowing heat gain and 

abundant light during winter. The use of vegetation 

for shade creation can help to minimize building 

cooling requirements, increase evapotranspiration, 

mitigate the Urban Heat Island effect and create 

comfortable outdoor spaces.

14   projects

National Wildlife Federation Headquarters - Reston, VA
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PEDESTRIAN
SCALE
These project examples utilize a narrow panel profile 

to create flat, freestanding screens or three-dimen-

sional volumes to provide shade and a visual buf-

fer to building surfaces in pedestrian waiting zones 

and seating areas. Adaptable trims and mounting 

details are “people friendly” and the strong, rigid, 

steel wire construction resists potential abuse.

Freestanding trellis screens can be a dynamic and 

visually stimulating alternative to fencing in a residen- 

tial setting. greenscreen® can be used to enhance  

privacy, provide added security and help maintain  

easements. Simple installations can use surface  

mounted panels on a wood frame or connect to a 

steel post system to create colorful, living tapestries. 

The possibilities are endless….

Orne Residence - Los Angeles, CA

projects   15

W
W

II
 M

us
eu

m
 -

 N
ew

 O
rl

ea
ns

, 
LA

Tempe Transit Center - Tempe, AZ

RESIDENTIAL

B
er

ke
le

y 
R

es
id

en
ce

 -
B

er
ke

le
y,

 C
A



greenscreen® installations provide security benefits 

by controlling access without bars or conven- 

tional fencing while simultaneously covering the 

openings with a lacy leaf texture. The three- 

dimensional panel construction of the greenscreen® 

green facade wall system allows spanning between 

structural members and can be stacked vertically or 

horizontally to cover larger areas. The 2”x 2” grid, 

adaptable clips and brackets make installation 

simple and efficient.

SECURITY

GRAFFITI
CONTROL
greenscreen® modular wall mounted trellis panels 

inhibit graffiti action on this 12 foot high parking 

area wall in a dense urban environment and on a 

neighborhood school building. A narrow planting 

bed helps maximize the usable traffic area and the 

neighborhood enjoys the benefit of a flowering, vine 

covered solution instead of a monotonous concrete 

wall. Neighborhood groups and Planning Department 

officials responded favorably to this alternative.

Pacific View Mall Parking Structure - Ventura, CA

16   projects

Rolex - Beverly Hills, CA

Vine Street School - Los Angeles CA
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Outdoor conference areas, hospital healing gardens, 

intimate outdoor dining areas, security fencing and 

flowering privacy screens are just some of the ways 

that greenscreen® has been utilized in rooftop environ- 

ments. Lightweight panels can be combined with our  

planters or adapted to existing conditions to provide 

creative solutions that transform hard-to-utilize roof 

top areas into thriving outdoor spaces.

ROOFTOP  
GARDENS

INTERIORS
Both a restaurant and an interior circulation space in 

a corporate office setting utilize the 2” modular grid 

and #5105 Edge Trim to create an interesting visual 

rhythm. The office courtyard installation provides 

partial screening for perimeter conference spaces. A 

narrow, irrigated planter at the base limits walkway 

encroachment.

Nokia Product Creation Center - San Diego, CA

Chevron Roof Garden - San Francisco, CA
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The Gathering Place - Denver, CO

Ritz Garden - Newport Beach, CA



CUSTOM
The benefits of three-dimensional, welded steel wire 

construction are clearly evident in these custom 

greenscreen® applications. The lightweight, rigid 

panels can be cut to create unique shapes that can 

span between structural supports both horizontally 

and vertically. These projects take advantage of 

a consistent design theme and solutions oriented 

approach to provide a durable framework for mature 

plant material. With the repetition of a custom shape 

or family of shapes, a unique “project identity” for 

an installation can be established.         
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Fountain Park at Playa Vista Visitors Center - Los Angeles, CA

18   projects

John Muir Hospital - Walnut Creek, CA



 Desert Ridge Marketplace - Phoenix, AZ
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Anthropologie - Corona, CA
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TRANSPORTA-
TION
Transportation projects can benefit from the 

incorporation of greenscreen®'s green facade 

wall system. Producing shade, increasing 

evapotranspiration and providing grafitti abatement 

are just a few benefits that can be achieved by the 

use of this design element.

20   projects

GREEN
INFRASTRUC-
TURE
The possibilities are endless for vertical vegetation 

in rain gardens, bio-swales and rainwater harvesting 

projects where planting space is limited. Green 

facade wall systems can easily be incorporated into 

stormwater management designs to enhance on 

site run off requirements.
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EDGE TRIMS

Use as a closure strip at edges of 

greenscreen® panels. Recommended 

on panel edges adjacent to pedestrian 

traffic or where edge reinforcement is 

required for special mounting conditions  

or long term plant maintenance. #5104 

Steel Channel Trim or #5105 Steel 

Edge Trim can be added to panels in 

multiple configurations.

MOUNTING CLIPS

A selection of engineered clips and 

brackets can be used for a variety 

of project requirements. Examples 

are on our website. Please contact 

a greenscreen® Project Manager for 

more information.

POSTS AND CAPS

Available in matching finishes and  

custom lengths.

STRAPS, SPACERS AND RINGS

Use for attachment to planters, 

adapting to uneven surfaces, isolating 

different building materials, aligning 

screens and joining screens together 

in a stacking configuration.

To assist with design and product specification we 

provide additional details, material specifications, 

engineering data, complete accessory specifications, 

BIM and CAD details for inserting into working  

drawings. Also included is a helpful Mounting Options  

section for use as a guide on typical installations. 

This additional information is available online at 

www.greenscreen.com and in our Complete Catalog 

Binder. Contact us for additional materials or with 

specific questions.

accessories
Our Accessory Items list will provide your project with the necessary edge trims, 

mounting clips, straps, posts, and caps to match your specified finishes  

with maximum flexibility. 

 accessories    21    



RESOURCES & 
ENVIRONMENT
Resources for Sustainable Design

LEED®v4 Review (MRc Credits) 

Recycled Materials Content Declaration 

Sustainable Sites Initiative™ v2 Review

greenscreen® considers environmental 

conservation, preservation and protection to be 

consistent with our overall corporate goals and 

values as well as an important consideration in 

our total business activities. It has been and will 

continue to be a critical greenscreen® policy to 

conduct business in an environmentally conscious 

manner that aims to reduce our impacts and 

conserve maximum natural resources.

greenscreen® believes that it is important to 

identify and promote key initiatives that will help 

to bring about an awareness of the larger issues 

of sustainable design, green infrastructure and 

policy development. To this extent, we are in 

complete support of the USGBC’s LEED v4 for 

New Construction and Major Renovations Rating 

System (November, 2013) and the Sustainable 

Sites Initiative™: Guidelines and Performance 

Benchmarks v2 (June, 2014). greenscreen® will 

continue to use these guidelines as discussion 

points to promote, develop and initiate resources 

for incorporation into best building, management 

and policy development practices.

22     environment and sustainability

greenscreen® Education Series

Case Studies 

Research Reviews

With 20 years of experience and over 6000 

installations, greenscreen® has the technical 

information and technical expertise that you need 

to design,specify and integrate green facade walls 

successfully into your projects. greenscreen® can 

provide case study information for specifc building 

types including:

 

 

 

Case studies and PDF project pages can be found 

on our website under 'Resources + Downloads'.

Research

greenscreen® recognizes the vital role of research 

and continues to underwrite important academic 

experiments focusing on energy efficiency, 

stormwater management and integration with 

green roofs. Our Academic partners include:

 

 

 

In an effort to help educate our design partners, 

the greenscreen® Education Series - Research 

Reviews presents a series of briefs composed as 

summaries about important issues supported by 

international research efforts. Document titles and 

authors are listed and it is encouraged that the 

original transcripts be accessed for a complete 

understanding of methodologies, intent and 

original research summaries. 

Research briefs are available on our website under 

'Education + Research'.

greenscreen® is committed to providing designers, 

specifiers and contractors with the necessary 

information to ensure successful projects. From 

sustainability criteria to Continuing Education Units 

to recommendations for plant materials, 

www.greenscreen.com is the essential resource 

portal for green facade wall technology.
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Continuing Educations Units (CEU’s)

Continuing education for design professionals 

is critical to the health, safety and welfare 

of the general public and greenscreen® is a 

regular contributor of CEU’s for online access, 

in partnership with AECdaily, McGraw Hill 

Construction, Hanley Wood University and Green 

Roofs for Healthy Cities. Current and past topics 

include:

Considerations for Advanced Green Facade  

 Design 

Greening the Site: Design Options for   

 Sustainability 

Building Products in BIM 

Strategies for More Sustainable Exterior  

 Solutions 

Designing the Building - Landscape Interface                                       

Introduction to Green Walls

Building Information Modeling (BIM)     

The use of BIM goes beyond the design of 

a project and takes an important role during 

construction as well as the post construction and 

facility management phases. BIM impacts the way 

a construction project is managed with advanced 

accuracy in construction and a sophisticated 

design process that provides designers, general 

contractors and subcontractors from every trade 

the opportunity to input critical information into the 

software before the beginning of construction. In 

an effort to promote integration into BIM software, 

greenscreen® has created a BIM model family that 

includes all applications, connections and green 

building information. These Revit files can be 

downloaded from our website under the Resources 

+ Downloads tab and accessed from Autodesk 

SEEK and CADdetails.com. 

greenscreen® also has models for rendering 

capabilities in SketchUp for wall mounted 

and freestanding applications and for planter 

configurations. These can be downloaded from our 

website and from the SketchUp 3D Warehouse.

Today there is a greater emphasis by society on the 

protection of the environment and greenscreen® 

believes that it is both a good business practice 

and our duty to protect the natural resources of 

the communities that we serve. greenscreen® has 

completed two major sustainability initiatives to 

advance its position as a leader in the industry; 

an ISO compliant, third party verified product Life 

Cycle Assessment Report and Model, and a com-

pany-wide audit of our sustainability performance. 

The LCA methodology followed the guidelines and 

protocols as set forth by ISO 14040 (2006) and 

ISO 14044 (2006) and by definition, a Life Cycle 

Assessment is carried out in four distinct phases; 

Goal and Scope Definition, Inventory Analysis, 

Impact Assessment and Interpretation Results. 

The goals of the sustainability performance review 

were to:

 

 performance 

 measurement 

 (WARM) and voluntary reporting of GHG  
 emissions 

 water consumption using the Energy Star  
 project management tool

greenscreen® supports increased product 

transparency and will continue to endorse the 

incorporation of a Health Product Declaration 

(HPD) to conform with the guidelines as set forth 

by the Health Product Declaration Collaborative 

and the Living Building Challenge DECLARE 

program.

Sustainability and Corporate Social Responsibility 

(CSR) have long been integral components of 

greenscreen®’s philosophy and we are proud 

to have performance measurement data to 

back up all aspects of our sustainability story. 

greenscreen® will use this information to reduce 

our environmental footprint, make a better place to 

work, to better serve our community and to deliver 

the best customer service possible.

SUSTAINABILITY



Choosing the proper plants for use on greenscreen® 

panels is an important design consideration and we 

recommend that a landscape architect, landscape 

designer or horticulturist be consulted for each 

specific application to determine appropriate plant 

choices based upon site conditions.  

plants  Choosing the appropriate plant materials for greenscreen® requires 

careful consideration of hardiness zone, sun and wind exposure, soil type, available 

soil volume, irrigation, horticultural needs, maintenance and desired visual effect. 
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Clematis varieties (Clematis), American Bittersweet 

(Celustrus scandens) and Jasmine varieties 

(Trachelospermum) are all good examples of 

vines with a twining habit. Plants such as Trumpet 

Creeper (Campsis radicans), English Ivy (Hedera 

helix) and Cape Honeysuckle (Tecomaria capensis) 

that climb by the other growth habits may be just 

as suitable and are recommended for freestanding 

applications.

In addition to hardiness zone, a plant's growth habit 

is key to a green facade's success. greenscreen® 

is well suited for vines that grow by twining, scram-

bling, root climbing, adhesive suckering or leaf stem 

tendrils. Twining vines are strongly recommended 

for wall mounted applications.

Vitis and Clematis - Zones 4-8, Deciduous

Climbing Hydrangea - Zones 5-9, Deciduous

S
ta

r 
Ja

sm
in

e 
- 

Zo
ne

s 
8

-1
1

, 
E

ve
rg

re
en



plants    25

Matching the type of greenscreen® installation 

with a plant’s growth habit will help to ensure the 

long term success of your project and help to 

keep maintenance costs down. All plant material 

requires some maintenance, although some are less 

maintenance intensive than others. At a minimum, 

all plant material should receive the following annual 

applications:

greenscreen® offers additional resources for 

designers and contractors that are available on the 

'Plants' tab at www.greenscreen.com: 

greenscreen® Recommended Plant List

greenscreen® Guidelines for Green Facade Plant  
   Selection

greenscreen® Guidelines for Green Facade Plant  
   Installation

greenscreen® Guidelines for Green Facade Plant  
   Maintenance
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Clematis - Zones 5-9, Deciduous

Bougainvillea - Zones 9-11, Evergreen
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CONTACT US

1743 S. La Cienega Blvd.  
Los Angeles, CA 90035   
T - 800.450.3494
+1 310.837.0526
F - 310.837.0523
E - sales@greenscreen.com

 www.greenscreen.com

At greenscreen® we are a team of architects and 

designers with a broad and deep range of experi-

ence in urban planning, landscape design and the 

construction industry. We consult on both small 

and large scale projects across the continent and 

around the world, and we’re committed to providing 

team-oriented design and technical support for 

your project. 

Contact us to discuss greenscreen®’s possibilities  

and its application to your job. We will answer your  

questions, review drawings, recommend mounting  

details, prepare shop drawings, provide price quotes  

and help you place an order. 
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R.D. O.D.

MEMBRANE ROOF, SLOPE
STRUCTURE TO CENTER OF
HALLWAY BELOW. ROUTE DRAINS
TO ADJACENT HALL WAY. ROUTE
OVERFLOW TO WALL SPOUT. SEE
DETAIL 2/A-110

GRAVEL
STOP

GRAVEL
STOP

4'
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"

13
'-0

"

4'
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"
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"
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S
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PE

S
LO
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PE
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5'-23
4" 12'-101

2" 36'-85
8" 28'-41

4" 33'-23
4" 29'-41

8" 32'-0" 38'-2" 11'-13
4"

SERVICE
CLEARANCE
AROUND UNIT

SERVICE
CLEARANCE
AROUND UNIT

HARDIE PLANK SIDING
4"

4" Ø OVERFLOW PIPE

LOW POINT OF ROOF

SLOPE 1
8" PER FT

HARDIE PLANK 34" MOUNTING BLOCK

OVERFLOW NOZZLE:
JAY R. SMITH #1771 OR EQUAL

4" Ø PVC PIPING

SECTION

R

FRAME W/ CAPFLASHING
(CORNERS FULL WELDED)

BILCLIP
FLASHING SYSTEM

12
[305mm]

21
4

[57mm]31
2

[89mm]

73
8

[187mm]

LOCK STRIKE &
PADLOCK HASP

LIFTING MECHANISM W/
REINFORCED COMPOSITE
TUBES & COMPRESSION
SPRINGS

RED VINYL GRIP

HOLD OPEN ARM

1" RIGID FIBERBOARD 
INSULATION

PINTLE HINGE

BILCO
TYPE NB
ROOF SCUTTLE

ARM GUIDE BRACKET

GUIDE ARM

COVER LINER

SLAM LATCH

GASKET
(ALL AROUND COVER)

1" THICK FIBERGLASS
COVER INSULATION

COVER

INSIDE & OUTSIDE HANDLES
W/ PADLOCK HASPS

NEOPRENE GASKET

 3/32" = 1'-0"

ROOF PLAN
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ROOF PLAN

A-110

1.          ALL ROOF TOP EQUIPMENT, PLUMBING, VENTS,

2.          KEEP ROOF MOUNTED EQUIPMENT AWAY FROM
PARAPETS TO REDUCE SIGHT LINES

3.          (IF APPLICABLE) PROVIDE CONDUIT FROM

G E N E R A L   N O T E S:

CONDENSING UNITS, EXHAUST FANS, BOILER FLUES,
ETC. ARE TO BE CONCEALED FROM VIEW BEHIND
PARAPET WALLS

COMPUTER ROOM TO ROOF FOR SATELLITE DISH ON
SEPARATE CIRCUIT.

4.         1 1/2" MIN. POLYISO RIGID INSULATION @ ROOF DRAINS
(AVG. 3" = R-20)  SLOPE 1/8" PER 12" TO DRAINS.

1 1/2" = 1'-0"

OVERFLOW SCUPPER DETAIL
1" = 1'-0"

ROOF HATCH DETAILS

1

32



10"x 2" PRECAST CAP

1'
-4

"
8"

23
8"

4'-0"
SQUARE

6" CMU w/ 4" BRICK VENEER

EMERGENCY GAS SHUT OFF

NATURAL GAS SUPPLY

THICKENED SLAB

GRAVEL FILL

DECORATIVE FIRE STONE

GAS BURNER

SCALE: 1/4" = 1'-0"

SCALE: 1/4" = 1'-0" SCALE: 1 1/2" = 1'-0"

LADDER

PRECAST CONCRETE COPING

AQUATIC LIFT

POOL DEPTH MARKER (TYP.)

BROOM FINISHED
CONCRETE

DARK BRONZE
ALUMINUM GATE.
3'-0" X 5'-0" W.
MANUAL SECURITY
LOCK @ TOP AND 1"
SQUARE PICKETS

OUTDOOR LIVING ROOM
W/ BROOM FINISHED
CONCRETE PATIO

BROOM FINISHED
CONCRETE PATIO

5'-0" BRICK WALL

5'-0" GREEN SCREEN WALL

5'-0" GREEN
SCREEN
WALL

5'-0" GREEN
SCREEN WALL

5'-0" GREEN
SCREEN

WALL

5'-0" GREEN
SCREEN

WALL

DARK BRONZE
ALUM. RAIL W/
1" SQUARE
PICKETS

DARK BRONZE
ALUM. RAIL W/
1" SQUARE
PICKETS

DINING TABLE
AND CHAIRS
W/ UMBRELLA

DINING TABLE
AND CHAIRS
W/ UMBRELLA

DINING TABLE
AND CHAIRS
W/ UMBRELLA

2-TOP DINING
TABLE AND
CHAIRS (TYP.)

PLANTER

PLANTER

CHAISE
LOUNGE
(TYP.)

STAINED WOOD POST,
BEAMS, AND TRELLIS (TYP.)

13
'-1

0"
 +

/-

44'-10" +/-

SWIMMING POOL

CHAISE
LOUNGE
(TYP.)

SIDE
TABLE
(TYP.)

DARK BRONZE
ALUMINUM GATE.
3'-0" X 5'-0" W.
MANUAL SECURITY
LOCK @ TOP AND 1"
SQUARE PICKETS

STAINED CEDAR POSTS,
BEAMS AND TRELLIS (TYP.)
SEE A/4.61

A-574
3

BROOM FINISHED CONCRETE SIDEWALK

LANDSCAPED AREA

2-TOP DINING
TABLE AND
CHAIRS

SECTIONAL
SEATING

SECTIONAL
SEATING

PLANTER

TABLE TABLE

TABLE

TABLE

2-TOP DINING
TABLE AND
CHAIRS

4'-
11

"
6'-

0"
4'-

11
"

5'-0" 2'-7" 6'-0" 2'-7"

1'-5" 6'-0" 5'-1" 6'-0" 6'-2" 6'-0" 3'-8"

4'-
8"

6'-
9"

3'-
11

"

3'-
1"

6'-
0"

8'-
0"

6'-
0"

2'-
7"

16'-1"
6'-0"

20'-0"

6'-0"

20'-0"

6'-0"
16'-1"

FIRE PIT

A-574
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6"x8" BEAMS (TYP.)

6"x6" POSTS (TYP.)

4"x6" RAFTERS (TYP.)BOLTED STEEL
CONNECTORS:
SEE STRUCTURAL

BOLTED STEEL
CONNECTORS:
SEE STRUCTURAL

WOOD COLUMN
IN MASONRY WALL,
SEE DETAIL 3/A6.05

FACE OF BUILDING

SCALE: 1/4" = 1'-0"

SCALE: 1/4" = 1'-0"

11
'-6

"

SECOND FLOOR FRAMING

BEAM ACROSS ALCOVE

THRU BOLTS w/ PIPE SPACERS
SEE STRUCTURAL

BOLTED STEEL
CONNECTORS:

SEE STRUCTURAL

1'-0"

2"
4"

2"

6'-4"

6'
-0

"
8'

-3
"

6'
-0

"

3'-4" 3'-4"

6"x8" BEAMS (TYP.)

6"x6" POSTS (TYP.)

4"x6" RAFTERS (TYP.)
BOLTED STEEL
CONNECTORS:
SEE STRUCTURAL

POSTS SET IN CONCRETE:
SEE STRUCTURAL

SCALE: 1/4" = 1'-0"

6'-4"3'-4" 3'-4"

10
'-0

"

2'
-2

"
2'

-2
"

SCALE: 1/4" = 1'-0"

1'-0"

2"
4"

2"

3'-2"

TYP GATE

5'
-0

"
2"

SCALE: 1/2" = 1'-0"

POST SECTION

4"
4"

3
4" SQUARE PICKETS @ 4" O.C.

SCALE: 1/4" = 1'-0"

A-574
2

10'-0" 10'-0" 9"

3'-4" 10'-0" 10'-0" 12'-23
8" 12'-23

8" 3'-4"

10
'-0

"
9"

10
'-0

"
7'

-6
"

1'
-8

1 4"

2'
-2

"

A-575
3

STAINED CEDAR POSTS,
BEAMS AND TRELLIS (TYP.)

FACE OF BUILDING

1'-4"
TYP

A-575
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EX K EX K EX K EX K EX K EX K EX K

EX K EX K EX K

EX J

EX J

EX H EX H EX H EX H

EX A EX AEX A

EX A

EX A

EX A
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EX A

EX A

EX A

EX C EX CEX C

EX C EXC

EX A EX H EX H EX H
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EX B

EX B

EX B

EX B

EX B

EX B

EX FEX F

EX FEX F

EX F

EX A

EX A

EX AEX H

EX C

EX B

EX B

EX B

EX F

EX F

EX A

EX A EX H

EX 2

EX B

EX B

EX F

EX F

EX F

EX K

EX K

EX K

EX K

EX JEX J

EX F

EX C

EX K

EX A

EX A

EX A

EX C



T.O.TRUSS 41'-3 1/4"

FOURTH FLOOR
T.O.PLYWD 30'-9 3/4"

THIRD FLOOR
T.O.PLYWD 21'-5 1/4"

SECOND FLOOR
T.O.PLYWD 12'-0 3/4"

GROUND FLOOR
F.F.E. 0'-0"

FOURTH FLOOR

THIRD FLOOR

SECOND FLOOR

GROUND FLOOR
F.F.E. 0'-0"

8-0" D
7'-2"  A

10'-7 3/4" F

7'-2"  A

10'-7 3/4" F

8'-2 1/4" F
7'-10" D

7'-2"  A 7'-2"  A

8'-2 1/4" F

8'-2 1/4" F

7'-2"  A 7'-2"  A

8'-2 1/4" F

8'-2 1/4" F
8'-0" D

7'-2"  A 7'-2"  A

8'-2 1/4" F

9'
-4

 1
/2

"
9'

-4
 1

/2
"

12
'-0

3
4"

41
'-3

1 4"

8'
-4

 1
/2

"
2'

-1
"

42
'-1

"

45
'-0

"
2'

-1
1"

9'
-4

1 2"
9'

-4
1 2"

12
'-0

3
4"

41
'-3

1 4"

8'
-4

1 2"
2'

-1
"

42
'-1

"

45
'-0

"

2'
-1

1"

93
4"

T.O.TRUSS 41'-3 1/4"

T.O.PLYWD 30'-9 3/4"

T.O.PLYWD 21'-5 1/4"

T.O.PLYWD 12'-0 3/4"

8" 93
4"

8'-6"

8'-6"

T.O. FACIA 42'-1"

4
12

7'
-6

"
8'

-0
"

7'
-1

0"
8'

-0
"

7'-10" D

7'
-6

"
7'

-1
0"

7'
-8

"

DRYWALL FURR DOWN
TYP @ GUESTROOM DOORWAYS

7'
-8

"

12
6

TYP

DRYWALL FURR DOWN
TYP @ GUESTROOM DOORWAYS

DRYWALL FURR DOWN
TYP @ GUESTROOM DOORWAYS

DRYWALL FURR DOWN
TYP @ GUESTROOM DOORWAYS
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DDEESSIIGGNN  TTEEAAMM//DDRRBB  CCOOMMMMEENNTT  SSHHEEEETT  

  
TThhee  ccoommmmeennttss  bbeellooww  aarree  ssttaaffff  rreeccoommmmeennddaattiioonnss  ttoo  tthhee  DDeessiiggnn  RReevviieeww  BBooaarrdd  ((DDRRBB))  

aanndd  ddoo  NNOOTT  ccoonnssttiittuuttee  DDRRBB  aapppprroovvaall  oorr  ddeenniiaall..  

  

 

PROJECT NAME:  Springhill Suites by Marriott       DRB#:  DRB-000723-2016 

   

DATE:  April 26, 2016 

 

RECOMMENDATION:  Approval      Approval with Conditions     Denial      

CONDITIONS REMAINING FROM CONCEPUTAL SUBMITTAL (PER DRB NOA): 

1. Consider relocating the main entry drive towards where the restaurant had previously been proposed to open up the site for 

more green space. 

2. Revise the parking layout to locate planting medians at areas of existing trees and in turn saving more of the existing trees 

where possible. 

3. Provide landscape screening between the pool and the parking areas. 

 

STAFF RECOMMENDED ADDITIONAL CONDITIONS BASED ON FINAL SUBMITTAL: 

1. Add landscaping at relocated dumpster enclosure.  Consider expanding median to provide adequate space for enclosure, 

screening, and specimen tree. 

2. Provide additional screening at transformer beyond ground cover. 

 

ARCHITECTURAL DESIGN 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

Structure is designed to be appropriate to the 

neighborhood 
    

Promotes pedestrian scale and circulation     

Design is unobtrusive and set into the natural 

environment 
    

Utilizes natural materials and colors     

Avoids distinctive vernacular styles     
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Design is appropriate for its use     

All facades are have equal design characteristics     

Avoids monotonous planes or unrelieved repetition     

Has a strong roof form with enough variety to provide 

visual interest 
    

Minimum roof pitch of 6/12     

Overhangs are sufficient for the façade height.     

Forms an details are sufficient to reduce the mass of the 

structure 
    

Human scale is achieved by the use of proper proportions 

and architectural elements 
    

Utilizes a variety of materials, textures and colors    

Materials – brick, hardie-plank siding, EFIS, hardi 

shakes, wood, & metal; Colors – beige, taupe, brown, 

bronze, green 

Incorporates wood or wood simulating materials     

Windows are in proportion to the facade     

Details are clean, simple and appropriate while avoiding 

excessive ornamentation 
    

Utilities and equipment are concealed from view     

Decorative lighting is limited and low wattage and adds 

to the visual character 
   

Appears to be lots of light in front of building (under 

porte cochere and at lounge area). 

Accessory elements are design to coordinate with the 

primary structure 
    

 

LANDSCAPE DESIGN 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

Treats the Landscape as a major element of the project     

Provides Landscaping of a scope and size that is in 

proportion to the scale of the development 
   

Consider more trees (palm trees) between 

parking/sidewalk and building to break up mass of 

building.  Provide landscaping at front and rear 

building entrances. 

Landscape is designed so that it may be maintained in 

its natural shape and size 
   

 

Preserves a variety of existing native trees and shrubs    Consider shifting parking to save existing trees. 

Provides for a harmonious setting for the site’s 

structures, parking areas or other construction 
   

 

Location of existing trees and new trees provides 

street buffers, mitigation for parking lots, and an 
   

Consider continuing shade trees in parking lot islands 

versus crape myrtles.  Consider more trees between 
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architectural complement that visually mitigates 

between parking lots and building(s) 

parking/sidewalk and building to break up mass of 

building. 

Shrubs are selected to complement the natural setting, 

provide visual interest and screen less desirable 

elements of the project 
   

Provide additional landscape screening for relocated 

dumpster enclosure and for transformer.  Consider 

additional landscaping beyond ground cover in islands 

to provide additional screening at pool area.   

A variety of species is selected for texture and color     

Provides overall order and continuity of the 

Landscape plan 
   

 

Native plants or plants that have historically been 

prevalent on the Island are utilized 
   

 

A variety of sizes is selected to create a “layered” 

appearance for visual interest and a sense of depth 
   

 

The location of existing mature trees is taken into 

account in placement of shrubs so as not to damage 

tree roots 

   

 

Proper spacing and location for plants to reach their 

mature size and natural shape while avoiding 

excessive or unnatural pruning 

   

 

Proposed groundcovers are evergreen species with 

low maintenance needs 
   

 

Large grassed lawn areas encompassing a major 

portion of the site are avoided 
   

 

The adjacent development is taken into account in 

determining the most appropriate buffer so as not to 

depart too dramatically from the neighborhood 

   

 

Ornamentals and Annuals are limited to entrances and 

other focal points 
   

 

 

NATURAL RESOURCE PROTECTION 

DESIGN GUIDE/LMO CRITERIA 
Complies 
Yes 

 
No 

 
Not Applicable 

Comments or Conditions 

An effort has been made to preserve existing trees and 

under story plants 
    

Supplemental and replacement trees meet LMO 

requirements for size, species and number 
   TBD 

Wetlands if present are avoided and the required 

buffers are maintained 
    

Sand dunes if present are not disturbed     
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MISC COMMENTS/QUESTIONS 
The narrative states a variance will be obtained at time of DPR for 20% greater height.  A variance is not required; an architectural element can be 20% higher 

than height limit and staff determined that the roof stair enclosure serves as an architectural element. 

The site development plan as submitted is over density allowed with all three buildings.  According to the applicant the restaurant will be removed from 

plan.     

Dumpster and some parking is still shown in setback & buffer; according to the applicant this will be relocated.      
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